Observation and Study of Low-Frequency Oscillations in a 1.5-MW 110-GHz Gyrotron

Antoine J. Cerfon, Eunmi Choi, Chad D. Marchewka, Ivan Mastovsky, Michael A. Shapiro, Member, IEEE, Jagadishwar R. Sirigiri, Member, IEEE, and Richard J. Temkin, Fellow, IEEE

Abstract—We report the observation of low-frequency oscillations (LFOs) in the range 165–180 MHz in a 1.5-MW 110-GHz gyrotron operating in 3-μs pulses. The oscillations have been measured by a capacitive probe located just before the entrance to the cavity. The LFOs are observed only in a narrow region of beam parameter space, at voltages between 45 and 60 kV, where no microwave emission occurs. The gyrotron operates near 96 kV, with high output power; they are not seen. The variation of the frequency of the oscillations with beam electron voltage and magnetic compression was measured, and the results are reported. Time-domain analysis of the probe signal shows the influence of the beam current and cathode voltage on the time of onset of the oscillations. The amplitude of the time-domain signal indicates that the trapped electron current associated with the LFOs represents a few percent of the total electron current.

Index Terms—Fusion, gyrotron, high-power microwave source, low-frequency oscillations (LFOs), trapped electrons.

I. INTRODUCTION

ELECTRON cyclotron heating and electron cyclotron current drive using high-power gyrotrons are among the most promising methods for plasma heating, current drive, and instability control for thermonuclear fusion research [1], [2]. The requirements on fusion reactors to be sustainable and profitable energy sources lead to demands on gyrotrons for high-efficiency continuous wave (CW) operation. Thus, research on fusion gyrotrons has been focused on achieving high-power levels, in long pulse or CW operation with the highest possible efficiency. Operation at 170 GHz for 800 s, with a power level of 1 MW, and with an efficiency of 55% after energy recovery has recently been demonstrated [3].

Any parasitic instability on the electron beam such as the low-frequency oscillations (LFOs), the subject of this paper, can deteriorate the beam quality by increasing the velocity and energy spreads thus reducing the efficiency of the gyrotron [4]–[6]. Strong LFOs in the 100-MHz range can interfere with the diagnostic and control system of the gyrotron as was observed in General Atomics [7]. Similar problems have been reported in a coaxial gyrotron [8].

LFOs have been the focus of recent experiments on moderate-power pulsed gyrotrons [4], [9]. The obtained results have highlighted the role of emission nonuniformity in the formation of the trapped electron population, identified the role of the reflected electrons in the onset and growth of the LFOs, and allowed to investigate ways for suppressing the oscillations. However, understanding of the LFOs remains incomplete. Particle-in-cell simulations model the development of oscillations of the space charge in the adiabatic trap [10], but the physics of the electron dynamics in the adiabatic trap is only partially understood. The processes of escape of the trapped electrons have not clearly been identified, and the size of the trapped electron population has not been previously reported. Additional experimental studies of LFOs in gyrotrons therefore aim at answering these questions.

In this paper, new observations of LFOs in a 1.5-MW 110-GHz gyrotron are reported and discussed. The gyrotron has an internal mode converter and a depressed collector. These new results complement the previous results, obtained on the same gyrotron operating without an internal mode converter, in an axial output configuration, reported in [11]. The LFO signal is measured with a capacitive probe installed just prior to the resonant cavity. The probe is very broadband, but the observed LFOs have frequencies in the range 165 to 180 MHz. The influence of the beam parameters on the characteristics of the oscillations is studied extensively. It is shown that the LFOs only appear in a region of parameter space which does not overlap with the region of high-power operation of the gyrotron. Analysis of the time-domain capacitive probe signal gives an estimate of the trapped electron population when oscillations are observed.

II. EXPERIMENTAL SETUP

The experiments have been performed on the 1.5-MW 110-GHz gyrotron at Massachusetts Institute of Technology (MIT) [12], [13], a pulsed device with 3-μs pulse duration. The electron beam is generated by a diode magnetron injection gun which is designed to operate at 40 A and 96 kV, with a velocity ratio \( r = V_{\parallel}/V_{\perp} = 1.4 \) in the cavity, where \( V_{\parallel} \) and \( V_{\perp} \) are the transverse and axial velocity of the electrons, respectively, for a compression ratio \( R = B_0/B_c = 25 \), where \( B_0 \) is the magnetic field at the cavity, and \( B_c \) the gun magnetic field. Whereas in the previously reported experiment [11] the gyrotron was in the axial configuration, all the results presented here have been
Fig. 1. Side-cut schematics of (a) the capacitive probe and of (b) the 1.5-MW MIT gyrotron.

Fig. 2. Time-domain signals of (a) the cathode voltage and of (b) the capacitive probe, with the indication of the beginning and of the end of (dashed lines) the flattop section of the pulse.

obtained with the gyrotron operating with a mode converter, consisting of a launcher and four mirrors, as shown in Fig. 1. The LFOs in the gyrotron are observed by analyzing the signal of a capacitive probe on a 350-MHz 1-Gs/s LeCroy Waverunner LT264 oscilloscope. The probe is located at the end of the beam tunnel, just before the cavity entrance, as shown in Fig. 1(a) and (b). It was originally installed for velocity ratio measurements, based on the technique described in [14].

A typical capacitive probe signal is shown in Fig. 2(b), along with the cathode voltage signal corresponding to the same pulse [Fig. 2(a)]. In this paper, the focus has been on the study of the flattop section of the pulse, shown in Fig. 2, thereby ignoring the oscillations associated with the charging and discharging phases of the capacitive probe which follow the ramp up and down of the voltage pulse in our pulsed experiments.

III. EXPERIMENTAL RESULTS

A. Observation of the LFOs

Capacitive probe signals have been recorded and analyzed over a wide range of voltages (between 25 and 96 kV), beam currents (between 15 and 46 A), compression ratios ($R$ between 22.9 and 26.5), and cavity magnetic fields ($B_0$ between 4.2 and 4.6 T). The frequency content of the LFOs was obtained by taking the fast Fourier transform of the flattop section of the time-domain probe signal. For the beam parameters for which the LFOs were observed, typical frequency spectra above 30 MHz are as shown in Fig. 3, indicating the presence of a very strong, isolated component around 170 MHz. This component has a full-width at half-maximum between 0.5 and 1.5 MHz.

LFOs are observed only in a narrow region of the accessible beam parameter space. At a fixed compression ratio, there exists both a lower voltage threshold, in the range 46–48 kV, and an upper voltage threshold, in the range 58–60 kV, below which and above which oscillations are not observed. Moreover, for voltages between these two thresholds, LFOs only occur if the beam current is above a certain threshold current, which depends on the cathode voltage. These results are summarized with the collector current–cathode voltage map ($I$–$V$ map) in Fig. 4, for a compression ratio $R = 23.8$. This map has been obtained by analyzing a very large number of shots in the whole accessible $I$–$V$ space, and by recording those which corresponded to the observation of LFOs and those which did not.

The same operation has been realized for several different values of $R$. The qualitative features of this map do not change with changes in value of magnetic compression ($R$); however, the region where LFOs are observed either expands or shrinks. It has been found that for too high compression ratios (above 25.1), the beam parameters become very noisy due to the strong presence of trapped electrons, and the LFO oscillations cannot be observed in any region of $I$–$V$ space, because they are below the noise level. As the compression ratio is decreased from this value, the area of the region of occurrence of the LFOs increases. For compression ratios between 24 and 22,
the extension of this area is maximal and remains approximately constant, independent of $R$. The effect of even lower compression ratios on the size of the area where LFOs are observed could however not be investigated, due to experimental limitations on the maximum current that can flow in the gun coil. As mentioned, at $R = 22.9$, the lowest value that could be investigated experimentally, LFOs were still observed.

It should also be mentioned that for the beam parameters for which LFOs were measured by the capacitive probe, the same oscillations could be detected at an open port of an oscilloscope located at 1 m from the gyrotron. This result indicates that the oscillations of the space-charge in the adiabatic trap not only lead to a perturbation of the electron current, but are also the source of electromagnetic radiation which can be seen outside of the gyrotron. This radiation can potentially disturb measurement and control signals for the gyrotron, as was observed in [7].

B. Frequency-Domain Results

Varying the beam parameters, it was possible to tune the observed frequencies in the range 165–180 MHz. The influence of cathode voltage on the oscillation frequency, with all the other parameters fixed, is shown in Fig. 5, for three different values of $R$, and for a beam current of 32 A.

C. Time-Domain Results

Information on the time-domain properties of the low-frequency oscillations under observation was obtained by isolating for study the $\sim$170-MHz component of the capacitive probe time-domain signal, using a numerical bandpass Butterworth filter. A typical observation of the time-domain features of the $\sim$170-MHz oscillations is shown in Fig. 6. The time scale used on this figure is the same as the one used in Fig. 2. The three phases of the oscillation, namely, growth, saturation, and decay, are clearly visible in Fig. 6. Two characteristics of the oscillation which have been studied in this paper: the maximum amplitude $A$ at saturation and the time $T_{\text{onset}}$ from the start of the pulse at which the instability starts to grow, have been defined in the figure.

$T_{\text{onset}}$ has been seen to depend on the beam current and on the cathode voltage. These dependences are shown in Figs. 7 and 8, respectively.

Higher values of beam current lead to shorter times $T_{\text{onset}}$ for the start of the oscillations. The influence is more subtle in the case of the cathode voltage because the instability starts earlier in the pulse for intermediate voltages, between 51 and 54 kV. As the cathode voltage is further decreased from 51 kV, the onset of oscillations takes a longer time. Similarly, at voltages above 54 kV, the onset of oscillations takes a longer time.
These results, combined with the fact that the gyrotron is operated in short pulses, may explain in part the shape of the region where oscillations are observed in Fig. 4. Indeed, for $T_{\text{onset}}$ larger than 4 $\mu$s, the oscillations cannot appear during the flattop part of the pulse, and are therefore not observed. Conversely, operation in longer pulses could lead to an extension of the white region in Fig. 4, both to lower and higher voltages.

The study of the maximum amplitude at saturation ($A$ in Fig. 6) gives an estimate of the size of the trapped electron population contributing to the oscillations. For the beam parameters for which $A$ is found to be maximum, the current due to the 170-MHz component leads to a capacitive probe voltage of 0.15 V, and the total current to a capacitive probe voltage of 3.7 V. The ratio of these two values is a measure of the proportion of trapped electrons involved in the instability in the total population. With $0.15/3.7 \approx 4\%$, one concludes that the trapped electron population contributing to the observed LFO is of the order of a few percent of the total electron population.

IV. DISCUSSION

A. Frequency Dependence on Voltage

It is suggested in this section that the dependence of the oscillation frequency on the cathode voltage (Fig. 5) might be due to the particular characteristics of the electron beam produced by the MIT 1.5-MW gyrotron. Some of these characteristics are analyzed here, using the code EGUN.

For any cathode voltage, EGUN calculates the average parallel velocity of the electron beam, and the parallel velocity spread due to space charge and beam optics, at any position between the gun and the cavity. We have carried out EGUN simulations for five different voltages (50, 60, 70, 80, and 90 kV), for a compression ratio of 22.9 and a beam current of 32 A, as shown in Fig. 9. In this figure, the cathode is located at zero (0) mesh units and the cavity is at 520 mesh units.

The interesting features in Fig. 9 are seen in the mixing region, a zone corresponding to positions between 420 and 520 mesh units. There, one can observe that as the cathode voltage increases, the axial velocity spread also increases, approximately linearly with voltage. The dependence of the axial velocity on voltage is more complicated. At low voltages, the axial energy of the electron beam increases with increasing voltage. However, at intermediate voltages, one observes the saturation of this effect, with the axial velocity virtually independent of the cathode voltage. In addition, at high voltages, one even notices the opposite effect, i.e., a decrease of the velocity with increasing voltage.

In the frame of a single particle time of flight explanation, the phenomenon seen in Fig. 5 could then result from a tradeoff between the increase of the spread with increasing voltage and the saturation of the axial velocity as voltage is increased. For low voltages, the spread of the electron population increases as voltage increases, but so does the axial energy. Therefore, the electrons travel farther before being reflected, and the bounce frequency will decrease. For intermediate to high voltages, however, the axial energy of the electron population saturates and even decreases with increasing voltage, whereas the spread keeps increasing. The electron population will therefore be reflected farther and farther from the resonant cavity, hence the
saturation and the reincrease of the frequency with increasing voltage shown in Fig. 5.

A single particle theory of the transit time, which predicts the oscillation frequency, could be developed using the results of Fig. 9 after adding a correction for velocity spread due to surface roughness and work function variation. Our analysis shows that uncertainties in the magnitude of these corrections lead to significant uncertainty in the results, and we have therefore not pursued such a theory for quantitative comparison with experiment.

B. Excitation of Different LFO Modes

In our previous publication on LFOs observed in our 1.5-MW 110-GHz gyrotron, we reported LFOs in the 120- to 140-MHz range [11]. That gyrotron was set up in the axial configuration, with output power coming directly out of the gyrotron in a waveguide oriented along the axis of the magnetic field. In addition to the results at 120–140 MHz, we also had data showing LFOs with a frequency near 170 MHz. The characteristics of the LFOs around 170 MHz are exactly the same as the ones indicated in this paper, which reports results on the gyrotron in the internal mode converter configuration. The LFO results are the same both in the frequency domain and in the time domain. They were moreover observed in the same range of cathode voltages, 46 to 60 kV, and beam currents, 28 to 40 A. As in this paper, these oscillations were never observed in the vicinity of the point of high-power operation, at 96 kV and 40 A. Our results thus suggest that depending on the regime in which the gyrotron is operated and depending on the beam parameters, one or two LFO modes may be excited, in our case around 120–140 MHz and around 170 MHz. Recent theoretical work [16] seems to lead to the same conclusion. This fact will be investigated further in future work.

V. CONCLUSION

The obtained results show that LFOs do not appear in the regime of high-power operation in the 1.5-MW 110-GHz MIT gyrotron. However, the observation of these oscillations in a narrow region of parameter space, where no microwave production is found, and the measurement by a capacitive probe located in the vicinity of the cavity, has allowed the study of the characteristics of this parasitic phenomenon often seen in high average power gyrotrons. The trapped electron population contributing to the oscillation has been measured to be of the order of a few percent of the total electron population. The frequency of the oscillations is seen to depend on the beam parameters, such as the cathode voltage and the compression ratio. The time of onset of the LFOs is also found to depend on the cathode voltage, as well as the beam current. In particular, at higher voltages the oscillations are observed at a later time. This result suggests that the region of parameter space where the LFOs occur could be larger if the pulse duration of our experiment were not limited to 3 μs.

ACKNOWLEDGMENT

The authors would like to thank Prof. S. E. Tsimring for helpful discussions.

REFERENCES

Eunmi Choi received the Ph.D. degree in physics from Massachusetts Institute of Technology, Cambridge, in 2007. From 2007 to 2008, she was a Postdoctoral Research Associate with the Superconducting Accelerator and Electron Cooling Group, Collider Accelerator Department, Brookhaven National Laboratory. She is currently a Physicist with Schlumberger, Houston, TX.

Chad D. Marchewka received the B.S. degree in electrical engineering from the University of Wisconsin, Madison, in 2003, where his research focused on klystron and traveling wave tube (TWT) amplifiers, and the S.M. degree in electrical engineering from Massachusetts Institute of Technology (MIT), Cambridge, in 2006, where he conducted experiments on high-power gyrotron oscillators in the Plasma Science and Fusion Center.

His professional and research interests include traveling wave tube amplifiers, millimeter-wave helix vacuum power booster TWTs for microwave power modules, gyrotrons, and klystrons. He is currently with the L-3 Communications Electron Devices, Inc., San Carlos, CA, where he is responsible for the design, implementation, and production support of millimeter-wave TWTs.

Ivan Mastovsky has been a Research Specialist with Massachusetts Institute of Technology, Cambridge, for over 25 years. His research interests include free electron lasers, relativistic magnetrons, high-power microwave tubes, and accelerators.

Michael A. Shapiro (M’01) received the Ph.D. degree in radio physics from the University of Gorky, Gorky, Russia, in 1990. Since 1995, he has been with the Plasma Science and Fusion Center, Massachusetts Institute of Technology (MIT), Cambridge, where he is currently Head of the Gyrotron Research Group. His research interests include vacuum microwave electron devices, high-power gyrotrons, dynamic nuclear polarization spectroscopy, high-gradient linear accelerator structures, quasi-optical millimeter-wave components, and photonic bandgap structures.

Jagdishwar R. Sirigiri (S’98–M’02) received the B.Tech. degree in electronics and communication engineering from the Institute of Technology, Banaras Hindu University (BHU), Varanasi, India, in 1996 and the M.S. and Ph.D. degrees in electrical engineering and computer science from Massachusetts Institute of Technology (MIT), Cambridge, in 1999 and 2002, respectively.

From 1994 to 1996, he was associated with the Center of Research in Microwave Tubes, BHU, where his research areas included traveling wave tubes (TWTs) and gyro-TWTs. From 1996 to 1998, he was with Global R&D, Wipro Infotech, Ltd., Mumbai, India, where he worked in the multimedia research group. Since 2002, he has been a Postdoctoral Research Associate with the Plasma Science and Fusion Center, MIT. He is involved in the design and development of novel high-power gyrotrons and gyrotron amplifiers at millimeter-wave frequencies. His research interests include novel microwave sources and amplifiers in the millimeter and submillimeter regime such as the gyrotron, quasi-optical structures, and photonic band gap structures and their applications in microwave vacuum electronics.

Richard J. Temkin (M’87–SM’92–F’94) received the B.A. degree in physics from Harvard College, Cambridge, MA, and the Ph.D. degree in physics from Massachusetts Institute of Technology (MIT), Cambridge.

From 1971 to 1974, he was a Postdoctoral Research Fellow with the Division of Engineering and Applied Physics, Harvard University. Since 1974, he has been with MIT, first with the Francis Bitter National Magnet Laboratory and later with the Plasma Science and Fusion Center (PSFC) and the Department of Physics. He currently serves as a Senior Scientist with the Physics Department, as Associate Director of the PSFC, and Head of the Waves and Beams Division, PSFC. His research interests include novel vacuum electron devices such as the gyrotron and free electron laser; advanced high-gradient electron accelerators; quasi-optical waveguides and antennas at millimeter wavelengths; plasma heating; and electron spin resonance spectroscopy. He has been the author or coauthor of over 200 published journal articles and book chapters and has been the Editor of six books and conference proceedings.

Dr. Temkin is a Fellow of the American Physical Society and The Institute of Physics, London, U.K. He has been the recipient of the Kenneth J. Button Prize and Medal of The Institute of Physics, London and the Robert L. Woods Award of the Department of Defense for Excellence in Vacuum Electronics research.