**LuminAR: Portable robotic augmented reality interface design and prototype**

The MIT Faculty has made this article openly available. Please share how this access benefits you. Your story matters.

<table>
<thead>
<tr>
<th>Citation</th>
<th>Linder, Natan, and Pattie Maes. “LuminAR.” Adjunct proceedings of the 23rd ACM Symposium on User Interface Software and Technology (Oct. 2010), 395-396. ACM Press, 2010. Copyright is held by the author/owner(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>As Published</td>
<td><a href="http://dx.doi.org/10.1145/1866218.1866237">http://dx.doi.org/10.1145/1866218.1866237</a></td>
</tr>
<tr>
<td>Publisher</td>
<td>Association for Computing Machinery / SIGGRAPH / SIGSOFT</td>
</tr>
<tr>
<td>Version</td>
<td>Final published version</td>
</tr>
<tr>
<td>Accessed</td>
<td>Thu Dec 13 16:23:19 EST 2018</td>
</tr>
<tr>
<td>Citable Link</td>
<td><a href="http://hdl.handle.net/1721.1/66093">http://hdl.handle.net/1721.1/66093</a></td>
</tr>
<tr>
<td>Terms of Use</td>
<td>Article is made available in accordance with the publisher’s policy and may be subject to US copyright law. Please refer to the publisher’s site for terms of use.</td>
</tr>
<tr>
<td>Detailed Terms</td>
<td></td>
</tr>
</tbody>
</table>
ABSTRACT
In this paper we introduce LuminAR: a prototype for a new portable and compact projector-camera system designed to use the traditional incandescent bulb interface as a power source, and a robotic desk lamp that carries it, enabling it with dynamic motion capabilities. We are exploring how the LuminAR system embodied in a familiar form factor of a classic Angle Poise lamp may evolve into a new class of robotic, digital information devices.

Author Keywords: Augmented Reality, Gestural Interfaces, Multi-touch Interfaces, Robotic Lamp, Human Robot Interaction, Actuated UI

ACM Classification Keywords: H5.1 [Information interfaces and presentation]: Multimedia Information Systems - Artificial, augmented, and virtual realities.

General terms: Design, Human Factors,

INTRODUCTION
In recent years, Pico-projection, embedded mobile computing as well as wireless networking have taken huge leaps forward, empowering several novel Augmented Reality use cases. At the same time, robotic technology has reached a stage where it is ready to propagate into user interfaces. However, little research has been done to explore where robotics and AR meets, specifically for the design of novel user interfaces.

The LuminAR Bulb combines a Pico-projector, camera, and wireless computer. This self-contained system enables users with just-in-time projected information and a gestural user interface. Moreover, it can be screwed into standard light fixtures everywhere. The LuminAR Lamp is an articulated robotic arm, designed to interface with the LuminAR Bulb. Both LuminAR form factors (Bulb and Lamp) dynamically augment their environments with media and information, while seamlessly connecting with laptops, mobile phones, and other electronic devices. LuminAR transforms surfaces and objects into interactive spaces that blend digital media and information with the physical space.

The project radically rethink the design of traditional lighting objects, and explores how we can endow them with novel AR interfaces.
principles introduced in that work, and extends them further by introducing the truly portable and compact form factors of the LuminAR Arm and Bulb.

In addition, steerable interfaces require a general and dynamic geometric projection model that we have yet to address in our work. Previous results of Ashdown et al who proposed a Steerable Projector Calibration model [4] may be generalized and adapted for our work in the future.

More recent work has combined Pico-projectors and cameras in a lamp form factor. A prominent example is the DockLamp by Kaplan, et al [5].

Even though these examples demonstrate substantial, yet incremental, improvements in portable AR interfaces, unfortunately all of the systems described above are completely static once installed in a space. This fact limits the scope of interaction and augmentation experiences these systems can provide. The LuminAR Bulb and Lamp’s portability and robotic capabilities address such limitations directly.

ROBOTIC AUGMENTED INTERACTIONS

The robotic capabilities of the LuminAR system enable it with dynamic motion. As an interactive system it enables a user to direct the robotic arm and the bulb to cast information in different locations. Using robotic projector-camera systems can drastically increase the reach of the projection, in both horizontal and vertical axes.

Figure 2: New dynamic and articulated interactions are combined with touch interface

PROTOTYPE IMPLEMENTATION

The LuminAR System is comprised of two separate components that together form the full system:

LuminAR Bulb

The LuminAR Bulb is an evolution of the I/O Bulb into a robotic controlled version of the two-way information device described by Underkoffler[3]. The LuminAR Bulb adds a robotic control element to the classic projector-camera system. The Bulb is designed with its own set of actuated DOFs (Degrees of Freedom). The DOFs are used to support different linear and rotational motion paths that allow the Bulb to extend and dynamically change the projection parameters.

It is clear that the LuminAR Bulb’s robotic capabilities have several advantages, as the combinations of sensing and actuated DOFs enable the system to become a complete and controlled (and in the future, geometrically aware) projector-camera system. Since the LuminAR system is primarily an interactive information robot, the advantages above directly impact the user experience it can provide to augmented reality applications.

The LuminAR Bulb computer module includes wireless networking capabilities that enable it to connect to the web, other information devices and to other LuminAR Bulbs. In addition to the two-way interaction device functionality, the LuminAR Bulb can also function as a simple light fixture and a webcam.

LuminAR Lamp Robotic Arm

The LuminAR Lamp appears as a normal desk lamp, but it is an articulated and animatronic robot. It consists of a human-like robotic arm with 4 DOFs. The arm terminates in a lampshade with a standard Edison socket. Each DOF has a motor, positional and torque sensors, as well as motor control and power circuitry. This design enables the arm with force-controlled compliant motion capability.

The robotic arm design described above enables the LuminAR Lamp with a subtly expressive robotic interface. The combination of the animatronics capabilities of the arm and simple-composed robotic motions can generate an inviting user experience that encourages users to interact and anthropomorphize the LuminAR Lamp.

ACKNOWLEDGMENTS

We would like to thank Intel and Microvision for their support in-kind for the LuminAR project. We would also like to thank the undergrad researchers: Iliya Tsekov, Houston King, Gaia Carini, Toomas Sepp and Nicholas Dou for their contribution.

REFERENCES


