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Abstract

Quantum vacuum fluctuations impose strict limits on precision displacement measure-
ments, those of interferometric gravitational-wave detectors among them. Introducing
squeezed states into an interferometer's readout port can improve the sensitivity of
the instrument, leading to richer astrophysical observations. In recent years, this tech-
nique has been used to improve the sensitivity of the GEO600 [1011 and the Initial

LIGO detector at Hanford, WA [102]. Squeezed states could be employed in advanced
gravitational-wave detectors, such as Advanced LIGO, to further push the limits of

the observable gravitational wave universe. To maximize the benefit from squeezing,
environmentally induced disturbances such as back scattering and angular jitter need
to be mitigated. Also, optomechanical interactions dictate that the quadrature of

the squeezed vacuum state must rotate by 900 at around 50 Hz in order to achieve a
broadband sensitivity improvement for Advanced LIGO.

In this thesis we describe a series of experiments that lead to a ultra-high vac-
uum (UHV) compatible, low phase noise, and frequency-dependent squeezed vac-

uum source required for Advanced LIGO and future gravitational-wave detectors.
In order to develop the required technology, two proof-of-principal experiments were
conducted. In the first experiment, we built a UHV compatible squeezed vacuum
source and homodyne readout and operated them in UHV conditions. We also com-

missioned a control scheme that achieved a record low 1.30-7 mrad of phase noise.
This is a nearly tenfold improvement over previously reported measurements with

audio-band squeezed vacuum sources. In the second experiment we used a 2-m-long,
high-finesse optical resonator to produce frequency-dependent squeezed quadrature

rotation around 1.2kHz. This demonstration of audio-band frequency-dependent

squeezing uses technology and methods that are scalable to the required rotation

frequency for Advance LIGO, firmly establishing the viability of this technique for

application in current and future gravitational-wave detectors. We conclude with a

discussion of the implications of these results for squeezing enhancement in Advanced

LIGO and beyond.

Thesis Supervisor: Nergis Mavalvala
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Chapter 1

Quantum noise in Advanced LIGO

On September 14, 2015, the Advanced LIGO detectors ushered in the era of gravi-

tational wave astronomy with their coincident detection of a gravitational wave from

a binary black hole merger [291. This detection, which came roughly 100 years after

Einstein's original prediction of gravitational waves, represents the culmination of

over four decades of research on interferometric gravitational wave detectors. The

first detection is presented in Figure 1-1.

The current Advanced LIGO detectors feature an ultra-stable laser source, the

worlds best seismic isolation system, and high quality mechanical test mass suspen-

sions to reduce thermal noise. This low level of classical noise has allowed Advanced

LIGO to reach an unprecedented level of strain sensitivity. As shown in Figure 1-2,

the Advanced LIGO detectors will be limited by "quantum fluctuations" when they

reach design sensitivity [103].

Quantum vacuum fluctuations permeate the entirety of space. Ordinarily benign,

these jittering fields impose the strictest limit on the precision of microscopic mea-

surements. In particular, quantum noise limits the performance of interferometric

gravitational-wave detectors as they attempt to make observations of ripples in the

very fabric of space-time 18,34, 1031.

Just as the ground state of the quantum harmonic oscillator has non-zero en-

ergy and an associated uncertainty principle, so too does that of the electromagnetic

field. In the latter case, the ground state energy gives rise to so-called quantum vac-
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Mirror Coating Brownian

10- Mirror Coating Thermo-Optic
Mirror Substrate Brownian
Residual Gas

- Total noise

10--

1024-
101 102 103

Frequency [Hz]

Figure 1-2: Noise Budget for Advanced LIGO generated using the LIGO simulation
tool GWINC. The noise teris which are visible on the plot are quantum noise (pur-

ple), coating browilali thermal noise (red), gravity gradiant noise (green). suspension

therial noise (blue) and seisnie noise (brown). The black curve shows a combination

of all noise terms added in quadrature. At full design sensitivity, Advanced LIGO
will be limited by quantum noise throughout its detection band.

1.1 The quantum nature of light

Prior to deriving the quantum limit for Advanced LIGO, we must walk through some

of the backgrouid theory. In the following section, I describe the quantization of the

electromagnetic field and the resulting quantum noise associated with these fields. It

is assumed that this material is largely a review, so the results are presemted relatively

succinctly. The mainil purpose of going through this is to establish the conventions

which will be used in the rest of this thesis.

I will mostly try to adhere to the conventions used in [63] (which uses the so-called

2-Photon Forialism establishid in 1231) since this paper is the foundatioi on which

most other works oi quantum filter cavities aind quantum iloise iii Advanced LIGO

are based.



1.1.1 Quantization of the electromagnetic field

We begin by expressing the electric field in the following form:

E(t) = E()() + EH (t)(.)

where E((t) and E-(t) correspond to the positive and negative frequency compo-

nents of the electric field which are defined in terms of the following Fourier trans-

forms:

00

E(+) (t) = E(w)e-w -- (1.2)
1 27r

0
00

E" (t) = E(-w)ew d-- (1.3)

0

where w denotes the Fourier frequency in angular units and E(w) is the (complex)

Fourier component of E(t) at frequency w. Since E(t) is real, E()(t) = (E(+)(t))*

and E(-w) = E(w)*. In this thesis, we will always choose to re-express W in the

above equations in terms of a fixed carrier frequency w0 and sideband frequencies Q

by making the following change of variables: w = w0 + Q

00

E(+)(t) e-ot (E(Q)e-" + E(-Q)e+t) (1.4)27r
0

Here, and throughout this thesis, we will assume that E(Q) is only appreciable at

frequencies where Q < w0 . Therefore, I may formally extend the integrals from zero

to infinity for ease of notation. We may rewrite 1.1 as:

E(t) = e'O' (E()e-" + E(-4)e+it) d + h.c. (1.5)
27r

0

We can express the amplitude coefficients in Equation 1.5 in terms of quantum photon

annihilation operators by factoring out a term corresponding to the electric field
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spectral density per photon

E(t) = e--ot 2'rh(wo+ a+(Q)e-t+J ( -Ac aQe
0

27h(wo-Q)a(-Q)e+iQt) dQ + h. c. (1.6)
Ac 27r

where A is the cross-sectional area of the mode. For the remainder of this thesis, I

will always simplify expressions like this in the square root by neglecting the sideband

frequency (since Q < wo). For a more exact treatment containing all of these terms

see the standard treatment of 2-photon quantum optics in Reference [231. We then

arrive at the formula for the quantized field:

00

E(t) = e-wot V Ac j (a(Q)e-iQt + a(-Q)e+Qt) + h.c. (1.7)
0

This electric field operator is a Heisenberg picture operator which contains the full

time evolution of the system. However, we note that a(Q) is constant since we have

chosen to factor out its explicit time dependence (e--et). We may also compute our

field annihilation operators in the time domain via the following Fourier transform

relations:

00 00

a(t) = (a(Q)e-zm + a(-Q)e+t) = a (Q)eQt dQ (1.8)
27r 27r

0 -00
00

a(Q) = J a(t)eiftdt (1.9)
-00

Comparing Equation 1.8 with Equation 1.4, we see that we may express E((t) and

EV)(t) in Equation 1.1 in terms of a(t):

E(t) = /2w (a(t)ehwt + at(t)eiwot) (1.10)
Ac
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The time dependent annihilation and creation operators here are in the rotating frame

at the optical frequency wo. In free space, or an empty cavity without losses, a would

have no explicit time dependence. By allowing the annihilation and creation operators

to have time dependence we can take into account interactions, and describe noise on

the field.

Using the convention that at(t) = [a(t)] t (where t 'denotes taking the hermitian

conjugate) we may also use Equations 1.8 and 1.9 to derive the following relation

which will be useful in the next subsection:

[a(Q)]t = at(-Q) (1.11)

where the notation at(Q) corresponds to Fourier transform pair of at(t).

1.1.2 Quantized fields in the quadrature picture

When discussing uncertainty or noise associated with a quantized optical field, it is

often useful to express the field in the quadrature picture. We may rewrite Equa-

tion 1.10 as follows:

4-irhw0E(t) = [ai(t) cos(wot) + a2 (t) sin(wot)] (1.12)

where we have defined the following quadrature operators:

Amplitude Quadrature : a, (t) a(t) + at(t) (1.13)

Phase Quadrature: a2 (t) =a(t) - at(t) (1.14)

Using Equation 1.11, we may write the amplitude and phase quadrature operators in

the frequency domain as: 1

'The correct operators which actually correspond to the real and imaginary component of the
electric field at each sideband frequency aren't actually a, and a2 as defined. Instead, they are

a+ + a , similar for &2. A detailed argument about why this is necessary can
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Amplitude Quadrature: a,(Q) = - (1.15)

a+ - at
Phase Quadrature: a2 (Q) = + - (1.16)

iv/2

where I have introduced an alternate expression for the annihilation operators in the

frequency domain to simplify our notation:

a+ = a(Q), a_ = a(-Q) (1.17)

More generally, we may define an operator for an arbitrary quadrature as follows:

a(9, Q) = a1(Q) cos(9) + a2 (Q) sin(O) (1.18)

= a+e-o + at e) (1.19)

In terms of these operators, Equation 1.7 may be rewritten to express the Electric

field operator in terms of its in-phase (amplitude quadrature) and quadrature-phase

(phase quadrature) components:

00

E(t) = hwo [cos(wot) f (a1(Q)e~- + al()e 21rAc [ 12ir
0

00

+ sin(wot) J (a2 (Q)e-it + at(Q)e+iQt)--~] (1.20)2 27r
0

1.1.3 Commutation relations and uncertainty principle

We will now address how this quantum mechanical description of light gives rise to

quantum noise in the amplitude and phase quadratures. Fundamentally, this is due

be found in Section IV of ref 1231. Again, we sweep this detail under the rug for simplicity since
Q < WO
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to the fact that the two quadrature operators do not commute, as we will derive

presently. We start from the standard commutation relations for the photon creation

and annihilation operators [a, at] = 1. The commutation relation for the quadrature

operators is then [a,, a2} = i. This gives rise to the uncertainty principle:

1
aAa - I; 2i ai, a2]) 2 = 1/4 (1.21)

The consequences of this result are significant. It implies that an electromagnetic

field with zero mean amplitude will still have nonzero quadrature variances. Some

residual noise must remain in both quadratures in order to satisfy Equation 1.21 even

when the field is in its vacuum state. As we'll see, these vacuum fluctuations are what

give rise to quantum noise in gravitational wave detectors.

Fourier transforming the time domain commutation relations, we arrive at the

commutations for the annihilation and creation operators in the frequency domain.

Here, the factor of 21r arises due to the fact that these commutation relations are

expressed in angular frequency units.

[a+, a]+, = 27r6(Q - Q'), [a, at,] = 27r6(f - Q'), (1.22)

All other commutators consisting of combinations of a+, a-, a+ and a_ are equal to

zero. Inserting these relations into Equations 1.15 and 1.16 gives us the commutation

relations for the quadrature operators.

a, at = - [a2 , a,] = i27rJ(Q - Q') (1.23)

One can calculate the commutator between any arbitrary pair of orthogonal quadra-

tures, [a(G, Q), a(9 + 7r/2, f')t], by combining Equation 1.23 with Equation 1.18,

though I won't write this out in detail. Finally, we can use this expression to de-

rive the uncertainty relation for the variance of two orthogonal quadratures at a

particular sideband frequency. We use an uncertainty relation for two non-hermitian

operators which is painstakingly derived in an Appendix of [23]:
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2 1 1IAa(O, Q)1 2IAa(O + 7r/2, Q)12 ;> 1 ([a(0, Q), at (0 +7r/2, Q))1 2 = (1.24)

1.1.4 Vacuum and coherent states of light

We can use the results of the preceding sections to evaluate the quantum mechanical

properties of the most common states of light that one encounters in a laboratory:

coherent states. Coherent states are defined as eigenstates of the single mode annihi-

lation operator:

a la) = a 1a) (1.25)

I will summarize some of the standard properties of coherent states which can be

found in any good textbook on quantum optics. We can expand the coherent state

in the number state basis:

Ia) = e- a/2 E a In) (1.26)

The vacuum state is simply a coherent state for which a = 0. For coherent states,

both the mean (aI'hla) and variance (al(Ah)2Ia) of the number operator h = ata

are equal to Ia 12. Photon number measurements of coherent states obey Poissonian

measurement statistics:

P(n) = I (nja) 12 - e- (f) (1.27)
n!

Coherent states can be "created" by applying the displacement operator b(a) to the

vacuum state:

b(a) 10) = e(aataa) 10) = Ia) (1.28)

The displacement operator gets its name from the fact that it corresponds to displac-

ing the initial conditions of the harmonic oscillator in phase space from 0 -+ a = x+ip.
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Its action on the annihilation operator is given by b- 1(a)ab(a) = a + a. We are

particularly interested in the expectation values for the quadrature operator and its

variance. We calculate these using Equations 1.15 and 1.16:

(alai(Q)la) = Re[a] 6(Q) (1.29)

(aja2(Q) a) = Im[a] 6(Q) (1.30)

(ajjAai(Q)j 21a) 1/2 (1.31)

(aIIAa2(Q)121a) 1/2 (1.32)

From these relations, we see that the expectation value for the quadrature operators

is only non-zero at the carrier frequency (a "pure" coherent state as defined has

no classical noise or modulation sidebands). The value of a gives us the complex

amplitude of the phasor representing the carrier field. We also see that a coherent

state is a minimum uncertainty state with equal uncertainty in both the amplitude

and phase quadrature. One semi-classical interpretation of the quadrature variances

is that the sidebands on a coherent state are populated with half a photon of energy,

but that the phases of these sidebands are random and uncorrelated when measured

at different times.

1.1.5 Squeezed states of light

The vacuum state naturally present in all modes of the electromagnetic field possesses

equal uncertainty in each of its two quadratures. However, it is possible to redistribute

the uncertainty, in accordance with the Heisenberg Uncertainty Principle, to produce

a squeezed state, with reduced variance in one quadrature at the expense of increased

variance in the orthogonal quadrature. Common techniques used include paramet-

ric down-conversion [481, four-wave mixing [66, 85, 941, the Kerr effect [45, 791 and

nonlinearities in optomechanical systems [15,88,911. The most advanced sources are

currently optical parametric oscillators (OPOs) [28,109]. The bandwidth of these de-
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vices is 10 MHz, so that the redistribution of noise occurs essentially uniformly over

the range of frequencies of interest for gravitational wave detectors.

For pedagogical reasons, I will give a brief description of squeezed states and their

statistical properties, though a more detailed description of how squeezed light is

generated will be deferred until Chapter 2. An ideal squeezed state may be produced

by a system with the following Hamiltonian:

ihB
-i (a)2 - af2 (1.33)

2

where B is a constant which will be expressed in terms of physical parameters in the

next chapter. If we allow this Hamiltonian to act on the system for a time At, an

operator a evolves as follows:

a(At) = S(r)a(0)St(r) S(r) = e '(a.2at2
) (134)

where S(r) is known as the squeezing operator and r = BAt is the squeezing factor.

Applying this time evolution to the quadrature operators a1, 2 (t) yields:

a1(At) = a1er a2 (At)= a2 6r (1.35)

This gives rise to the following quadrature variances for the vacuum state:

(01Aa1(At) 210) = 2 (OIAa 2(At)210) = (1.36)
2 2

Comparing this to Equations 1.31 and 1.32 (with a = 0 for the vacuum state), we see

that the phase quadrature variance has been reduced below its nominal value by a

factor of er, while the amplitude quadrature has increased by a factor of er. We say

that the phase quadrature has been "squeezed" while the amplitude quadrature has

been "anti-squeezed". The resulting squeezed state is still a minimum uncertainty

state, but the noise has been redistributed between the two quadratures. We may

also act on 10) with S(r) to compute the squeezed vacuum state:
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S(r) 0) = 1(tanh(r)) 12n) (1.37)
cosh(r) _ 2nn!

Note that, despite the name "squeezed vacuum", this state has a nonzero probability

amplitude to have an even number of photons. The fact that the number of photons

created is always a multiple of 2 is significant. As we will learn in the next chapter,

a squeezed vacuum source which realizes this Hamiltonian always generates pairs of

correlated photons which give rise to squeezing.

Similarly, one can derive an expression for the squeezed coherent state wave-

function by acting on 1.37 with the displacement operator in Equation 1.28, though

we leave this exercise to the reader.

1.2 Quantum noise in gravitational wave detectors

After four decades of research, interferometric gravitational wave detectors have

achieved unprecedented levels of strain sensitivity. For the Advanced LIGO detec-

tors [103], all sources of classical noise have been brought near or below quantum

noise floor within the sensitivity band (10 Hz to 10 kHz). Shot noise dominates above

50 Hz, while quantum radiation pressure noise limits us at lower frequencies. It was

shown by Caves [21,22] that both of these quantum noise terms arise due to vacuum

fluctuations entering from the anti-symmetric port of the interferometer.

In the subsections that follow, we derive the quantum limit for Advanced LIGO.

This derivation will proceed in steps. We start by considering the simplest possible

topology: the Michelson interferometer. Its poor quantum noise performance will help

to motivate why Advanced LIGO requires a more complicated optical configuration

to achieve its design sensitivity. Subsequently, we add arm cavities and finally dual

recycling, to derive the quantum noise performance of Advanced LIGO.
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El(t) E1rt)
E2(t)

Eas(t) Eas,r(t)

Figure 1-3: Schematic of a Michelson interferonieter. A classical carrier field E,(t)
enters from the interferometer synmmctric port while a vacuum fluctuations repre-
sented by E0 ,(t) enter from the anti-syninietric port. The quantum noise level at
the readout is contained in the AC component of the field exiting the interferometer
E (t)

1.2.1 Example: Michelson interferometer

We begin with the M~lichelson interferoneter. The derivation will closely follow 132].

Figure 1-3 shows a schematic of the Michelson and all associated fields. We assume

that the distance between the beamsplitter and the two end mirrors is exactly an

integer number of wavelengths to simplify the notation. The main laser field enters

the Michelson from the synnitric port:

E (ft) = E cos(wot) + 6E, (t) (1.38)

Here, E = P87, where A is the mode area and P is the laser power. The first termHere, EO Ac

represents the classical field while the second term represents fluctuations of both

classical and quantun origin. For this derivation and those that follow, we will assume

that the Michelson is locked on a "dark fringe" so that the fluctuations interfere

destructively at the anti-symmetric port. The field incident from the anti-symmetric

port consists of vacuum fluctuations. Its electric field in terms of quadrature operators
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is given by Equation 1.20 which we rewrite below for clarity:

00

Ea(t) A c os(wot) ](aj(Q)e- t + at(Q)e+Qt) 2w
Asct 27r

0
00

+ sin(wot) Q (a2(t)e + e+'(t) (1.39)

0

After the beamsplitter, which we assume is 50% transmissive, the fields incident on

the two end mirrors are given by:

1
Ei(t) = -- [E (t) + Eas(t)] (1.40)

__1

E2(t) = -- [Es(t) - Eas(t)] (1.41)

Here we have ignored the propagation time woSt = woL/c since we've assumed that

it is an integer multiple of 27r and does not change the calculation. We are also

implicitly neglecting the frequency dispersion of the Michelson by ignoring the small

phase shift QL/c. This is valid since the Michelson is short enough for this phase

shift to remain small over the frequency band of interest. Any displacement of the

end mirrors, x1 (t) or x 2 (t), creates a phase shift on the reflected fields which we can

express as

Eir(t) = [Es(t - ) + Eas(t -2 )] (1.42)
Sc c

E2 ,r(t) = 1-[Es(t - ) - Eas(t - )] (1.43)
v/es C

Assuming that the mirror displacements are small, we make a few simple approxi-

mations. First, we rewrite the cosine term in E, using the identity cos(A - B) =

cos(A) cos(B) + sin(A) sin(B), Taylor series expand the terms depending on 2woxi/c,
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and keep only the zeroth and first order terms. We also neglect the impact of the mir-

ror on Es since these correspond to second order terms (sidebands on the sidebands).

We arrive at the following linearised expressions:

1 2wox1(t
[Eo cos(wot) - Eo sin(wot) (t) +t Eas(t)] (1.44)

E2 ,r(t) -[Eo cos(wot) - Eo sin(wot) 2wX 2(t) Eas (t)] (1.45)

Calculating the field exiting at the anti-symmetric port, we find that it is equal

to the field entering from that port with an additional term due to the differential

displacement of the two mirrors.

Eas,r(t) = Eas + Eo WO[X2(t) - X(t)] sin(wot) (1.46)

This differential displacement x1 (t) - x2 (t) can be broken into 3 terms:

x1(t) - x2 (t) = xcj1 (t) - Xcl, 2 (t) + J. 1 (t) - 6: 2 (t) + Lh(t) (1.47)

The first term corresponds to classical displacement noise (seismic, thermal, etc.), the

second term corresponds to displacement noise due to quantum radiation pressure,

and the final term corresponds to the strain induced by a passing gravitational wave.

For the remainder of this chapter, I will omit the classical term for simplicity. The

quantum radiation pressure noise term arises due to power fluctuations incident on the

mirror caused by the interference between the carrier field and the vacuum fluctuations

from the anti-symmetric port. For mirror 1, this is given by

A) (Es(t)Eas(t)) = /Pho] + .l-e(1.48)

0

where we have averaged over the fast (wo) terms, but not the slower sideband terms

in the integral. Fourier transforming the left hand side and equating terms under the
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integral gives

6P,(Q) = VPhwoa1  (1.49)

The motion of the mirror due to radiation pressure is then

26= x(Q) (Q) 2 vP (Q) (1.50)
c cMQ 2

Here x(Q) = 1/(M2 2 ) is the mechanical susceptibility of the test mass in the free

mass limit and M is the mass of the mirror. Carrying out this analysis for the second

mirror, derive the same force, but with the opposite sign due to the minus sign in

Equation 1.46. Finally, we plug Equation 1.50 into Equation 1.46 to calculate the

output field. Alternately one can express the outgoing field in terms of the outgoing

quadrature operators bi,2

0

4f . dQ]d
Ea()= cos(Wot) (b1(Q)e--" +bt(Q)e+"")__

00+ sin(wot) (b2(Q) e~"Q + bt (Q) e+'Q) d (1.51)

If we compare the above equation with Equationi.46 and equate terms, we can express

the outgoing quadrature operators as

bi(Q) = a1 (Q) (1.52)

Pw0b2(Q)= a2 (Q) - K(Q)ai(Q) - WO Lh(Q) (1.53)

where k(Q) is known as the radiation pressure coupling coefficient and is given by:

AZ(Q) 4Pwo
c2MQ 2  (1.54)
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In order to detect gravitational waves, it is clear that we must measure the b2

quadrature. When we take the variance of this quadrature, the a, term gives us shot

noise while the Kal is due to radiaion pressure noise. The strain amplitude spectral

density of the quantum noise in the b2 quadrature is

hQN(Q) 1K(Q) + K(Q)) hSQL (1.55)
2

where

4h
hSQL = Q2 L 2  (1.56)

is known as the "Free Mass Standard Quantum Limit", or SQL, for strain sensitivity.

The SQL is a direct result of the Heisenberg uncertainty principle. As we measure

the position of the mirror, the Heisenberg uncertainty principle (HUP) dictates that

there must be a corresponding increase in the uncertainty in the mirrors momentum

such that the overall uncertainty product still satisfies the HUP. This increase of

uncertainty is often referred to as quantum back-action. This back-action adds noise

to subsequent measurements of the mirror position. In Equation 1.55, the term

proportional to 1/K represents the initial uncertainty in the position and the term

proportional to K represents the measurement back-action. The overall sensitivity

is optimized when the two contributions are equal (ie when K = 1). For a given

operating power, this occurs at a measurement frequency given by

Mc 2

QSQL() Pw0  (1.57)

In practice, it is not practical to reach SQL limited sensitivity in the detection band

(10 Hz to 10 kHz) using a simple Michelson interferometer with gravitational wave

detector-sized optics (10s of kg). For realistic levels of input power, the sensitivity

of a Michelson is limited by a rather large level of shot noise. Resonant cavities are

typically used to build up enough power to achieve the necessary reduction in shot

noise required to measure gravitational waves. As we will see in the following sections,
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Advanced LIGO uses a variety of optical cavities to achieve the desired sensitivity.

1.2.2 Example: Fabry-Perot Michelson interferometer

For the treatment of the Michelson interferometer in the previous subsection, we

ignored the frequency dispersion of the interferometer by assuming that c/L >> Q over

the frequency band of interest. For the Fabry-Perot Michelson, we will be assuming

that the linewidth of the arm cavities are of order - 100 Hz, so we will no longer

ignore the frequency dependence of the interferometer. For such an instrument, it is

no longer convenient to propagate the entire fields E, (t) and Eas(t) since they contain

terms over a continuum of frequencies. Instead we will only propagate the quadrature

operators at a single sideband frequency in Equation 1.39 for Ea,. We neglect the

fluctuations on E, and only propagate the carrier term

4rrhw0E,(t) = Eo cos(wot) = cv2D cos(wot) (1.58)VAc
where D = is the carrier field amplitude in units of V/H. We will now derive

the input/output relations for the Fabry-Perot Michelson. This derivation is similar to

that in Appendix B of [63], though we will neglect optical losses in the interferometer.

The labelling convention for the fields is presented in Figure 1-4. At the input of each

arm cavity the DC components of the fields are given by D and the AC components

are given by

fr = a (1.59)

where j = 1, 2 and we have dropped the explicit frequency dependence of the quadra-

ture operators. We will continue using this shorthand notation for the remainder of

this section for simplicity. Here, we assume that the cavity is lossless, other than

the transmission of the input mirror, T. The derivation for the circulating fields is

identical to that in [951, but with an additional AC source term due to the motion of

the end mirror. The carrier field is just amplified by the standard resonance factor

2/v/T', becoming 2 The quadrature operators obey the following interface relations
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F7 ~ D, fy T,F

D, gy
D, fy D, gy

V2 D D fx

D, g* x

a b

2D2D
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V-I'
L +6X

Figure 1-4: Fabry-Perot Michelson interferorneter. Since the frequency dependence of
the arm cavities cannot be ignored, the fields entering and exiting the interferomieter at
the anti-syrminetric port have been written in terms of the field quadrature operators
in the frequency domain (a;j(Q) and bj(Q)). The DC amplitude of the classical carrier
field is represented by 12D. In the top right hand corner, the naming conventions
for the intra-cavity fields are shown in detail.

at the input mirror

Jj VT J + k, jg= -v - fi + VTk,

The condition at the end mirror. which we assume is a, perfect reflector, is given by

-iA, -c iL,/c + k .. I -j (1.61)

where k arises due to the motion of the end nirror and, in analogy withl.44, can

be expressed as

Ok = 0, (1.62)2 _D2,()

~ T c

By combining the front and back mirror junction conditions, we can solve for the

sideband aInplitude in the cavity
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. vT f + /NeGL/oky vij + jkg F vTf +k~~ = - f k (1.63)
1 - J'Re2iQL/c (2L/c)(-y - iQ) 7r (1 - iQ/-y)

Here, ' = = 21r(HWHM) is the cavity pole frequency in angular units and T is the

cavity Finesse. We've made the approximations vfeiOL/c ~1 in the numerator and

1 - N/1 - Tei 2 L/c~ 1 - (1 - T/2)(1 - i)2L/c) ~ (2L/c)(-y - iQ) in the denominator

(assuming T, QL/c < 1 and keeping only 1st order terms).

Lets take a minute to appreciate the consequences of Equation 1.63. The gravita-

tional wave signal (which is contained in 6k2 ) is now resonantly enhanced by the arm

cavities, but the interferometer now has finite bandwidth which is set by the cavity

pole frequency. For Q > 7, the sensitivity falls off as 1/Q.

The field at the output of the cavity is obtained by plugging Equation 1.61 and

Equation 1.63 into Equation 1.60 which gives

e 2iL/c _ v/R v/Te iQL/c 2i, F=fe + 6k-~/fc-e + 1 +- e1 3 6 kj (1.64)
9i 1 - VRe2iQL/c - _/ft e2iQL/c - 7 7r 17+ (/y)2

where 3 = arctan(Q/-y) and where we've applied similar approximations to those used

in Equationl.63. Finally, we arrive at the output fields

2,+ F T 6ky - 6kX
bj = 1/Vr2(g. - gX) = aT Je + - 2(1.65)

7- ,r +(/) V2

We now expand the second term by expressing it in terms of the displacement using

Equation 1.62.

6ky - 6kx I wo6 2 = 2 210 w0jx (1.66)
v/2 VhwOT c

As with the Michelson interferometer we can express 6x as the sum of a strain

and a radiation pressure term 6x(Q) = Lh(Q) + 6s(Q). The radiation pressure noise

for a single arm of this interferometer has a form analogous to 1.50, except with the

following substitutions
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Al -+ M/2, P -> 4P/T, a, -+ a1  i (1.67)
(2L/c)(-y - iQ)

These substitutions correspond to replacing the end mirror mass by the reduced

mass (both the input and end test masses experience a radiation pressure force) and

accounting for the resonant enhancement of both the carrier and sideband fields. At

the interferometer output, the radiation pressure noise term is then

4 2Phwoa1

r=Q2 L .y = 
iQ) A/2LhSQLale (1.68)

where we have redefined the radiation pressure coupling constant and the free mass

standard quantum limit as

8w0P 16 8h
8(G) =6 hSQL = V :8h(1.69)

)A c2Q2 T2 (1 + (Q/-y) 2)' Q M 2 L2

Note that the radiation pressure coupling coefficient scales with the power gain of

the cavity squared (4/T)2 . This is because both the incident fields which drive the

mirror motion and the resulting modulation sidebands are resonantly enhanced. The

following expression of K(Q) is also common and will prove useful in the following

section

IC(Q) = 8woPcie 2- (1.70)
mLc Q2(Q2 + -y 2 )

Where Pc,, - 2P/T is the power circulating in the arm cavities. The standard

quantum limit (K(Q) = 1) is achieved at a single frequency for a given level of input

power

QL P _ 2 1 + 4(Qc/-Y) 2 - 1 (1.71)

where we've defined the following characteristic frequency Qc =8 ' For input

powers such that -y >> c, we find that QSQL

Plugging these expressions back into Equation 1.65 we arrive at the final form for
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the output quadratures of a Fabry-Perot Michelson interferometer

bi = ale2i (1.72)

h
b2 = (a2 - ICa1)e 2i'3 + v' h e (1.73)

hSQL

1.2.3 Quantum noise in Advanced LIGO

Building on the previous section, we will now derive the quantum noise for Advanced

LIGO. Advanced LIGO also employs power and signal recycling [721 in order to fur-

ther enhance the quantum noise performance. Power recycling is achieved by adding

an additional mirror at the symmetric port which forms an impedance matched cavity

with the rest of the interferometer. This recirculates all optical power rather than di-

recting it back towards the laser until it is eventually dissipated in the interferometer

through losses. Power recycling effectively boosts the input power of the interferom-

eter, but otherwise leaves the interferometers quantum noise input/output relations

unchanged.

With Advanced LIGO, a type of signal recycling known as resonant sideband ex-

traction is utilized. An additional signal recycling mirror (SRM) at the anti-symmetric

output of the Michelson is used to effectively lower the arm cavity finesse for gravi-

tational wave signals and thereby maintain a broad detector frequency response. A

general discussion of the quantum noise performance of signal recycled interferome-

ters can be found in a series of papers by Buonanno and Chen [17-201 (I recommend

starting with [17] which is a synopsis of the other three papers). Here, we follow

the derivation in [18], but will make several simplifications along the way to restrict

ourselves the particular type of signal recycling used in Advanced LIGO.

The interferometer setup is shown in Fig. 1-5. As in the previous section, a and

b are the input and output fields at the anti-symmetric port of the Michelson. Since

the response of the rest of the instrument remains unchanged, their relation to one

another is still given by 1.72 and 1.73. Four additional fields have been added at
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a

isr

TS, RS

a rs * bsr

Figure 1-5: Dually recycled Fabrev-Perot Michelson interferometer (the topology

used for Advaiiced LIGO). This is identical to the Fabry-Perot Michelson shown in

Figure 1-4 with additional of signal and power recycling cavities. The relation between

the fields a, and b are identical to those derived in the previous section. The additonal

fields on both sides of the signal recycling mirror are also shown. The input and

output fields a', and b, are defined a distance Al from the signal recycliiig mirror so

that the output signal will still show up in the phase quadrature.

the interface created by the signal recycling mirror which has reflectivity R, and

transmission T,. As in the previous section, we will ignore other sources of loss. For

resonant sideband extraction, the length between the SRM and the beamsplitter is

chosen such that [woI/c]Ao(127,= 7/2. This gives rise to the following relations when

the fields are propagated across the signal recycling cavity length I

di = -be, d2 = b, cI= a2, c2 = -( 1  (1.74)

where we have ignored the frequeicy dispersion of the signal recycling cavity for the

sideband. The interface equations at the SIM are given by
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C= v/Tei + fRfdi, c2 = VTse2 + Rsd2, (1.75)

f = V/T dI + V/Rsei, f2 = VIT d2+ y fEe2 (1.76)

In order to be consistent with the notation used later in this thesis, we define the input

and output fields at a distance Al away from the SRM such that [WOAI/clmod 2 7r = 7r/2

so that the signal will appear in the phase quadrature as before

el = -a2,sr, e2 = a1,sr, bi,sr = f2, b2,,r fi (1.77)

By combining these relations with Equations 1.72 and 1.73, we can solve this system

of equations to derive the input/output relations for the whole interferometer. The

math is quite tedious and provides limited physical insight, so I will just quote the

result

b,Nr 1 F2  C1 C12  ai,s, D1 h= -- Ie2 I + /2,iT~e4 (178
b2,r M kC21 C22  a2,sr +D 2  hSQL (1.78)

where

M 1 + Rae 4i8 + 2 R e2i (1.79)

C1 = C2 2 =1+ Rs + 2 R cos(20) (1.80)

C 12  0, C21 = -T (1.81)

D = 0, D2 = 1 + R e2i (1.82)

These are the correct input/output expressions 2. However, at this point, one typically

2 One should note that when the signal recycling cavity is detuned, the resulting optical spring
gives rise to a parametric instability. This shows up in the more general form of Equationl.78 as
roots of the equation M(Q) = 0 which lie in the upper half complex plane. In this case, a re-
normalization of M is required. This is achieved by adding a suitable control system to counter
these optomechanical instabilities. This is discussed in detail in Reference 1191. This is but one
example of the interesting physics associated with detuned signal recycling cavities. However, there
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expands the resulting expression in powers of T, to express Equation 1.78 in a simpler

form. To avoid going through this in detail, I will substitute M with the following

magic value which converges to Equation 1.79 in the limit T, < 1.

M -+ (i + R, + 2 Ri cos(2/3)) e2i(3-f ) (1.83)

This substitution 3, along with the handy identity e 2 i = - , allows us to put 1.78-y-irn

into a form analogous to 1.72 and 1.73.

bi,sr = aj,sre 2i8, (1.84)

h
b2,sr = (a2,sr - Cs,,.ai,s)e2 i"r + V/2rs, h i3 (1.85)

hSQL

where we have defined

G 1 + 'V/ R5 T?sr= - 73 = K,,s(Q) = T8 (1.86)
r7s 1 S I- v/E 1 + Rs + 2 fR, cos(2#)

It can be shown 1201 that K, may also be expressed as

K (A) = 8WOPcirc 2 -yr (1.87)
( rmLc Q2 (Q2 + yS2 (

Note that this form is identical to that given in Equation 1.70 for a conventional

Fabry-Perot Michelson interferometer, except that the addition of a signal extraction

mirror effectively increases the linewidth of the arm cavities (though Pirc = 2P/T

still depends on the actual cavity linewidth). As always, the strain spectral density

of the quantum noise is given by

is currently no plan to operate Advanced LIGO with detuned signal recycling, so we will not delve
further into these details in this thesis.

3 Two key differences from the derivation in 1181 lead to the simplified form in 1.84 and 1.85.
These differences are given in Eqns. 1.83 and 1.77. This simplified expression is given in Equation
30 of Reference 1201. The derivation there is more rigorous but is, in my opinion, far more esoteric.
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hq(Q) = hSQL 1  + s (1.88)
V_ Ksr

We may also derive an expression for QSQL which is analogous to 1.71

Q2 , V1 + 4(Qc""/7y)2 _ 1
QSQL,sr(Pcirc) = 1 2  (1.89)

where Q2 - 1-=2 . As shown in Table 1.1, QSQL,sr < 7sr for Advanced LIGO.

In this limit, QSQL,sr ~ c,sr. In this limit one may also show that, for Q ~ SQL,Sr,)2QLs 2
C(Q) ~~ (jQL )' . As we will discuss in Chapter 3, these simplified expressions will

allow us to implement frequency-dependent squeezing for Advanced LIGO using a

single filter cavity.

1.2.4 Quantum noise convention for DC readout

Current gravitational wave detectors use a detection scheme known as DC readout [461

where a small differential detuning is introduced in the differential arm length degree-

of-freedom (known as DARM) so that the interferometer is no longer locked on a dark

fringe. This allows for a small amount of carrier light to exit the interferometer for

use as a local oscillator field. A schematic showing the input and output fields for DC

readout in Advanced LIGO is shown in Figure 1-6. We will represent the small DARM

detuning by opposing phase shifts on the two arms of e00 where () < 1. We

can write the new output fields bDc(Q) and DDC in terms of the un-detuned output b,

incoming fluctuations from the symmetric port d, and a classical carrier term entering

from the symmetric port with amplitude DLO-

eO + e~ -o ei - e-io
bDc,+= b+(Q) 2 + a+ 2 b+ (1-90)

DeC DO - = sin #oeiw/2DLO (1.91)
2

where o = #(Q = 0). Here, I neglect the fluctuations entering from the symmetric

port for simplicity and I've used the fact that i - e"/ 2 to show that the output carrier
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Detuning e'P

Detuning
e-i(

Symmetric
Port d+DLO

Anti-Symmetric
Port a DDc, bDc

OMC

Figure 1-6: Input and Output fields for DC readout. The interferometer differential

degree of freedoiu is detuned such that a fraction of DC carrier field at the input

(DL) shows up in the output field (D,.). An output mode cleaner (OMC) is used

to spatially the output field.

field has picked up a 9 0 1Qg phase shift. The signal from the photodiode is proportional

to

bDC.+DVc + Dncb> sin &< DLO(b+c -i"/2 + bLe/2) =DLO sin 30 b2 (1.92)

We see that this readout scheme still allows us to measure the signal quadrature b2.

However, because the portion of the carrier which doesn't cancel at the AS port has a

phase shift of 7r/2, the b 2 field now shows up as amplitude fluctuations on the output

carrier field. For this reason, when squeezing shot noise in an interferometer using

DC readout, one is technically squeezing the amplitude quadrature of the output field

even though the shot noise term in b is due to a2.

4Strictly speaking, our designation of a 2 as the "phase quadrature" of the field entering from

the AS port is physically meaningless when no carrier field is present. A squeezed vacuum state

on its own does not have a well defined phase and therefore does not have Well defied "in-phase"
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I have always found this to be a bit counter-intuitive, since this convention means

the radiation pressure noise gets worse when we squeeze the amplitude quadrature.

This mystery is resolved when one notes that the carrier field in the arms of the

interferometer does not have the r/2 phase shift acquired by the local oscillator field

at the output. With respect to the arm cavity field, the quadrature field a1 which

gives rise to radiation pressure noise still corresponds to vacuum fluctuations in the

amplitude quadrature as one would expect. Likewise, squeezing the shot noise still

corresponds to squeezing the phase quadrature of the field in the interferometer arms.

When we discuss frequency-dependent squeezed light later in this thesis, I will choose

to define my quadratures in terms of the carrier field circulating in the Michelson and

arm cavities rather than in terms of the output field. This is a bit unconventional

within the gravitational wave community, but I find it to be more intuitive.

With this reasoning in mind, I will now specify the following value for the mean

phase of the interferometer field at the antisymmetric port which will be used for the

remainder of this thesis:

Gifo = r/2 (1.93)

1.3 Reducing quantum noise in Advanced LIGO

Given available technology and the various classical noise sources shown in Figure 1-2,

one can choose an interferometer design to optimize the quantum noise performance

as much as possible. Advanced LIGO is now reaching the limits of this classical

optimization. At this point, the injection of squeezed vacuum into the interferometer

output port becomes desirable to achieve a further reduction in quantum noise

1.3.1 Classical optimization

From Equations 1.87 and 1.88, we see that radiation pressure noise scales inversely

with the test mirror mass and as the square root of the circulating power in the arm

quadrature.
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Table 1.1: Symbols and values for aLIGO

Parameter
Frequency of the carrier field
Arm cavity length
Signal recycling cavity length
Arm cavity half-width
Arm cavity input mirror power

transmissivity
Signal recycling mirror power
transmissivity
Bandwidth
SQL Frequency
Intra-cavity power
Mass of each of the test mass mirror

interferometer parameters.

Symbol Value
WO 2wx 282 THz
L 3995 m
isr 55 m

y 2r x 42 Hz

T 1.4%

TS

7Ysr
QSQL

Pcirc
m

35%

27 x 390 Hz
27 x 70 Hz

800 kW
40 kg

cavities. Shot noise decreases as 11/Pci,. The dominant source of classical noise below

100 Hz is thermal noise. With this in mind, one may do the following to optimise the

sensitivity of the interferometer:

" Use as large of mirror mass as possible to suppress radiation pressure noise.

" Increase the circulating power until radiation pressure noise is roughly equal to

thermal noise at low frequencies.

" Boost the circulating power using resonant arm cavities and power recycling.

" Use signal recycling to maintain a large detector bandwidth despite increasing

the finesse of the arm cavities.

The instrument parameters Advanced LIGO are given in table 1.1. Currently,

Advanced LIGO is using test masses within a factor of 2 of the largest which are

commercially available. At full power, Advanced LIGO is anticipated to have roughly

800 kW circulating in the arm cavities and radiation pressure noise will be roughly

equal to thermal noise below 50 Hz. However, reaching this level of circulating power

will present significant technical challenges.
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Figure 1-7: First demonstration of squeezing enhancement at GEO 600 1101] and
LIGO Hanford Observatory [102]. Figure adapted from Reference [67]

1.3.2 Quantum enhancement

In 1981 Caves proposed the injection of squeezed vacuum, in place of coherent fluc-

tuations, in order to reduce high-frequency shot noise in gravitational wave interfer-

oineters 122]. This idea came to fruition only in the current decade with success-

ful demonstrations at the GE0600 and LIGO Hanford detectors [101, 1021, proving

that squeezed-light injection could be performed without degrading the exquisite low-

frequency sensitivity of these instruments. The improved sensitivity of both detectors

is shown in Figure 1-7.

Today, squeezed vacuum sources offer squeezing magnitudes of more than 10 dB

(corresponding to approximately a 3-fold reduction in noise amplitude) and, critically,

maintain this performance down to 10 Hz 173, 991. Additionally, a squeezed vacuum

source is permanently installed at GE0600, enabling investigations of long-term ro-

bustness [521 and the evaluation of different control schemes [35].

Building on this foundation, it is possible to utilize this technique to mitigate
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quantum noise in current kilometer-scale gravitational wave interferometers such as

Advanced LIGO. However, as we will discuss in Chapter 3, a simple frequency-

independent squeezed vacuum source is not sufficient for the present generation of

detectors [42]. To realize broadband noise reduction one must rotate the squeezed

quadrature as a function of frequency in order to counter the rotation effected by the

optomechanical coupling between the interferometer's 40kg mirrors and the nearly

1 MW of circulating laser light [18]. The first demonstration of this frequency-

dependent squeezing technique at frequencies relevant to gravitational wave detectors

will be discussed extensively in Chapters 5 and 6.

1.4 Overview

For the remainder of this thesis, we detail how one can achieve a broadband reduc-

tion in quantum noise for Advanced LIGO using squeezed states of light. My thesis

work has focused on producing a suitable squeezed light source to meet the needs

of Advanced LIGO. In Chapter 2, we discuss some of the background theory con-

cerning the generation and use of squeezed vacuum states. In Chapter 3, I'll outline

the technical requirements for adding squeezing to Advanced LIGO and propose a

suitable design. This design features two new components not present in the GEO

and Initial LIGO squeezing demonstrations. First, we move a large portion into the

Advanced LIGO vacuum envelope to address some technical deficiencies of previous

designs. Secondly, we will use a technique known as frequency-dependent squeez-

ing to simultaneously reduce radiation pressure noise and shot noise. Chapter 4

discusses the in-vacuum squeezed light source and its improved performance. Chap-

ter 5 introduces our theoretical model for a realistic filter cavity which one could use

to produce frequency-dependent squeezing for Advanced LIGO. Chapter 6 discusses

our prototype frequency-dependent squeezed light source and the first demonstration

of frequency-dependent squeezing in the audio band. Finally, I'll conclude with a

discussion of the advanced LIGO squeezed light source design in Chapter 7, which

incorporates lessons learned from the prototype experiments.
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Chapter 2

Generating, measuring, and

controlling squeezed vacuum States

2.1 Introduction

We now turn to a discussion of how to generate the squeezed vacuum states required

to reduce quantum noise in Advanced LIGO. This chapter will work through the

theory behind generating squeezed vacuum via parametric downconversion. With

the addition of frequency-dependent squeezing for the Advanced LIGO, there is quite

a bit of additional theory that must be discussed in this thesis. I will choose to

present these new aspects in greater detail. The discussion on generating frequency

independent squeezing in this chapter will be a bit more succinct to compensate for

this. The reader who is looking for additional detail on the derivations is referred to

previous theses on this topic [36,501.

2.2 Second order nonlinear processes

There are numerous methods for generating squeezed states of light. In this thesis, we

will limit the focus to generating squeezed vacuum via parametric down-conversion

using a nonlinear crystal with a strong second order nonlinearity x (2). This is by

far the most technologically mature method of squeezed light generation and is the
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preferred means of producing squeezed vacuum in the GW band. Driving nonlinear

materials induces the following time varying polarization

(1= ' + X(2)26+ ...) . (2.1)

In the classical picture, this produces an oscillating dipole which will re-radiate. Due

to the quadratic dependence on E, the resulting field can depend on an incident

field with components at multiple frequencies. Here, we will denote the field at the

fundamental (interferometer input laser) frequency by wo (which is associated with

an annihilation operator a) and the second harmonic frequency by 2wo (annihilation

operator b). To generate squeezed vacuum, we will utilize two nonlinear processes

that rely on X). We use second harmonic generation to convert two photons at

the fundamental frequency into a single photon at the second harmonic frequency.

This field is then used to pump an optical parametric oscillator (OPO) cavity, where

second harmonic photons are converted into two correlated squeezed vacuum photons

at the fundamental frequency.

2.3 Ideal squeezed vacuum source

When optical losses are ignored, a degenerate OPO cavity is described by the following

Hamiltonian

H., = hwoata + 2hwobtb + ih (cat2 b - e*a2 bt) (2.2)

Here E is a nonlinear coupling parameter that is purely real when the cavity is properly

phase matched (a concept which will be defined shortly). Along with the free field

terms, there is an interaction term which corresponds to nonlinear processes where

photons are created or destroyed two at a time. In this thesis we will always assume

'Strictly speaking the OPO cavity does not create two photons at the same frequency but rather
a pair at sideband frequencies of wo Q. We will suppress this detail for now since this distinction
will not be critical until the next section. For a rigorous treatment that includes all frequency
dependencies see Chapter 2 of Reference 1501
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that the pump field has a large and constant DC amplitude, which we will represent

by substituting b -* 13&OB. Also, for now we assume that we have perfect phase

matching so that E is purely real. We may then make the following simplification to

the Hamiltonian:

Ha = hwoata + i (/3ei(OB+2wOt)at2 - !e-i(OB+2wot)a2) (2.3)
2

Moving into the interaction picture, where we remove the free field term and rewrite

a -> eiwota, we get the following time evolution operator:

Se-iHi,,t/h exp ( 3e Btat2 _ta 2  (2.4)
2

We see that U(t) is just the squeezing operator given in Equation 1.34 where r = Et

is the squeezing factor expressed in terms of the system parameters. Therefore, this

lossless OPO will generate the squeezed states described in Section 1.3.5.

2.4 Equations of motion for a realistic OPO

The description of the lossless OPO given in the previous section leads to a tidy

equation of motion. However, any description of a real OPO cavity must account

for the effects of damping due to optical loss. Even if we assume that the process

of generating squeezing is completely lossless, we at least need one of the mirrors to

have finite transmission to get the squeezing out of the cavity!

There are several popular formalisms for dealing with damping in quantum sys-

tems. The most widely used formalism in the squeezed light community is Heisenberg-

Langevin approach developed by Collet and Gardiner [31, 49J. We now derive the

equations of motion for an OPO cavity. We will make some simplifying assumptions

along the way, but keep the derivation general enough to allow us to use these ex-

pressions in Appendix A to describe the performance of the OPO in the presence of

length, frequency, and temperature fluctuations. The derivation follows that given

in [36].
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Figure 2-1: Model of an OPO cavity with loss. The input coupler (denoted by

subscript f) and rear (subscript CLF) coupler are shown along with their incident

and reflected fields and their loss rates due to transmission. Thie intra-cavity losses

are represented by a third mirror (subscript 1) whose effective transmission accounts

for these losses. In this iiodel, the fourth mirror and the nonlinear crystal are assuImed

to be lossless. The mirror loss rates 7 are given for both the fundamental (subscript

r) and second harmonic (subscript g) frequencies.

2.4.1 The Hamiltonian with losses

The total Hamiltonian for the OPO cavity depicted in Figure 2-1 is given by:

11 H ~ ba+thj + (2.5)

The sum in Equation 2.5 is taken over all of the mirrors in the cavity. The

two flat mirrors represent the input coupler (whose transmission at the fundamental

wavelength will be denoted by Tf,) and the rear mirror (Tcq 'n.) whose naming coil-

vention will become apparent when we introduce the control scheme for the squeezed

light source later on. The two curved mirrors are two high-reflectivity (HR.) mirrors,

though one will have an effective transmission that is equal to the intra-cavity losses

(T7). IV is the Hamiltonian for all external modes which couple into the cavity

through iirror j

- / hwoA>(Q)Aj(Q) + 2hwoB (Q)BJ(Q)dQ (2.6)

where A, and B, represent the fields associated with mirror j an( are given it units
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of V/photons/Hz at the fundamental and second harmonic frequencies respectively.

Hj,, is given by

iI1h =2 in[ Aj(Q)ta(Q) - at(Q)Aj(Q)] + 2,[B(Q)tb(Q) - bt(Q)Bj(Q)]dQ

-00

(2.7)

where g (1 - /Rrj)/T is the field decay rate due to the transmission of mirror

j at the fundamental frequency (likewise for 'yj) and T= L/c is the cavity round

trip time. At this time I will also introduce the total cavity loss rates 7yt' = ,

which correspond to the cavity HWHM frequencies in angular frequency units for the

fundamental and pump fields, respectively.

2.4.2 The equations of motion

Using the Hamiltonian presented in the previous section, we may compute the Heisen-

berg equations of motion for the field operators

.0(t) = - (l'o + zWr) a(t) + Eat(t)b(t) + F Ain,j ( (2.8)

(t2 + 29

b(t) = - (74"t + iw9) b(t) - -a(t) + B (2.9)

where we've introduced the cavity resonance frequencies W, which may differ slightly

from the fundamental and pump frequencies. We then transform into the rotating

frame and rewrite the above expressions in terms of the detuning from resonance

(Ar = WO - Wr and A, = 2wo - wg).
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,(t) = - (yo - iA,) a(t) + Eat(t)b(t) + F A j, j(t) (2.10)

b(t) - - iA9 ) b(t) - a(t)2 + B2B, 3(t) (2.11)

From the Hamiltonian one may also derive the following boundary conditions at each

mirror known as the input/output relations {311

2'da(t) = Aj,t(t) + Aj,in(t) (2.12)

with similar equations for the second harmonic fields. At this point, it is useful to

express all of the relevant fields in terms of some constant coherent amplitude plus a

fluctuation term which can be either quantum or classical in origin

a(t) = +6a(t), b(t) = b+6b(t), Aj(t) =Aj+6Aj(t), Bj(t) = B +JBj(t) (2.13)

Any field at the fundamental frequency with a nonzero DC component is typically

referred to as a seed field. Here, we assume that all fields at the fundamental frequency

have no DC amplitude a = Aj = 0 and that their fluctuating terms are purely

quantum mechanical in origin. 2 This is always the case when generating squeezed

vacuum, which is required for the application since a seed field can add technical

noise in the GW band which can degrade the squeezing [711. We also assume that

the pump field is large and constant (6b(t) = 0), allowing us to set the left hand side

of Equation 2.11 equal to zero. These assumptions also allow us to neglect terms

like a(t)2 and 6B(t). These assumptions are known as the parametric approximation

or the un-depleted pump approximation. We can then solve Equation 2.11 for the

circulating pump power.

2As we shall discuss in Chapter 4, ACLFin(t) can have a nonzero DC amplitude and classical
noise terms. This gives rise to additional noise couplings which can degrade the squeezing at low
measurement frequencies if the seed field is large enough
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-y Binjf
b = .lo (2.14)

For the remainder of this section, we will express Equation 2.14 as:

,Bei9B
b - IA 9/ot (2.15)

We now Fourier transform Equation 2.10 and its complex conjugate to express the

cavity equations in the sideband picture

iQa(Q) = -y,"M' a(Q) + /276Ajj,(Q)

+ 2'4Af,in(Q) + V/2C LFACLFi,(Q) (2.16)

where the matrix for a is given by

6a(Q) = (2.17)

k6at

with similar expressions for the incident field matrices. Here, we are using the side-

band field naming convention introduced in Equation 1.17 as well as the convention

for the Fourier transform [a(t)]t -+ at. The matrix M is given by

-1 + i A- -3e'Blvi ~ (ot tg~Iot\

M = g" -Y"9-i ghi"* (2.18)
*oe-'B _ 1 - jA,

"'ot(1 + h ot) 71" tot

The non-zero off diagonal elements create correlations between the upper and lower

sideband operators and are responsible for generating squeezing. Using Equation 2.16

we can solve for the intra cavity field
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Ja(Q) = (iAI - -ytotM) [ 27S A,,in (Q) + V2-, LFEACLFin

+ 2'-yJAf,in(Q)] (2.19)

and plug this expression into the input/output relation given in Equation 2.12 to

solve for the exiting field

6Af,ot(Q) = 4a(Q) - 3Afin(G)

- (2-y!(iQI - )/tOtM)-l - I) 6Af,i(Q)
(2.20)

+ 2 Fy~l (iQI - totM) 6A,in (Q)

+ 2 fLF-f (iQ1 - ttM)- 1 EACLFi,,()

2.4.3 Output quadrature fields and their variance

At last, we arrive at the equations for the output field in the quadrature picture:

JXfout(Q) = (2-yf(iI - -y)totMF-)- - I) 6Xf (Q)

+ 2 yfCLF(il- _yotmF-1)-16XCLF (2.21)

+ 2 -yf-(iQI - yf"tFMF-)-l6X'n()

where

(5X 1(A) N f_ (A 1(A)'\ 1( i 1 SA+ (2.22)
IXG I 2Vs = 6A(G2)= (.2

6X2(Q) / 6A 2(rn) -i i / At

is the vector of quadrature operators. Here I've scaled the quadrature operators

defined in Equations 1.15 and 1.16 so that the quadrature variances for the unsqueezed

field will equal 1'. I have also introduced the matrix r that converts the operators

3For some reason, all of the papers on filter cavities and quantum noise with gravitational wave
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from the sideband (1-photon) picture to the quadrature (2-photon) picture.

Before expanding out Equation 2.21 and taking the variance, we make a few

substitutions and simplifications. First of all we assume that both the fundamental

field and pump field are undetuned (A, = Ag = 0) and that the sideband frequencies

of interest are small compared to the linewidth (Q/ytO << 1)4. Furthermore we will

assume that the cavity is perfectly phase matched such that E is real, we then get a

simplified form for M

M =xeiB (2.23)
xe-iOB -

where we have defined the parameter x = which is known as the normalized

nonlinear interaction strength. This is the ratio of the rate at which photons at the

fundamental frequency are being generated by the nonlinear process to the rate at

which photons leave the cavity due to transmission or loss. If this ratio exceeds 1, a

condition known as threshold, then we will build up a coherent amplitude amplitude.

The input pump power at which x = 1 is achieved is known as the threshold power,

and x may also be expressed as x = P We always operate the OPO below

threshold.

Using these simplifications and the fact that the cross spectral density between

any two different field operators is zero (ic (016X16XMO0) = 6nm 6ij), the output

quadrature variances are given by [50]

detectors use the normalization given in Chapter 1 which gives quadrature variances of 1/2. Papers
on squeezing tend to normalize the quadrature operators as done in Equation 2.22. To get around
this, I introduce a new set of operators, X, with V2 rescaling which I use for the remainder of the
chapter

4 This typically isn't the case when generating squeezing at RF sideband frequencies, but usually
holds when discussing squeezing in the GW band
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2 ,74 1 -x cOs(OB) 2
V1, A = ro X2 V (Q) +[

2

2 LF 1-x cos Bl 2 LF(

+ to t B

[2'yf 1- x cos(OB)
ytot 1 - x 2

112

2 'Yf'4x sin(OB)
tot 1-x 2

[
V7y2 x sin(OB) 2

10 ) Iyt -X 2

V 2 +4. 1 + X COS(B) 2
2(G) X2

+12 '-ff yF1 +X COS (OB)
Ytot 1- 2 J

[2-y! 1 + x cOs(OB)
,tot 1 - x 2

r 2
2 X Sin (OB). V,22( ) + -rt I X2 I

2

V2CLF(A

[2 7!-CLF xGs)] 2

7tot I- 2 vCLFA

- 2

+ x sin(B)
V~~~f A + 7t X2

(2.25)

where we have defined V = (O|6X"inI210) as the variance of the appropriate input

field quadrature operator. Since we have assumed that all incident fields consist of

vacuum fluctuations only, we may set all Vii = 1.

expressions greatly

This allows us to simplify the

Vot( , B) =
V()
V2(Q)J

(2.26)
Cs2(Ob/2) sin2 (Ob/2) V_ (Q)

sin2 (Ob/2) Cs 2 (Ob/2) V+(Q)

1X
(1 + x)2

V+(Q) =1 + 4r7esc ) 32

(2.27)

(2.28)
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2 Cfy7LF x sin(OB)

-toX V2CLF(A

(2.24)
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are the squeezed and anti-squeezed quadrature variance and 1eq ,= is known as the

escape efficiency. With this convention, amplitude quadrature squeezing corresponds

to OB/2 = 0 and phase quadrature squeezing corresponds to 6 B/2 = 7r/2. We see

that we get the maximum amount of squeezing when the cavity losses are completely

dominated by those of the input coupler yf.

2.4.4 The role of interference and the myth of "perfect squeez-

ing"

Within the LIGO community, there seems to be some confusion concerning the con-

cept of the escape efficiency. I've often heard people say that the intra-cavity field

contains "perfect squeezing" (i.e. V_ -+ 0 as x --+ 1) and that the escape efficiency

77ese indicates the fraction of this perfect state that we're able to extract and use. This

view is incorrect and a detailed explanation will provide us with some insight.

Let's begin by examining the quadrature variance of the intra-cavity field. By

carrying out an analysis similar to that done for the output field in the previous

section, one will arrive at the following equation for the quadrature variance.

1+x2-2X cos(OB)

VC,1I(Q) _ 2 (1_X)(1+X) (2.29)
_,ot 1+x 2 +2x cos( OB)

,2 (1-X) 2
(1+X)

2

The level of squeezing is given by

V1,c(x, B 0) _ 1 (230)
V1,c(0, OB= 0) (1 + x) 2

implying that the maximum level of squeezing which we can attain (x = 1) is -3 dB

or a 50% reduction in the variance compared to an unsqueezed state [931. What is

going on here? Recall the physical significance of x: it is the ratio of the rate at

which squeezed photons are generated to the rate at which light leaves the cavity and

is replaced by ordinary vacuum. As we approach threshold (x -+ 1) these two rates

become equal. It makes sense that the field is only half squeezed in this limit.

Since levels of squeezing up to -12.7 dB have been measured [401, clearly the naive
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picture that we're extracting a "perfect squeezed state" from the OPO cavity isn't

valid. How, then, does one obtain levels of squeezing greater than -3 dB? The answer

is that the field leaving the OPO cavity interferes destructively with the promptly

reflected vacuum field allowing for higher levels of squeezing. We can see this by

examining the fifth term in Equation 2.24 which we rewrite below

V(Q) = ... + [ 1 - X V () + ... (2.31)

The second term in the bracketed expression corresponds to the promptly reflected

field. If we assume that yesc = 1, all other terms in Equation 2.24 are zero and

- f= -y". For amplitude quadrature squeezing (OB= 0), we see that V - 0 as

x -+ 1 meaning that we get complete destructive interference at the output of the

OPO cavity.

The fact that (016X 6X j10) = 6nm Jij implies that the vacuum fields entering

the OPO from other open ports are incoherent with the promptly reflected field at

the output and will not exhibit the same interference. Even though these fields are

squeezed by the OPO, they are still a source of decoherence since they do not interfere

coherently with the reflected field at the output. Consequently, when y... < 1 an

infinitely squeezed state at the output is no longer possible.

2.5 Detection of squeezed vacuum states

Squeezed vacuum states offer us a means of enhancing the sensitivity of Advanced

LIGO and other precision instruments. However, they are difficult to work with

in practice since their carefully created quantum correlations are quite fragile. In

the subsections that follow, we introduce the problem of measuring squeezed states.

We begin by discussing how optical loss affects the level of measured squeezing.

Then we discuss the detection schemes used to measure squeezing with a stand-

alone squeezed vacuum source (balanced homodyne detection) and to measure the

output of a squeezed light enhanced GW detector (self-homodyne detection or DC

readout). In this section, I will drop the explicit time or frequency dependence of the
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6V

6ai, 6aout

Figure 2-2: eansplitter model of loss. A propagation efficiency of iq can be modelled

as a beamsplitter with power reflcTtivity (1 -rj) such that Jamt = i/bj5a,, + /1 - ijSv

where 6v represents musqueezed vacuum fluctuations.

field operators and variances. The equations derived here hold for either the time or

frequency domain.

2.5.1 Optical loss

Optical loss is the dominant source of decolierence ini most squeezing experiments.

Any level of loss L can be modeled as a beamsplitter with power reflectivity /loss = 1-

L. This is depicted in Fig. 2-2. From the other port in the beanisplitter, unsqueezed

vacuum fluctuations enter to replace the lost portion of the squeezed field. The ou t put

field is given by

V'i0 5 a.,+ V / 0 5 V(2.32

We may then calculate the resulting variance

V.,t =111ossV n + (1 - i/loss ) V.. (2.33)

V11 1, o/ms (2.34)
(1 -Fp

In general, there will be multiple sources of loss during propagation and detection

of the squeezed field.- The total loss will be the product of the various r/105, t(rns.
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Figure 2-3: Balanced homodyne readout.

2.5.2 Balanced homodyne detection

Ilow does o11 determine if a state is squeezed? A photodetector measures fluctuations

in intensity rather than fluctuations in the quadrature fields. However, by interfering

the squeezed field with a bright reference field of fixed phase, known as a local oscil-

lator, we can convert the quadrature signals into intensity modulation which we can

then measure. We will now examine the most popular method for measuring squeezed

states: Balanced homodyne detection. A schematic of this is shown in Fig. 2-3. the

squeezed field (a) and the local oscillator (b) are incident on a 50/50 beamsplitter.

The detected fields are then given by:

0) (i )(2.35)d) v"- 1 -1 ) b)

The detected photocurrents are given by:

I (af a + bYa + bat + btb) (2.36)

I(/ = (afa - bYa - bat + btb) (2.37)

Subtracting the two photocurrents gives

liff (b ta + atb) (2.38)
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We will linearize the field operators as done when deriving the OPO equations of

motion (a -+ a + 6a, b -+ b + 6b). Furthermore, we will assume that a = 0 since we are

measuring squeezed vacuum and that b has a variable phase 0 OL relative to a such

that b -+ (b + 6b) ei'Lo. We will also drop all second order terms (terms proportional

to 6aob, 6a2 , b2 ). The difference current is then given by

Idiff b (6aeOo + &aeiLO) = b (JX1 cos 9 LO + 6X2 sin OLO) (2.39)

Notice how the above expression does not depend at all on b. This is because the only

term in Equations 2.36 and 2.37 which are first order in b is btb which cancels out

when we subtract the two signals. This feature is critical when measuring squeezing

in the GW band, since otherwise the signal will be dominated by classical noise on

the local oscillator field (Mb terms). Unbalanced homodyne detection requires that

the local oscillator field be intensity stabilized such that it is shot noise limited in the

band where we are measuring squeezing. Finally, we normalize Equation 2.39 by the

local oscillator strength and compute the variance of the measured field

VMeas = V1 cos2(LO) + 2 sin2 (OLO) V(OLO) (2.40)

We see that we may measure the variance of any quadrature operator simply by

selecting the correct local oscillator phase. From the results of the previous section

the squeezed quadrature (which I express as 6XsQz) is rotated from the amplitude

quadrature by OB/ 2 . So we may also express the measured quadrature as

cos(B csn(OB/2) 6 XsNTI

6Xmeas = Cos(OLO) sin(OLO) C05(OB/2) Sin(OB/2) 6XSQZ (2.41)
- sin(OB/2) COS(OB/ 2) X ANT I

whose variance is given by

Vrneas = cos 2 (OLO - OB/2)V- + sin2 (OLO - OB/2)V+ (2.42)
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For the remainder of this thesis, I refer to 0 LO - OB/2 = OsQz as the squeezing

angle. In a real experiment, OsQz will fluctuate over time unless this degree of freedom

is actively controlled. We will introduce a suitable control scheme in Section 2.7.

2.5.3 DC readout

Advanced LIGO uses an alternate technique known as self-homodyne detection. A

small offset is added to the differential length degree of freedom such that a small

amount of the interferometer carrier field exits at the dark port along with the injected

squeezed field. The total field [beioifo + 5b] produces a photocurrent

IDC = 62 + b (6beOif" + bteioifo) = 62 + b6X (Of0 ) (2.43)

Due to the intensity stabilization of the interferometer laser and common mode re-

jection of the Michelson interferometer, we may ignore the classical fluctuations and

assume that 6b is purely quantum mechanical and due to the squeezed field entering

from the anti-symmetric port. Proceeding as we did in the previous section, we get a

normalized quadrature variance that is identical to Equation 2.42, with 0 OL -+ ifo.

Using the phase convention described in Section 1.2.4, Oif, = 7r/2 and we would

like to squeeze the amplitude quadrature (OsQz = 0) at the interferometer readout.

Therefore, we must operate the squeezer with the pump phase set to 0 B = 7r/2 in

order to observe squeezed shot noise at the readout.

2.5.4 Detection Losses

The readout adds two additional sources of loss which will further reduce the level

of measured squeezing. The first is mode mismatch between the squeezed and local

oscillator fields. Its impact can be expressed in terms of the fringe visibility Vis

as 1161

T7HD = nax rnin = (Vis) 2  (2.44)
Pmax +mPin
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Quadrature Fluctuations (mrad)

0 80 90 100

Figure 2-4: Maximum level of "effective" squeezing measurable in an optical system

in the presence of optical losses and squeezed quadrature fluctuations, obtained by

optimizing the amount of input squeezing [371. Squeezing levels relative to shot noise

are expressed in decibels.

Additionally, the photodiodes do not convert all incident photons into photocur-

rent. The quantum efficiency of the photodiodes 71 PD is the fraction of the total

energy conversion from photons to electrons and is defined by [50]

hc I
?1PD = -Ae P

(2.45)

where I is the photocurrent, e is the electron charge, and P is the incident laser power.

2.6 Phase noise

In addition to optical loss, relative fluctuations between the squeezed and measured

quadrature angles further reduce the level of measured squeezing. If the period (T) of

these fluctuations is much longer than the measurement time ( they will cause
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the level of squeezing to drift between measurements unless the measured quadrature

angle is corrected. When fluctuations with -r Tmes are present, the measured spec-

trum will be an average over a range of quadratures rather than the squeezed quadra-

ture alone, resulting in a reduction in the maximum level of measurable squeezing.

These fast fluctuations are commonly referred to as phase noise (or squeezed quadra-

ture fluctuations) and are the primary focus of this section. The RMS level of phase

noise 6RMS is then given by

1/2

RMS = So()dQ (2.46)

1/Tmeas

where So is the power spectral density of phase noise. Lets assume that the mean

squeezing angle is 0sz and there are gaussian fluctuations about this mean with

standard deviation 6 rms. These fluctuations impact the variance as follows [5,36,114

0- 2

Vtot( 9 sqz, wrms) = ~rmj/7r dxe-x2 /2rm' (V+ sin2 (sqz + x) + V- cos2 (Osqz + x))

-00

V(Osqz) Coss Nrrs +V(Osqz + 7r/2) sinr s

(2.47)

which is valid assuming that 6rms << 1.

Setting 0sqz = 0 so that the mean quadrature is the squeezed quadrature, we see

that the effect of phase noise is to contaminate the squeezed quadrature variance with

with a projection from the orthogonal (anti-squeezed) quadrature. In fact, the more

squeezed the state, the greater the contribution from the anti-squeezed quadrature as

the quadrature angle fluctuates about its optimal mean value.

2.6.1 Optimizing the level of squeezing with phase noise

Since phase noise projects some of the anti-squeezed quadrature into the measure-

ment, it is no longer true that increasing x necessarily leads to a higher level of
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measured squeezing. As x gets larger, so does the level of antisqucezing. By setting

0sqz =0 in Equation 2.47 and differentiating with respect to x we obtain

dV 4/tot ((1 +6x 2 + x4 ) cos 20T'ms - 4x(1 + x2) (2.48)
dx (1 - X) 3

For a given rms level of phase noise k'MS, we can calculate the optimal value for

x by setting the above equation equal to zero and solving. To second order in 0 rrns,

this yields [361

x = 1 - 2 Orns+ 2rms -2.4 + 20,2ms (2.49)

In Figure 2-3, we plot the level of squeezing as a function of 0 rms and total loss.

For each value of 0 ,m the optimal value for x is used to compute the maximum

possible level of squeezing. Typically, it is not practical to operate with x > 0.9. In

Ref. [371 a similar plot is generated assuming that x < 0.9. The results are identical

for 0 ,,,s > 3 mrad.

2.6.2 Quadrature variance in decibels

After accounting for all sources of loss, phase noise, and any technical noise which

couples into the measurement, the quadrature variance may be expressed as

Vtotal(Osqz) Vtech(Q) + V(Oqz) cos2 ( ~ms) + V(Osqz + pi/2) sin2 (0,~,,) (2.50)

V(Osqz) V+ cos2 (osqz ) + V_ sin2 (Osqz) (2.51)

Vi 1 4xtot (2.52)
(1 T X)2

where lt.ot = 7escTloss'IHD?PD. One typically compares the total variance to that of

shot noise (Vtech = 0, x = 0). This ratio is typically expressed in decibels (dB)

dB = 10 log10  "o (2.53)
vsh

o t
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Often we prefer to work in terms of amplitude spectral density (this is what we

measure down in the lab with a spectrum analyzer). In this case

V1/2
dB = 20 loglo V to,2(2.54)

shot

2.7 Coherent control of squeezed vacuum states

When producing radio frequency (RF) squeezed vacuum sidebands, active stabiliza-

tion of the measurement quadrature is not required to attain high levels of squeez-

ing [40,73] so long as the measurement times are kept relatively short (of order 0.1

seconds or less). Squeezing in the GW band does require active quadrature con-

trol since the longer measurement times involved result in an increased sensitivity

to phase fluctuations at audio frequencies and below. Since squeezed vacuum has

no coherent amplitude, there is no direct way to measure the relative phase between

the squeezed and local oscillator (LO) fields which makes quadrature stabilization far

more difficult.

The coherent control technique has emerged as the preferred means of stabilizing

the measurement quadrature [24,1071. This scheme uses a coherent field that is RF

frequency shifted out of the squeezing band, hereafter referred to as the coherent

locking field (CLF), whose phase is used as a surrogate for the squeezed quadrature

angle. The incident field, which is a single (signal) sideband injected through the

CLF mirror, is given by

Ain,CLF = (2.55)
0

where the subscript s denotes the signal sideband. For now we will ignore the fluctu-

ation term 3 Ain,CLF and consider only the DC fields. Noise propagation in coherent

locking is discussed in detail in Appendix A. In general, calculating the resulting

fields is quite complicated. For now we will simplify things by assuming that we have

perfect phase matching, coresonance, and we shall neglect the detuning of the CLF
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sidebands (assume QCLF « <ytOt) 5. We shall deal with the more general case in

Appendix A. We can then solve for the intra cavity CLF fields using the simplified

expression for M given in Equation 2.23

ds 2 fCLF _ C LFAs ( Cio

= M-1Aj, = (2.56)
t _ _ _ _ (1 - x2),yot xe-i(OB k-s)

We see that an idler sideband (denoted with a subscript i) has been generated

with detuning -QCLF and with a phase of i = OB - #0. This is an example of a

nonlinear process known as difference frequency generation. Note that the generated

idler field depends on the phase of the pump field. We will use this to generate an

error signal which depends on the relative phase between the pump and CLF fields.

The goal here is to stabilize the squeezing angle 0
sqz = OLO - OB/2. We will do this

by phase locking the CLF field to the pump and then phase locking the LO to the

CLF. By transitivity this will stabilize 0 B with respect to OLO

Using the input-output relations given in Equation 2.12, we then solve for the

reflected field from the CLF mirror.

- 2,C LF (ieS N /p4
A0otCLF 2AiL - A .fn,CLF ot (2.57)

outCLF (I - X2)_7o ( e -i(OB-Os) 0

If we measure the interference between the upper and lower sideband in reflection

and demodulate at 2 QCLF we get an error signal which we can use to phase lock the

CLF to the pump field6

4A xY.CLF COs(OB 2#s - 02QCLF) (2.58)
E2(CLF x2) tot

where 020 is the demodulation phase. In transmission, the fields are given by

5This last assumption, in particular, is not true in most instances. In Appendix A, we'll see how
the finite detuning of the CLF can have a significant impact on the phase noise performance of the
squeezer.

6 To get this simple form for Equation 2.58, I neglected the portion of the signal field in Equa-
tion 2.57 that escapes from the cavity. I only include the promptly reflected term. This approxima-
tion is valid so long as YLF <<
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Aoutj=
at$

2 y7LF~yf A( es
= 7 e
(1 _ X2),ytot Xe-i (OB-+

At the homodyne detector, we measure the interference of this field with a local

oscillator AeiOLo and demodulate at QCLF

4ALOAs 7rLF 7
E1QCLF x2) Ytot (X Cos(OB - OLO - s1 01QCLF) + cos(OLO - Os ~'OCLF))

(2.60)

where 01Q is the demodulation phase. With the 2
QCLF loop engaged and the appro-

priate demodulation phase chosen, we can set Os = OB/2 and the expression simplifies

to7

4ALQAs ,LFyf
El CLF =2 tot (1 + X) cOS(Osqz - ?P1)

(1 - x),
(2.61)

By engaging this servo, we fix 0 Sqz and we can measure any quadrature by changing

the demodulation phase.

7 1n practice, it isn't necessary to set the demodulation phase for the 2
QCLF loop to any particular

value. In fact, one can also rotate the 2
QCLF demod phase to adjust the squeezing angle. This is

done here only for the purpose of simplifying the equations.
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Chapter 3

Design requirements for the Advanced

LIGO squeezed vacuum source

3.1 Overview

The advanced generation of gravitational wave detectors imposes stricter constraints

on the squeezed light source than its predecessors. The purpose of this chapter is

to establish the requirements for an advanced squeezed light source, compare these

requirements to what has been achieved to date and to propose a design that closes

the gap between the two. Our proposed design aims to maximize the benefit from

squeezing by minimizing the impact of known noise sources, such as optical losses,

phase noise and back scattered noise [27,37]. Additionally, our design will achieve a

simultaneous reduction in both shot noise and radiation pressure noise as required to

achieve a broadband sensitivity improvement.

This solution meets the requirements for advanced detectors, and it is suitable

for the third generation of detectors envisioned for the next decade [3,39, 861. Real-

izing greater levels of squeezing at any frequency allows gravitational wave detectors

to probe an observation volume that increases as the cube of the sensitivity im-

provement 1301. Moreover, pushing the squeezing enhancement to lower frequencies

is critical for early detection of coalescing compact binaries and parameter estima-

tion [69, 751.
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3.2 Limits to effective squeezing

As discussed in chapter 2 and written in Eqn 2.50, the amount of effective squeezing

that can be measured in any optical system limited by quantum noise is determined

by how much squeezing is injected into the apparatus (which depends on the nonlinear

interaction strength x), by the losses in the apparatus (,qtot), and by the rms level

of phase noise (Orms). Losses reduce the level of measured squeezing by mixing in

ordinary vacuum with the squeezed field. Phase noise arises from relative fluctuations

between the squeezed quadrature and the measured quadrature. These fluctuations

project noise from the anti-squeezed quadrature into the measurement. Moreover,

scattered light can add noise to the squeezed field, reducing the level of measured

squeezing.

Figure 2-4 shows how squeezed quadrature fluctuations and optical losses de-

termine the maximum amount of effective squeezing. For optical losses of 30% or

more, squeezed quadrature fluctuations could be as high as tens of mrad without

significantly reducing the maximum squeezing. However, the sensitivity to squeezed

quadrature fluctuations increases as the optical losses are reduced. For instance, 10%

to 15 % losses allow for -8 to -10 dB of squeezing provided that squeezed quadrature

fluctuations are reduced to a few milliradians.

We give a detailed description of the elements and operation of a squeezed vacuum

source in Chapter 4. For now, a simplified schematic of squeezed light injection in a

first generation gravitational wave detector is shown in the top panel of Figure 3-1.

The squeezed light source is located outside the interferometer's vacuum envelope. A

sub-threshold optical parametric oscillator (OPO) is pumped with light at 532 nm

to produce squeezed vacuum at, 1064 nm via parametric downconversion in a second-

order nonlinear PPKTP crystal. Squeezed vacuum is injected into the interferometer

through the output Faraday isolator. It is then reflected back toward the output

mode cleaner (OMC), and together with the interferometer beam reaches the "out-

put photodiode" which measures the gravitational wave signal through homodyne

detection [46].
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Specific details of the squeezed light sources employed so far in gravitational wave

detectors can be found in [101, 1021. The relative phase between the interferometer

and squeezed fields is stabilized using the coherent control technique introduced in

section 2.7. A single RF "control" sideband wO - QCLF, with detuning QCLF with

respect to the "pump laser" frequency wo, is injected into the OPO. In the presence

of an intense pump field at twice the laser frequency 2wo, this sideband undergoes

difference frequency generation which produces a second sideband with the opposite

detuning, wO + QCLF. Both the squeezed field and the control sidebands are injected

into the interferometer and return along with the interferometer field. Along the

readout path, a small sample of the light is picked-off to measure the interference

between interferometer and control fields. Demodulation of this interference signal

at QCLF allows us to lock the relative phase (squeezing angle) between the squeezed

field and the interferometer field by actuating on the pump laser frequency.

Connecting a squeezed vacuum source to the output port of a gravitational wave

interferometer opens another port that may introduce scattered light [271. Light

exiting the interferometer from the Output Faraday Isolator toward the squeezer

can scatter off of moving surfaces in the squeezing injection path and propagate to

the interferometer readout photodetector, degrading the detector sensitivity in the

audio frequency band. One additional Faraday Isolator (Squeezing Injection Faraday

Isolator, see top panel of figure 3-1) is placed in between the squeezer source and the

interferometer to mitigate the impact of back scattered light noise. Although both the

GE0600 and LIGO squeezing demonstrations were able to mitigate backscatter well

enough to demonstrate squeezing without degrading the detector's strain spectrum,

the total noise of these first generation interferometers was at least a factor of 50

above quantum noise below 50 Hz [101, 102], while in advanced detectors quantum

noise will be a dominant noise source in the entire detection band down to 10 Hz [1031.

In the sections that follow we describe these noise sources in detail, and explain

how they can be overcome to maximize squeezing enhancement in future gravitational

wave detectors. Specifically, we discuss losses arising from the optical train and from
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misaligned optical fields in Section 3.3. In Section 3.4 we address quadrature angle

fluctuations arising from fluctuations in the OPO length and alignment jitter. In

Section 3.5 we will discuss how to control scattered light. In Section 3.6 we discuss

how the emergence of quantum radiation pressure noise in Advanced detectors require

the use of quantum filter cavities to suppress quantum noise at all frequencies. In

Section 3.7 we evaluate the impact of these noise sources on Advanced LIGO and

show a design for a squeezed light source that can satisfy the stringent requirements

of advanced detectors.

3.3 Losses

Quantum states are fragile and, therefore, easily degraded by losses in the optical

system. We consider two mechanisms that give rise to substantial losses.

3.3.1 Optical losses

The squeezed beam experiences losses in the optical path from the squeezing source to

the interferometer readout photodetector (see Figure 3-1). These losses are typically

determined by imperfections in optical surfaces and polarizing optics (such as Faraday

isolators), and by imperfect spatial overlap (mode matching) when coupling the beam

to resonant cavities such as the OMC. In table top squeezing experiments, total

losses of 5% or less have been realized, yielding squeezing enhancement of more than

10 dB [40, 73, 991.

However, in large scale interferometers there are additional optical components

and resonant cavities in between the squeezed light source and the interferometer

readout, and the losses are typically much higher. In the GE0600 and LIGO H1

squeezing demonstrations [101,102], optical losses of 38% and 56% respectively were

measured, limiting the squeezing enhancement to 3.5 dB and 2.1 dB. Some of the

losses were due to particular limitations of the experimental set-ups; total losses of

20% to 30% should be readily achievable in advanced detectors, allowing for 6 dB

of noise reduction using squeezing. Reducing the losses down to the 10% level will
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require additional effort to limit the loss from each source, and will allow for 10 dB

of noise reduction due to squeezing, as will be detailed in section 3.7.

3.3.2 Losses induced by alignment fluctuations

Alignment fluctuations of the squeezed field also introduce losses by reducing the

coupling through the OMC or arm cavities. A misalignment or displacement of the

squeezed beam on a steering optic in between the OPO and the asymmetric port of

the interferometer reduces the power in the TEMOO mode [41 and it is equivalent to

a loss L
2 2

L = + - (3.1)

where wo is the beam waist (radius) and Ox and Ax are the RMS values for the

fluctuations in beam angle and displacement respectively. The beam waist will vary

from approximately wo = 100 pm in the OPO to wo = 1 mm at the asymmetric port

of the interferometer where the beam is injected. Equation 3.1 can be written as

-.32 / -
L = 0.01 x 0-3ad + 2  for wo = 100 pm (3.2)

100 prad 10 pm

2 ~ 2(0.3 62 x
L = 0.01 X Ox for wo = 1 mm (3.3)

[(10 prad 100 pm

To keep the losses below 1% (L < 0.01) the displacement of the squeezed beam

on the steering optics need to be reduced to less than 10 pm RMS where the beam

is small, and angular jitter needs to be reduced to less than 30 prad RMS where the

beam is large. Meeting these requirements on an in air table without seismic and

acoustic isolation can be challenging. 1 Because previous squeezing demonstrations

in gravitational wave detectors were dominated by optical losses (see 3.3.1), losses

'R.ecently, GEO 600 implemented active alignment control 1921 with an in-air squeezer. Their
spectra appear to have a low enough RMS below 10 Hz, though their total RMS was likely higher
since acoustic noise will add fluctuations in the audio band. Their sensor noise level appears to be
too high to say anything definitive about their alignment noise above 6 Hz. One could reasonably
conclude, however, that the GEO control scheme combined with an isolated in-vacuum squeezer
would meet this requirement.
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induced by alignment fluctuations were negligible. However, they must be taken into

account when aiming to reduce the total losses down to 10%.

3.4 Phase noise

Many mechanisms have been identified which cause phase noise [371. We will in-

troduce a few of them in this chapter to motivate our proposed design for Advanced

LIGO, but detailed derivations and a discussion of other sources of phase noise will be

postponed until Chapter A. The LIGO H1 control scheme was designed to suppress

quadrature fluctuations by relying on high bandwidth feedback from the squeezeing

angle control photodiode to the frequency of the pump laser (see figure 3-1). However,

this control scheme is not optimal.

For an interferometer with Fabry-Perot arm cavities, the bandwidth of the squeez-

ing angle control loop is limited by the arm cavity free-spectral-range. The 4 km long

arm cavities of LIGO have a free spectral range of 37.5 kHz. They are operated on res-

onance for the interferometer carrier field while the detuning of the squeezing control

field, QCLF, is tuned to be anti-resonant in the arm cavities. Quadrature fluctuations

will impress audio sidebands on the control field with detuning QCLF Q. When

QCLF + Q is an integer multiple of 27r x 37.5 kHz these sidebands become resonant in

the arm cavities which will shift their phase relative to the control field. These phase

shifted sidebands can cause instabilities in the squeezing angle control loop if they

are within the servo bandwidth. This effect was indeed observed during the LIGO H1

squeezing experiment, limiting the squeeze angle control bandwidth to 10 kHz [36].

As we will discuss in detail in Chapter A, the coherent control technique is also

susceptible to lock point errors which can limit its ability to suppress phase noise.

Fluctuations in the OPO cavity length and drift in the relative alignment between

the interferometer and squeezed fields generate lock point errors, as will be detailed in

the sections that follow. These allow for significant squeezed quadrature fluctuations

even within the control bandwidth.
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3.4.1 Quadrature fluctuations due to OPO length noise

In an OPO cavity, fluctuations in the cavity length lead to phase noise on the squeezed

field exiting the cavity. These phase fluctuations will result in fluctuations of the

measured quadrature phase at the interferometer readout.

Both implementations of squeezed enhancement in gravitational wave detectors

[101, 1021 used OPO cavities which were exposed to air currents and the ambient

acoustic environment of the laboratory. With little isolation, environmental vibrations

led to fluctuations in the length of the OPO cavity, and consequently to quadrature

fluctuations.

For an OPO cavity where the pump field is used for Pound-Drever-Hall locking,

a closed-form expression for the contribution of the OPO length noise to the total

quadrature fluctuations is [371:

d6sqz __LU 1 1=oq -o + ao 2 (3.4)
d6L L tot 7to(1 + 2 ) (

Here, wo is the frequency of the squeezed field, L is the OPO cavity length at zero

detuning. One may obtain an estimate for the squeezed quadrature fluctuations by

multiplying equation 3.4 by a calibrated length spectrum and correcting for the noise

suppression provided within the bandwidth of the squeezed quadrature control loop.

The coherent control error signal measures phase of the control sidebands relative

to the interferometer field, and works on the assumption that the control field responds

in the same way to disturbances as the audio frequency sidebands that make up the

squeezed field. However, because coherent sidebands are typically detuned from the

OPO resonance by more than 10 MHz, they respond differently than the squeezed

field does to changes in the cavity length [37]. In the LIGO squeezing experiment,

this meant that the coherent control scheme only corrected for half of the quadra-

ture fluctuations due to cavity length fluctuations. While the control field detuning

could be lowered to improve the accuracy of the error signal, it must remain large

enough to avoid contaminating the squeezed field. The most effective way to reduce

these quadrature fluctuations is to reduce the cavity length fluctuations themselves.
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Quadrature fluctuations due to OPO length noise in the LIGO squeezing demonstra-

tion were measured to be 25 mrad RMS [37J, however smaller total phase noise (on

the order of 10 mrad) has been measured with OPOs outside of vacuum [26,61,731.

3.4.2 Quadrature fluctuations due to alignment jitter

The approach used in [101,1021 to lock the squeezing angle was to pick off a sample

of the interferometer output field using a beamsplitter inserted before the OMC and

measure its interference with the control field (see Figure 3-1). At the squeezing

angle control photodetector both fields contain higher order modes TEMij that have

phase offsets relative to the TEMOO mode which we will denote as #|j" and #[jf for

the interferometer and coherent locking control fields, respectively. When there is a

relative misalignment between the interferometer and control beams, the difference

between these two phase shifts #3j = O f - # can be non-zero. This relative phase

shift gives rise to an offset in the lock point for the squeezing angle [36]:

zi elf ifoir
AOauignrnent = - s5 f ~"inoij. (3.5)

1 + Ei pi s O pi p si(

pi , pijf are the ratio of the amplitudes of the TEMij to TEMoo spatial modes for the

two fields. Here, we have assumed that both fields are dominated by the TEMOO mode,

so that the summation in the denominator may be neglected. When both fields are

very well aligned, the lock point error is small and any coupling of alignment jitter to

the measured quadrature phase is second order. However, when a static misalignment

is present in one of the fields, the coupling is linear and the resulting quadrature

fluctuations can be significant. Assuming that the control field is misaligned, we may

linearise the above equation and express the quadrature fluctuations as:

*66sqz (t) -5i516p f0(l + i~ojt (3.6)
Pii v

Hee lf 
i

Here and Oij result from a static misalignment of the control field and 6pi3" and

60'f'arise due to jitter in the alignment of the interferometer beam. Alignment jitter
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can be a crippling source of quadrature fluctuations, and was measured to contribute

35 to 100 mrad depending on the alignment in the H1 experiment [371.

3.5 Backscattered light noise

When integrating a squeezed vacuum source into a gravitational wave detector, the

OPO becomes a source of scattered light. Imperfections in the output Faraday isolator

allow a small fraction of the light exiting the interferometer to travel towards the

squeezed vacuum source, and a part of it is scattered back towards the interferometer.

Relative motion between the scattering surface and the suspended interferometer

optics generates phase fluctuations on the backscattered light which will interfere

with the signal field and add noise to the gravitational wave spectrum [271.

For an OPO motion bzc which is small compared to the wavelength A, the relative

intensity noise (RIN) due to scattered light at the interferometer output (RINc)

relative to quantum noise (RINn) scales linearly with Szc [361:

RINsc (f) = 47rozC(f) :PDSC (3.7)
RIqn V Ahc

where A is the laser light wavelength, 71PD is the quantum efficiency of the read-

out photodiode, h and c are the Planck constant and speed of light, and P'c is the

backscattered power that reaches the output photodetector. PC can be explicitly

written as:

Psc = Psc,incRoponjoss (3.8)

where Pc,inc is the carrier power from the anti-symmetric port which is incident on

the OPO, 771.. accounts for propagation losses between the OPO and the readout

photo-detector, and Ropo is the reflection coefficient of the OPO which is given

by [271

16Q1 /e 1 - 2x cos(O,,) + x 2

ROPO = BSDF x '- (3.9)
(1 - Rin )2 xi_ 2)2
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where the bidirectional scatter distribution function (BSDF) is a measure that char-

acterizes the backscattering impact for a transmissive optic, such as in the case of the

nonlinear crystal of the OPO (BSDF = (9 3) x 10- 5str-1 ), 0,, is the phase of the

backscattered field relative to the pump field (2Obs - OB), Rin is the reflectivity of the

OPO input coupler and Qi/c = A2/(7rW2) is the solid angle subtended by the crystal

at the beam waist.

Backscattered light from the OPO can also degrade the interferometer sensitivity

through non-linear couplings which up-convert low frequency noise into the gravita-

tional wave band. These processes are non stationary and can prevent gravitational

wave detectors in reaching shot noise limited performance in their most sensitive band

around 150 Hz. They will be even more harmful in advanced detectors where quan-

tum noise limits the sensitivity down to 10 Hz (see [27] and references therein). We

therefore require scattered light noise to be at least a factor of 10 below quantum

noise over the entire aLIGO detection band, down to 10 Hz, to have enough margin

to account for non stationarity. With squeezing enhancement, quantum noise will be

reduced by a factor of 10,/20, where s is the level of noise reduction due to squeezing

in decibels (dB). Thus, we impose:

RI N ?1PD sc 10s/20
sc (f) = 4.rozcf) < . (3.10)

RINqn 4z( Ahc - 10

Here we make the optimistic assumption that squeezing enhancement will be obtained

over the entire frequency band. More realistically, the quantum noise reduction below

50 Hz will be significantly less than at higher frequencies [42,65].

From Equations (3.8) and (3.10), it is clear that there are three ways of minimiz-

ing the impact of scattered light: minimizing the OPO reflection coefficient Ropo,

decreasing the amount of light incident on the OPO cavity Pc,i, and reducing the

motion of the OPO 6zsc. In first generation detectors, the LIGO H1 squeezing ex-

periment employed a travelling wave OPO cavity design to obtain 50 dB of intrinsic

power isolation, Ropo = 10' [281. A Faraday isolator between the squeezed light

source and the interferometer (see Figure 3-1, top panel) further reduces the amount
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of spurious light reaching the squeezer source. As shown in 127], even with this amount

of optical isolation, the squeezing set-up employed during the LIGO H1 experiment

would not meet the noise requirements for Advanced LIGO. GE0600 adopted a linear

OPO cavity, relying exclusively on Faraday isolators for spurious light attenuation.

In principle, a cascade of Faraday isolators could be inserted in Advanced LIGO be-

tween the output Faraday isolator and the OPO to reduce . However, this

approach has the downside of introducing additional losses in the squeezing injection

path, and potentially introduces back scattered light noise from the Faraday isolators

themselves.

3.6 Radiation pressure noise

At full design sensitivity, Advanced LIGO will be limited by quantum radiation pres-

sure noise below 50 Hz and shot noise at higher frequencies [103]. Both noise sources

arise due to vacuum fluctuations entering the interferometer from the anti-symmetric

port. From Equation 1.85, we see that radiation pressure noise is driven by vacuum

fluctuations in the amplitude quadrature while shot noise is driven by noise in the

phase quadrature. During the LIGO and GEO 600 squeezing experiments, they set

0
sqz = 7r/2 in order to squeeze shot noise at high frequencies. This alters the strain

spectral density of quantum noise from Equation 1.88 as follows

hn(Q) hSQL 1 +Ksre2r (3.11)

where the first and second term under the radical correspond to shot noise and ra-

diation pressure noise respectively. We see that the LIGO and GEO 600 squeezing

experiments used squeezed light to reduce shot noise at the expense of increased ra-

diation pressure noise due to the injected antisqueezing in the amplitude quadrature.

This was not a limitation for these experiments since they were not radiation pressure

noise limited. A simultaneous reduction in radiation pressure noise and shot noise, as

required for the current generation of advanced detectors, can be achieved by com-

bining a traditional squeezed vacuum source with a quantum filter cavity to rotate
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the squeezed quadrature as a function of frequency 1631.

3.6.1 The interferometer as a ponderomotive squeezer

In order to gain some more intuition about radiation pressure noise in Advanced LIGO

it is useful to rewrite the input-output relations for the interferometer's quadrature

operator in an alternate form.

As shown in Equations 1.84 and 1.85, the action of the interferometer on our field

entering from the antisymmetric port is given by

b C 2i( 1 0) a, (3.12)
b2 } 1\- 1} ka2

It turns out that the above input-output matrix is equivalent to a rotation in the

a1 , a2 plane followed by a squeezing operator [63,65].

b = S(cifo, #ifo)R(Oifo)a (3.13)

where

aoU = - arcsinh(C/2),

Oifo = arccot(KC/2),

0 ifo = - arctan(K/2).

and

S(r, #) = R(O)S(r, O)R(-#) = ROSR

cos# -sin# e 0 cosq sin#

sin cosq# 0 e- -sin # cos
(3.14)

which describes squeezing by e-r at angle # and anti-squeezing by er at 0 + 7r/2.
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Physically, due to the optomechanical nature of our interferometer, we are gener-

ating what is known as optomechanical or ponderomotive squeezing. One may think

of radiation pressure noise as a projection of ponderomotive antisqueezing into our

measurement quadrature.

The problem of achieving a broadband reduction in quantum noise can be solved

by rotating the squeeze angle of the input field as a function of frequency such that

it is always aligned with the signal quadrature at the output of the interferometer.

Here we are compensating for the rotation by ifo and the effective rotation from the

squeezing operation given by ijfo.

Intuitively, if we wish to reduce radiation pressure noise and shot noise, we need to

rotate 6 sqz by 90' so that we are squeezing the amplitude quadrature at low frequencies

where radiation pressure noise dominates and the phase quadrature where we are shot

noise limited. More precisely, the strain spectral density as a function of squeeze angle

and sideband frequency is given by [631

hq(f, 9 sqz) = h22 _(Q) + K()) (cosh 2r - cos[2(0sqz + arecot K(Q))] sinh 2r)

(3.15)

which is minimized by making the last term equal to cosh 2r -sinh 2r. This is achieved

with the following frequency-dependent squeezing angle 2

osqz() = - arccot K(Q) (3.16)

2There are several other quantum nondemolition measurement techniques which one may use
instead of frequency-dependent squeezing to achieve a broadband sensitivity improvement. The
two most established ideas are speedmeter interferometers 1871 and variational readout [631. Both
schemes are examples of "back-action evasion" which can, in principle, remove the radiation pressure
noise entirely. However, the efficacy of both are limited by optical losses and require complicated
changes to the interferometer topology. For these reasons, they are not yet considered to be practical
alternatives to frequency-dependent squeezing for advanced gravitational wave detectors.
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3.6.2 Quantum noise filter cavities

The canonical paper on frequency-dependent squeezing, Kimble et al [631 (which we

will subsequently refer to as KLMTV), proposed using quantum noise filter cavities

to achieve the desired squeeze angle rotation. As we will discuss in more detail

in Chapter 5, the filter cavities are operated detuned so that the upper and lower

squeezing sidebands experience a different phase shift, thus rotating their quadrature

as a function of frequency. To achieve the optimal squeeze angle frequency dependence

given in Equation 3.16, two filter cavities are required to compensate for the effects

of the interferometer on the squeezed field.

In order to achieve the necessary relative phase shift between upper and lower

sidebands an extremely long cavity storage time is required. In fact the linewidth of

the two filter cavities must be of the same order as those of the Advanced LIGO arm

cavities (~ 100 Hz FWHM). KLMTV proposed using two 4km filter cavities running

parallel to the existing arm cavities in order to achieve the desired storage time while

keeping the additional optical losses as low as possible. While such a scheme would

provide optimal performance, it would be a costly and involved undertaking. A more

practical design is required to make frequency-dependent squeezing a viable upgrade

for Advanced LIGO.

3.7 Squeezing injection for Advanced LIGO

The maximum benefit from squeezing in future detectors can be achieved by minimiz-

ing the impact of all the noise sources described above. The Advanced LIGO case will

be addressed here, but the analysis that follows can be extended to other advanced

detectors. With the currently envisioned commissioning timeline, it is likely that

frequency-independent squeezing will be implemented first (as shown in the bottom

panel of Figure 3-1) and that a filter cavity will be added later to suppress radia-

tion pressure noise once R&D efforts on the Advanced LIGO filter cavity have been

completed.
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3.7.1 Lowering optical losses

Table 3.1 summarizes the "expected" optical losses that the squeezed beam would

experience in Advanced LIGO, given the interferometer optical components currently

being installed. The total losses will realistically be between 20% and 30%, limiting

the maximum amount of effective squeezing to 6 dB. However, several techniques to

reduce optical losses are currently under investigation. The light coupling through the

OMC can be improved by actively controlling the mode matching [14,60,681, and a

similar approach can be used to mode match the squeezed beam to the interferometer.

Moreover, studies of losses in fused silica optics and resonant cavities can be used to

maximize the throughput of the Faradays isolators and the OMC [10,11,59,77]. These

techniques have the potential to reduce the total optical losses down to 10% - 15%.

Loss Source Estimated Projected

OPO 2% 2%
Squeezing injection optics 1% 1%

Squeezing injection Faraday 3% - 5% 0% - 2%

Output Faraday in Reverse 3% - 5% 1% - 2%

Mode matching (squeezed beam to interferometer) 4% - 6% 1% - 2%

Alignment fluctuations (squeezed beam to interferometer) 0% - 1% 0% - 1%

Total injection losses 10%- 18% 5 %- 9%

Output Faraday 3% - 5% 1% - 2%

OMC transmission 3% - 6% 1% - 2%

Mode matching (interferometer to OMC) 4% - 6% 2% - 3%
Photo-detector 2% 2%

Total readout losses 10% to 17% 5% - 9%

Total losses 120%- 32% 19% - 17%

Table 3.1: Expected sources of loss for squeezing injection in advanced detectors (left),
compared to projected losses achievable in the near future.

3.7.2 Housing the OPO in the interferometer vacuum enclo-

sure

Optical losses as low as 10% open up the possibility of achieving up to 10 dB of

squeezing enhancement provided that quadrature fluctuations, backscattered light
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noise, and losses induced by misalignments are also reduced. We propose building a

monolithic OPO cavity and housing it on a seismically isolated platform in vacuum

in order to address these issues.

In Advanced LIGO, the interferometer readout path (which includes the output

Faraday isolator and OMC) is placed on seismically isolated platforms within the main

vacuum envelope. These platforms are large enough to accommodate the OPO and

the entire squeezing injection path as well. This allows for a compact design which

limits the number of optical components (each being a potential scatterer or source

of loss) needed to route the squeezed beam to the interferometer output Faraday

isolator.

A monolithic OPO that is seismically and acoustically isolated will have very little

length noise. The noise performance should be comparable to the OMC cavities used

in Advanced LIGO, which are designed to have less than 1 x 10- 1 m/VHz of length

noise at 100 Hz and above [6]. Below 100 Hz, the length noise of monolithic cavities

typically scales as 1/ /f [80]. Therefore, we expect an RMS length noise of 10-"m.

Assuming that the optical parameters are identical to those used during the LIGO

squeezing experiment, the OPO will generate 90 mrad of quadrature fluctuations per

nanometer of RMS length noise [371, and thus will contribute less than 0.1 mrad RMS

of phase noise. Squeezed quadrature fluctuations due to OPO length noise become

negligible, and the resulting lock point errors in the coherent control scheme described

in 3.4.1 become unimportant.

With a length noise of 1 x 10-5 m/v/iI 0 100 Hz, an in vacuum OPO becomes a

good frequency reference. For an OPO cavity length 1 = 20 cm, the frequency noise

6v for A = 1.064 pm laser light (v = c/A = 2.8 x 1014) is:

V Hz
Ju = -61 ~ 1 @ 100 Hz (3.17)

This performance is comparable to a typical reference cavity. As a result, the error

signal used to lock the OPO will be more sensitive to phase noise on the incoming

pump field. The control topology of the OPO length servo can be modified by adding
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high bandwidth feedback to the pump laser frequency to suppress this noise. Although

the pump laser itself is already stabilized by phase locking it to the interferometer

laser (as depicted in Figure 3-1), additional sources of phase noise exist on the pump

path, such as length noise on the SHG cavity. Suppressing this noise is desirable, as

it too will couple to the squeezed quadrature angle.

Additionally, housing the OPO and all of the injection optics in an acoustically and

seismically isolated environment will reduce alignment jitter on the injected squeezed

field. Typical mechanical resonances of seismically isolated optics are below 10 Hz,

within the bandwidth of an automatic alignment system [921.

A simplified schematic of the proposed implementation of frequency independent

squeezing in Advanced LIGO with the OPO in vacuum is shown in the bottom panel

of Figure 3-1.

3.7.3 Squeezing angle sensing in transmission through the OMC

GE0600 recently employed a new control scheme where the squeezing angle error

signal is derived in transmission through the OMC [35,521. In addition to providing an

improved error signal to shot noise ratio, we explicitly show here how the attenuation

of higher order mode content by the OMC reduces the quadrature fluctuations and

lock point errors due to misalignment (see Appendix A.3 for a detailed derivation).

Equations 3.5 and 3.6 may be rewritten in transmission through the OMC as:

Aotrans e A plf 'psinfio (3.18)alignment i Pi

sqz ~~~~ii i Oj6-j)

These equations are identical to Equations (3.5) and (3.6) with an additional

factor, Aij which accounts for the attenuation of higher order modes by the OMC.

The filtering of higher order modes by the Advanced LIGO OMC provides a 100-

fold reduction in the coupling of alignment jitter to the squeezed quadrature angle
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(see Fable A.1 in Appendix A.3), making this noise source negligible.

3.7.4 Back scattering noise mitigation

In order to minimize backscatter, we propose maintaining the bow-tie geometry for the

OPO cavity which provides 50 dB isolation from light exiting the squeezing injection

port 128]. Moreover, placing this cavity on a seismically isolated platform will greatly

reduce the OPO motion. In Advanced LIGO, isolated platforms provide a factor of

100 isolation from ground motion above 1 Hz. Figure 3-2 shows plausible projections

for back scattered light noise in a squeezing enhanced Advanced LIGO detector,

calculated using equations (3.7) and (3.8). Here we assume 100 mW interferometer

light reaching the anti-symmetric port and 80 dB isolation in the path from the

anti-symmetric port to the squeezer source and back to the interferometer (30 dB

isolation from the output Faraday isolator toward the squeezing injection path, and

50 dB isolation from the OPO itself).

We analyze three cases:

" OPO placed on a optics table with no seismic isolation, with a Squeezing Injec-

tion Faraday Isolator placed between the interferometer Output Faraday Isola-

tor and the squeezing source (providing an additional 30 dB isolation);

" OPO placed on a seismically isolated platform, with a Squeezing Injection Fara-

day Isolator placed between the interferometer Output Faraday Isolator and the

squeezing source (providing an additional 30 dB isolation);

" OPO suspended on a seismically isolated platform, without a Squeezing Injection

Faraday isolator.

The curves in Figure 3-2 confirm that placing the OPO on an optics table with-

out seismic isolation would not meet the Advanced LIGO requirements below 200

Hz without inserting additional Faraday isolators which would in turn increase the

optical losses. Moving the OPO onto a seismic isolated platform will meet the back

scattered light noise requirements above 30 Hz, and it might be acceptable at low
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Figure 3-2: Figure adapted from Reference [82. Backscattered light noise projections
for three different scenarios: OPO placed on an optics table oii the ground, without
seismic isolation, OPO placed on ali isolated platform enclosed in the main LIGO
vacuum envelope; OPO suspended on an isolated platform enclosed in the main LIGO
vacuum envelope. In the first two cases, 30 dB of isolation from spurious light reaching

the OPO is also assumned. The requirement curve optimistically targets 10 dB of
broadband squeezing.

frequencies depending on the actual OPO seismic motion and the aniount of squeez-

ing measured at low frequency with realistic filter cavities 4121. Suspending the OPO

by a single stage suspension (1 Hz pendulum) would reduce the back scattered noise

below requirements without the need of a Squeezing Injection Faraday Isolator. All

the steering optics in the squeezing injection path would need a similar attenuation.
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3.7.5 16 meter filter cavity

In order to achieve a broadband reduction in quantum noise, we propose implement-

ing frequency-dependent squeezing. Using two kilometer-scale filter cavities as rec-

ommended in KLMTV to achieve the desired quadrature rotation angle with minimal

added loss would require prohibitively expensive modifications to the existing LIGO

observatories. However, one could conceivably add a single 16 meter filter cavity

within the existing Advanced LIGO vacuum envelope between HAM 4 and HAM 5 as

illustrated in Figure 3-3. While two filter cavities are required to achieve the correct

frequency dependence with conventional interferometers where 'y ~ QSQL (the case

discussed in KLMTV) or when the signal recycling cavity is detuned [53], one can

show that for a broadband signal recycled interferometer like Advanced LIGO, where

the approximation IC(Q) ~~ (QSQL/Q) 2 holds for sideband frequencies Q ~ QSQL(See

Equation 1.89 and the discussion that follows) one can achieve a nearly optimal

quadrature angle rotation with a single filter cavity. The quadrature rotation using

a single detuned filter cavity is given by 1651

ap(Q) ~ arctan (2 Awf, (3.20)
(1 - E)yfc 2 _ AWf,2 + Q2

where 7yc is the filter cavity linewidth and Awf, is the filter cavity detuning, both

expressed in radial frequency units. And E is given by

fFSR 2(

7Yfc

where t2 is the round-trip power loss of the filter cavity (not including the input

mirror transmission). From Equation 3.16, the desired quadrature rotation requires

that

ap() = arctan([QSQL/Q]2 ) (3.22)

Which can be achieved by setting [651
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Awcf = E-Y7c, =Yc = 2 OsQL (3.23)
(2 -,e) 1 -, v/2

Using Equations 3.23 and 3.21, we may solve for epsilon:

= (3.24)

2+ 2 2 1+

after which Awfc and 7yfc follow immediately. Of course, with a shorter filter cavity,

a relatively high finesse (-70000) is required to achieve the required cavity linewidth

/fc 2-r x 60 Hz 1651. Since the squeezing sidebands must propagate a certain distance

inside the cavity to achieve the desired phase shift, the important figure of merit for

the filter cavity is the loss per unit length which is give by t'r/L. Recent measurements

have shown that a 16 meter filter cavity with losses of order 1 ppm/meter or lower

are readily achievable [591. Such a filter cavity can produce frequency-dependent

squeezed light with roughly 2 dB of low frequency squeezing for radiation pressure

noise reduction [651. In Chapter 5 we will present a rigorous model of a realistic filter

cavity with losses and discuss the expected performance of an Advanced LIGO filter

cavity in far more detail.

A schematic of the combined system is shown in Figure 3-3. As shown, a separate

laser table and SHG are used to produce a field for stabilizing the length of the filter

cavity using its lower finesse (a 2000) cavity at the second harmonic wavelength (532

nm). This auxiliary laser is also phase locked to the main interferometer laser. This

control scheme is currently the baseline design for Advanced LIGO, though we will

propose a simpler control scheme in Chapter 7.

3.8 Outlook

We have identified some of the most significant barriers to achieving high levels of

squeezing in Advanced GW detectors, and have proposed solutions to overcome them.

Specifically, we show how that there are four major deterrents: losses arising from op-
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tical components, from mode matching, and from misaligned optical beams; quadra-

ture fluctuations due to length noise in the OPO and alignment jitter; noise arising

from backscattered light; radiation pressure noise due to vacuum fluctuation in the

orthogonal quadrature. We quantified the contributions from each of these imperfec-

tions to the overall performance of a gravitational wave detector like Advanced LIGO,

and we show how an in-vacuum OPO, together with an improved control scheme can

minimize the impact of all of these noise sources. These proposed solutions, when

coupled with a quantum noise filter cavity [421 promise to deliver up to 6 dB of

squeezing enhancement across a broad range of frequencies for Advanced LIGO.

In the chapters that follow we discuss the R&D experiments that I performed

during my thesis research to develop the two new required technologies. In Chapter 4,

we discuss the development of a low phase noise frequency independent squeezed light

source operated in vacuum. In Chapters 5 and 6 we discuss our R& D efforts towards

producing frequency-dependent squeezed light in the GW frequency band. Finally,

we conclude by discussing the mechanical design and control scheme for the Advanced

LIGO frequency-dependent squeezed light source based on lessons learned from our

prototype experiments.
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Chapter 4

In-vacuum squeezed light source

As discussed in Chapter 3, in order to realize the full potential of squeezed vacuum

injection, the OPO cavity must be moved inside of the aLIGO vacuum enclosure to

reduce technical noise from backscattered light. Additionally, future squeezed light

sources must have a significant reduction in phase noise in order to achieve squeezing

levels of 10 dB or higher with achievable levels of loss.

In this chapter, we will discuss the in-vacuum squeezed light source built at MIT

over the last year which aims to address both of these technical requirements. Though

this experiment took place after the audio-band frequency-dependent squeezing ex-

periment discussed in Chapter 6, we will discuss this experiment first in order to in-

troduce the various components of a frequency independent squeezed vacuum source

before discussing the more complicated frequency-dependent squeezer. In-vacuum

operation of an OPO cavity was demonstrated previously by the McClelland group

at ANU [1121.

The experiment incorporated the ANU design for the in-vacuum OPO (VOPO)

cavity and added some additional in-vacuum subsystems which we wanted to proto-

type before incorporating them into the final design for Advanced LIGO. First, we

wanted to fiber couple the pump and CLF fields into vacuum rather than sending

them in through viewports. When the final VOPO cavity is seismically isolated and

suspended in the Advanced LIGO, the incident pump and CLF fields would require

active alignment control. Fiber coupling the input fields onto the suspended plat-
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form housing the VOPO cavity would eliminate the need for these additional servos.

Secondly, we wanted to add in-vacuum Homodyne readout as this may be desirable

for advanced LIGO and will be a critical technology when implementing quantum

non-demolition readout techniques in future GW detectors [47]. The previous exper-

iment at ANU was unable to achieve low phase noise performance despite using an

intrinsically low length noise OPO cavity. Another primary goal of this experiment

was to design and implement an improved control scheme to achieve a substantial

improvement in phase noise performance.

In this chapter we will describe these efforts. The fiber coupling and in-Vacuum ho-

modyne readout have been successfully demonstrated, though further work is needed

to address certain technical issues and to increase reliability and demonstrate long-

term stable operation. The outcome of the work on prototyping a suitable control

scheme was much more definitive: we were able to achieve the lowest level of phase

noise ever measured, smaller than the previous best audio band squeezed vacuum

source 35,611 by nearly an order of magnitude.

4.1 Overview of squeezed light source

A detailed layout of the squeezed light source is shown in Figure 4-1. The squeezer

consists of an In-air table where the pump, local oscillator (LO), coherent locking

field (CLF) and a diagnostic seed field are prepared. These fields are fiber coupled

into the vacuum chamber through custom UHV compatible fiber feedthroughs. Once

in vacuum the pump and CLF fields are mode matched into the front and rear inputs

of the VOPO cavity to generate and control the squeezed vacuum state. The OPO

cavity is locked on resonance for 532 nm using the Pound-Drever-Hall technique. The

2Q error signal for coherent control, previously described in Section 2.7, is measured

in reflection from the rear of the VOPO cavity. Both RFPDs for these two servo loops

are located on a separate table outside of vacuum and the reflected pump and CLF

fields are directed out of vacuum through viewports.

The VOPO cavity, Described in Section 4.1.4, is operated sub-threshold to produce
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Figure 4-1: Layout of squeezed vacnmun source. The pump, CLF, LO, and seed fields are

prepared on an in-air table and fiber coupled into vacuum where squeezing is produced and

neasured using an in-vacuum OPO and honodyne. In this setup, we can generate the CLF

using either an auxiliary laser (Innolight Mephisto) which is phase locked to the main laser

or a double AOI setup (sec Section 4.1.2).

a squeezed vacuum state. The output field, which contains both the squeezed state

and the CLF, is characterized using a custom UHV compatible homodyne detector.

A picture of the in-vacuum s(Iueezed light source is shown in Figure 4-2

4.1.1 Second harmonic generator

In this experiment, the pump field was generated with a second harmonic generator

which is internal to the laser source (Innolight Diabolo). Nonetheless we will walk

through a brief description of how a second harmonic generator works. In analogy
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Figure 4-2: liiside the Vacuuin c1closure

with Section 2.1.2, we can write the equations of motion for au SIIG cavity as 1361:

a = -7 e + , + ei+ /27 u~a 41
__b q.'[( + izA ,) b - (1.2)

We will assum1 that the detunings are botl (qual to zV1o. that We ha.ve perfect p1hIase

matcllilg (e is real) all that the SIG is resonat [or the fudamental field alone

14 toJ = 1/r =, = 2L/C. WXe are initerest(d in the steady-state solution, which is

giveii by the solution to

0 = - J(Ue + ((1t1 + 27f V (1.3)

1= - b - - 2 (4.4)
Ts5 Jj( 2

Using the input-oujitput relations, given in Equation 2.12, we m..ay solve for the the

circulating ald exiting fields:

- = jw (.5)
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Bf jjt shg (4.6)
2

2-ySHGAf,in

a (= HG E2TSHGIaI2 (4.7)
( tSHG + 2H|

Note that the equation for d is nonlinear and can only be solved numerically. The

overall conversion efficiency is given by

P532  2 Ofu1|2 2,uH GFshg E 2
T7SHG = - - J2 ' HG 21.12)2 (4.8)P 1064  Af,in (Ot T 'hY 2

r-~,SHG + 2

Note that the conversion efficiency scales with the circulating power (oC VId 2 ). For

the stand-alone SHG discussed in Chapter 6, we typically operated with roughly 300

mW of 1064 nm of fundamental power and achieved conversion efficiencies around

50%.

4.1.2 Generation of the CLF

In the earliest audio-band squeezed vacuum sources using coherent control, the CLF

was generated using a single acousto-optic modulator (AOM) [106,107 to frequency

shift a beam at the carrier frequency wo to the desired CLF frequency wo+Q. However,

an AOM will not convert 100% of the incident carrier light to the desired frequency.

A portion of the light will remain at the fundamental frequency, while another portion

will be shifted into higher order beams with detunings of nQ where n is an integer.

By momentum conservation, the shifted fields will leave the AOM at an angle propor-

tional to their frequency shift. However, imperfections in the AOM crystal can result

in some of the unshifted field scattering into the CLF beam. As will be discussed in

detail in Section 4.2.3, the presence of a seed field can result in added technical noise

which can degrade the level of squeezing, especially at frequencies in the GW band.

To mitigate this effect, the squeezed light source presented in 1106, 1071 used a

low CLF power and a large CLF frequency (40 MHz) which allowed CLF beam to

diverge significantly from all other beam orders so that the 0th order (unshifted)
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Figure 4-3: Double AOM Setup. After the light is passed through two AOMs, the level of
remaining seed light has been attenuated by (2 where c << 1. This can result in a negligible
level of seeding provided that RF crosstalk between the two AOMs is kept to a minimum.

field could be safely dumped'. Though they succeeded at producing squeezing at low

measurement frequencies, this single AOM design was abandoned for the GEO 600

slueezer. Instead, their CLF is obtained from an auxiliary laser source which is phase

locked to the main laser with a. frequency offset equal to Q. This same approach was

also used by audio-band sqieezers at MIT and ANU.

As depicted in Figure 4-1, the squeezer is capable of generating its CLF using an

auxiliary laser phase locked to the main Diabolo laser. However, all squeezing spectra

presented in this thesis were actually obtained while we were generating the CLF usilun

a double AOM set-up. Both AOMs have large shift frequencies (~ 200MHz) to allow

for easy isolation of the first order field and the two drive frequencies are offset to

produce a CLF with Q = 14.1MHz. As shown in Figure 4-3, using multiple AOMs can

dralnaticallv reduce the level of seed field contamination. If the level of contamination

from unshifted light is given by e, then the level of unshifted light after two AOMs

can be as low as e. In practice, crosstalk between the two RF signals driving the

AOMs can result.

This double AOM technique simplifies the control scheme by eliminating the need

for an additional phase lock servo. Also, dispensing with an auxiliary laser also

eliminates the dominant source of relative frequency noise between the pump and

CLF fields, a significant source of phase noise if not properly suppressed.

These choices results in a relatively poor signal-to-noise ratio for the 2Q servo which can be a
limiting source of phase noise.
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Table 4.1: Seeding produced by various 200 MHz AOMs. The bottom half correspond
to the double AOM set-up with various types of RF cabling

AOM Aperture Size Seed contamination (ppm)
Gooch arid Housego AOMO-3200-1113 0.1 mm 3 x 10-1

AA OptoElectronics MT200 0.5 mm 5 x 10-1
IntraAction ATM-200-2DA6 2mm 7 x 10-4

RF Cable (isolation) Seed Contamination (ppm)

RG-58 (60 dB) 2 x 10-1
RG-142B (90 dB) 2 x 10-4

ComiScope Heliax (120 dB) 1.3 x 10-'

Measurements of seed contamination for various AOMs are shown in Table 4.1.

The double AOM setup includes one AA OptoElectronics MT200 and one IntraAction

ATM-2002DA6. We found that the contamination was lowest when larger beam

diameters were used (which required a larger AOM aperture). Due to RF crosstalk

we also found that the performance of the double AOM setup depended strongly on

the quality of RF cabling used.

Currently the two AOMs are right next to one another on the optical table. We

believe that we are still limited by RF crosstalk and that the performance can be

improved significantly by spatially separating the two AOMs. However, we have not

observed any degradation in squeezing due to seeding since replacing the original

RG-58 cables. With 3 mW of CLF power, the current level of seed contamination

is only 0.38 fW. This is nearly four orders of magnitude less than the best measured

value for a single AOM. However, based on the single AOM measurements, we should

be able to reduce this by another 5 orders of magnitude if RF crosstalk is eliminated

completely.

4.1.3 Fiber coupling

As discussed previously, fiber coupling the input fields for the VOPO will be necessary

to eliminate the need for active alignment control of the Pump and CLF when the

squeezer is interfaced to Advanced LIGO. Incorporating optical fibers into a set-up

like ours poses several technical challenges which we will now discuss.

First of all, optical fibers are susceptible to acoustic noise. This can impose both

phase and polarization fluctuations on the field propagating through the fiber. For
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Figur 1-6: Custoin 532 11i1 single inlodk UHIV fier feedthrough made using UHIV
comipatible epoxy and polyilIiide coated optical fiber.

n1 power to pimp the OPO cavity. When coupling into a fiber in free-space. w, ve

found that we can routinely couple 114p to 300 nAW without danaging the input. This

is more than enough to nicet the needs. However. we-ve experienced inore problems

when connecting two fibers with a inating sleeve. Even when taking precautions to

kelp all fiber surfaces well polished and clean, we periodically damnage fibers with

tOO mnW or less of 532 nm power. Currently. the OPO cavity has a threshold power

around 90 nY and we typically operate with 1)etwuen 10-50 nAV of pump power. To

gi-vv us alditioial iea(drooi, we are planning on ilcrcasing the OPO finesse for the

Advaied lLIGO VOPO.

Thirdly, good quality single-mode UIIV fiber feedthoughs and UIIV compatible

optical fibers are not readily available. This problem is made worse by the uniquely

den in iding vacuum clealiliniess requirements iandalted by the LIGO collaboratini.

W/e were able to procure suitable polyimiide coated single mode fibers from Nufern 2 as

well as commercial fiber feedthroughs for the 1064I nm CLF and LO fields. however,

(lle to ti power handling reotuiireients, w'ye lcee to (levloj) the own custom

fiber feled-throngh. The' curreit prototpe is pictured iiil-6
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igi.re 4-7: Tlie nearly monolithic inl-vaclllllll OPO Cavity

4.1.4 Nearly monolithic in-vacuum OPO cavity

The OPO cavity, depicted in Figure 4-7, is based on the ANU VOPO design used

in 1121 described in detail in 11131. though a motorized translation stage for the OPO

crystal was added to allow for crystal translation under vacuum. It was built with

help from Georgia Mansell of ANU who visited the lab for 9 nionths dulrilig 2015. The

cavity is dually resonant. allowing us to lock the cavity nsing the pumjp field without

the need for the frequem-y-sliftcd subcarrier field used with the GEO squeezer 10(8.

The dually resonant cavity also acts as a spacial mode cleaner for the p1ump field and

as a filter for the SIIG and OPO control sidebands. allowing us to do without the

extra imiode cleaner cavity required for singly-resonant OPO cavities. As described in

the previous chapter, it also features a travelling wave (bow-tie) desigi to attenuate

backscattered light 1281. The optical paraimeters of the cavity are given in Table 4.2.

The cavity design was inspired by the Advanced LIGO Output Mode Cleaner

(OMC). lhe cavity is monolithic (except for the crystal translation stage) with all

four cavity optics glued to super-polisheId tombstones xwhich are optica liv contacted

to a breadboard iniade of Corning Ultra-low Expansion (ULE) glass.

As discussed in the previous chapter, lVngth noise on t he OPO cavity can be

a crippling source of pham noise. It contributed 21 mrad of phase Inois with the

2 Nuffern FUD-1191 fOr 532 nmu and Nufern It1)-(CT-P for 1061 nin.
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Table 4.2: Cavity parameters for the VOPO

Cavity Parameter
Cavity round trip length
Free Spectral Range
Finesse (1064 nm)
Finesse (532 nm)
Curved mirror ROC
Cavity Linewidth fundamental (pump)
Wast size within the crystal (1064)
Wast size within the crystal (532)
Input Coupler reflectivity fundamental (pump)
CLF Coupler reflectivity fundamental
Other intra-cavity losses fundamental
Escape efficiency
Crystal Interaction length
Crystal wedge angle
Cavity angle
Flat mirror separation
Curved mirror separation
Threshold Power

Symbol
L

FSR
T106 4

F 532
ROC

AvIo64 (AV 5 32)
Wo( 106 4 )

Wo( 532 )

Rf
RCLF

T1064

rlesc

Le

ow

df
deh

Prhresh

previous LIGO Squeezer, which had 0.5 nm RMS of length noise. The primary

motivation for the monolithic design of the VOPO was to reduce length noise. A rough

measurement of the VOPO length noise was made in-air using frequency stabilized

light which was fiber coupled from the LASTI PSL table. The VOPO was locked to

this reference laser with a UGF of 200 Hz using an SR560. As shown in figure 4-8,

the RMS level of length noise is 2 orders of magnitude lower than before.

Its worth noting that this measurement gives us an answer which is almost cer-

tainly a pessimistic overestimate. First of all, the measurement was made in-air. The

actual aLIGO VOPO will be suspended in-vacuum on top of a HAM-ISI table, greatly

reducing the vibrations which create length noise. Also, the spectrum is sensor noise

limited above 5kHz and at lower frequencies is potentially limited by acoustic noise

pick-up from the 100 m fiber used to transfer light from the PSL to the squeezer.

Finally, we used a modest 200 Hz UGF servo with no boosts. The H1 Squeezer

servo had a 2 kHz UGF and a 4/400 Hz boost filter 3. Most likely, this cavity is

over-designed in terms of length noise.

3 1t is the residual length noise after feedback which matters, not the free-running length noise.
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Figure 1-8: Upper limit for the VOPO length noise (closed loop performance). The
length noise for the HI squeezer OPO is also plotted for reference. The new VOPO
design achieves a two order of magnitude reduction in RMS length noise.

The the H1 Squeezer OPO design was particularly prone to length noise because

it was built using off-the-shelf newport mirror mounts. There's probably a happy

medium between this floppy desigli and the nearly monolithic design used for the

current VOPO. We believe that we could get away with a simpler non-monolithic

design without seeing a noticeable degradation in phase noise performance. This

option will be explored in more detail in Chapter 7 when we propose a design for the

Advanced LIGO squeezed vacuum source.

4.1.5 Phase matching

In order to achieve a strong nonlinear interaction in the OPO cavity, the phase re-

lationship between the pump and fundamental fields needs to remain fixed. If this

condition is not met, the generated squeezed field will become out of phase with the

circulating field generated at earlier times leading to destructive interference. This

is depicted by the phasor diagram in panel a) of Figure 4-9. In practice, achieving

phase matching is non-trivial since the nonlinear crystal is dispersive (i(w) J n(w')).
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E a) Ec)

Figure 4-9: Phasor diagrams showing generated fundamental field in an OPA in the

phase mismatched, a). quasi-phase matched, 1), and phase matched cases.

From the description of parametric down-conversion in Chapter 2 we know that

this process must conserve energy (C, = 2 w,.). We have not yet discussed conservation

of momentum. The condition for phase matching can be formulated in terms of

momentum conservation between the annihilated and created photons

hAk = h -(w9 +) 2  =irt4r) 0 (4.9)
C C

From energy conservation, w. = '2w, and the phase matching condition reduces to

S(wa) = n(,.). Typically one measures the strength of the nonlinear interaction by

injecting a. small seed field into the cavity and operating it as an OPA. Assuming

that the seed field remains small so that the second harmonic field experiences no

appreciable depletion, the generated seed power as a function of the phase mismatch

is given by [13]

sin Ak L,/2 2
I(AkL) = 10 ( AL/2 (4.10)

Ak L(./2

where 10 is the level of seed power with perfect phase matching and L, is the inter-

action length in the nonlinear crystal. In the OPO, we use a technique known as

quasi-pIase matching where the direction of one crystal axis is switched throughout

the interaction length of the crystal to introduce a phase shift of r on the generated

field. If this poling is spaced correctly, as depicted in Figure 4-9 b), we may still

produce a large nonlinear gain. Comparing Figure 4-9 b) and c), it appears that
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Table 4.3: Parameters of KTP [41]

aKTP (6.7 0.7) X 10-6[110C]
dn(wr)(T 250C) 1.4774 x 10-5[1/0C]
dn~w (T = 250C) 2.4188 x 10-5[1/oC]
n(w,)(T = 250C) 1.830
n(w,)(T = 250C) 1.889

quasi-phase matching is intrinsically weaker than ideal phase matching. While this is

technically true, in practice quasi-phase matching allows one to use stronger nonlin-

earities that are not well suited to other phase maching techniques, such as the d33

nonlinearity in KTiOPO 4 (KTP). The ideal poling period for quasi-phase matching

is given by Aopt

2wr A1
AO~ -= , -r (4.11)

SAk 2(n(w.) - n(w,))

In practice the interaction length, the indices of refraction, and the polling period A

all vary with temperature. The phase mismatch may be expressed as a function of

temperature as follows

LeAk = 27rLc(T) (-[n(wg, T) - n(w,, T)] - (4.12)
Ar A(T)

In order to optimize the phase matching, one must set the crystal temperature equal

to the phase matching temperature To. By expanding Equation 4.12 around To we

get [36, 44]

LeAk = 2krLCO (aKTP[n(wg) - n(w,)] + d + d ( -T 0 ) (4.13)

Here, aKTP is the linear coefficient of thermal expansion for KTP and all temperature

dependent parameters have been evaluated at room temperature (250C) since these

values are readily available (see Table 4.3).
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4.1.6 Dispersion compensation for co-resonance

With the dully-resonant cavity design, we stabilize the length of the cavity using a

PDH servo with the pump field. This keeps the pump field on resonance, but this does

not guarantee that the fundamental field will also be resonant because the nonlinear

crystal is dispersive. In order to maintain a high and constant level of squeezing

we must ensure that the fundamental field remains resonant. The condition for co-

resonance is that the round trip phase for both the pump and fundamental fields be

a multiple of 27r. When the dual resonance condition is met, the round trip phase

shifts are given by

#r = kr[Lnca,(Wr, P) + (n(w,) - l)LCtot] + 4rM = 27rmr (4.14)

9 = kg[Lnca(wg, P) + (n(wg) - l)Lc,tot] + k, m = 27rmg (4.15)

where L is the total round trip cavity length, Lc,tt is the total crystal length, Or,m,

#,,m account for the phase shifts due to reflections off of the cavity mirrors, ncat,

is the index of refraction outside of the crystal (which depends on the pressure in

the vacuum chamber), and mr, mg are integers. The PDH lock holds the cavity

at a fixed length which one may calculate by solving Equation 4.15 for L. At this

length Equation 4.14 will not, in general, be satisfied. The strategy for achieving co-

resonance is to vary the crystal length in order to allow both Equations 4.14 and 4.15

to be realized simultaneously. In principle, one may adjust the length by changing

the crystal temperature. The temperature dependence of the dispersion mismatch is

given by j36]

dA,= - (wg)] + dn(w,) dn(wg -- LtOt dAkLe

dT =ATPL\T) dT dT 2Lc dT
(4.16)

We see that the temperature dependence of the dispersion mismatch is nearly the

same as that of the phase mismatch given in Equation 4.13. This makes it difficult to

satisfy both conditions simultaneously just by adjusting the temperature alone. For
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this reason, the crystal contains a small non poled region in addition to the interaction

length L,. This section is wedged such that the total crystal length may be varied

by translating the crystal perpendicular to the beam path. With this additional

degree-of-freedom one can show [361 that the phase dispersion mismatch is given by

dn(w,) dn(wg)
Ar ~ krLc (aKTP[r(wr) - n(w) + dT dT (T-To)

+ kr sin6w{n(wr) - n(wg)](y - yo) + krL[ncav(Wr, P) - ncav(Wg, P)] (4.17)

where To is the phase matching temperature and yo is the crystal position where the

cavity is co-resonant at the phase matching temperature and when the cavity is under

vacuum (ntcv = 1). From this expression, we note that the required cavity dispersion

compensation is pressure dependent (ie the optimal value of y is different from yo when

the vacuum chamber is vented). For this reason, we required a motorized translation

stage for the crystal which could be adjusted after pumpdown. With a 5 mm wide

crystal and a wedge angle 0, = 1.150, there are approximately 10 locations across the

crystal where co-resonance is possible, though in practice only a few are far enough

from the edges of the crystal to avoid clipping the beam.

4.1.7 Optimizing the parametric gain

We now examine the parametric gain in the presence of imperfect phase matching

and deviation from co-resonance caused by an offset from the ideal temperature (AT)

or crystal position (Ay). The impact of a phase mismatch is to alter the normalized

nonlinear interaction strength [51]

X'(AT) = xeiAkL/ 2sinc(AkLc/2) (4.18)

If co-resonance is not satisfied, then a detuning A, is introduced for the fundamental

field.
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Figure 4-10: Measured nonlinear gain as a function of temperature and crystal

position [1041. At each crystal position, the temperature was varied to trace out the

dependence of the nonlinear gain on the co-resonance condition. The peak of each

measurement corresponds to co-resonance at that particular crystal position. After

measuring at various positions, the optimal temperature and crystal position can be
determined by fitting the data to Equation 4.21.

(A TAy)= '
T

(4.19)

Typically, we determine the parametric gain of the OPO by injecting a smrall seed

field through the CLFI mirror and measuring the amplification of the transmitted seed

field. The resulting parametric gain is given by 136]

(1 +(Ar/ 't ) 2 -1
(+ (A /'1'o)2 -I XI)2

(4.20)+A + x ci(b+AkL,/2) 2tot

Choosing O4 to optinize G yields

(1
x sinc(AkLc/2)

1 + (A,./T))2
(4.21)

which reduces to a value g, which we will refer to as the nonlinear gain, when the

cavity is co-resonant and perfctily phase irratclied
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Figure -1. t: Picture of the in-vacunilt linodyne detector. The circuit is emnlos(d in
a 11( lu tinetal ly scaled ahuinim 1)oX fromll SRI IHlerIlle tiCs.

Gtr( r) = (1.22)

For KTP, the IIWHM of the sine funietion (escribiIlg the pllase mnatcliiiig as a

function of AT is around 2'-C. he dh1endenee of A/o"' ol AT Is much larger a1(1

Ieaids to a IIWTiM for G;/f of a 0.1 degrees for the (avity. Tis einans that the level

of squeezing produced by the OPO is far more sensitive to temperature

fluctuations than that of a cavity which is resonant for the fundamental

field alone. This is the main tecineIal drawback for using a doubly-resonant design.

In practice, one mnust ieasire the Iparametvi gain as a funetion of temperature

and crystal position to fiid the optiimal operatiiig point. The standard procedure

for (loilig this is (escribed in [981. The ieasnrerment is shown in Figutr 4-10 whih

(Ietemiled tI phase matching temperature to he 33.58'( in-air 1041 and 133.36C

wheni underoi va cutm 11051
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Figure 4-12: Honodyne Low frequency noise performance. The interface board noise

spectrum has been divided by the relative gain between the two outputs for clarity.

4.1.8 In-vacuum homodyne readout

The lionodvne detector, which is described in detail in several LIGO technical (hoc-

uments [56, 57j, is designed to have a dark noise level 20 dB below shot noise for 1

mW of LO Power. It has comparable noise performance to the AEI honiodyne used

during the HI Squeezing experiment and features a few minor improvements. The

detector has higher bandwidth on the DC path (800 kHz instead of 100 kHz), it uses

a series resonant circuit design for the RF path for better noise performiance and

isolation from the DC path, and has additional low bandwidth single PD readouts

for convenience. This circuit was enclosed inside of a hermetically sealed and UHV

compatible box and installed in the vacuum chamber. It is pictured in Figure 4-11.

It is reasonably well described in [57. A homodyne interface box was later de-

signed which, among other functions, adds some additional pre-anplification which

makes it easier to achieve good low frequency noise performance. Figure 4-12 shows a

comparison in noise performance between the monitor output on the homodyne and

the pre-amplified output from the interface board. As shown here, the former can

sometimes deteriorate when plugged into test equipment.

4These values should be the same, iii principle, but are slightly offset due to sensor error. The

thermistor doesIl't measure the crystal temperature but that of a metal block iii thermal contact

with the crystal. The thermistor valuie for the phase matching temiperatlure ellds ip depending oil

both the circulating pmp power and the pressure iii the chamber
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Figure 4-13: Simple schematic of VOPO experiment control scheme. The OPO servo
employs feedback to both the cavity length and pump laser frequency. The CLF servo
feeds back to a VCO driving of one of the AOMs. The LO servo feeds back to a piezo
which actuates on the LO field phase.

4.2 Control scheme performance and technical noise

Due to the double AOM technique, the control system for this experiment was actually

quite simple. A depiction of the control scheme is given in Figure 4-13. We will briefly

describe the three servos and their noise performance.

4.2.1 OPO length servo

As discussed in Chapter 3, OPO length noise limited the phase noise performance of

the previous LIGO squeezer. In principle, any fluctuations in detuning can result in

phase noise and should be suppressed. The OPO servo typically used a bandwidth of

between 10-20 kHz with feedback to both the OPO length and pump laser frequency

(crossover frequency of 250 Hz). An open-loop transfer function is shown in Figure 4-

14. Figure 4-15 shows a typical calibrated error signal spectrum for the current

operating conditions (UGF 10 kHz with a roughly 1/f loop shape)., which is shot noise

limited at all frequencies. The shot noise level is relatively high since the modulation

depth was kept modest to avoid adding additional RF phase noise. In hindsight, it

appears that a slightly lower UGF around 5kHz would have been optinal.
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Figure 4-14: A transfer function for the OPO servo. With a single 10 HzI kHz boost

enabled, the loop has a roughly 1f response with a 10 kHz UGF and around 80 degrees of

phase margin. This servo achieves shot noise limit performance at all frequencies. Figure 4-

15 shows an error signal spectrum with the current operating parameters.

4.2.2 Coherent locking

As described in Section 2.7, two servos are required to stabilize the squeezing angle:

one to stabilize the CLF phase relative to the pump phase (CLF loop) and another

to stabilize the LO phase relative to the CLF phase (LO loop).

For the CLF loop, we fed back to a VCO (Marconi 2026) providing the RF drive

for one of the AOMs. A typical open-loop transfer function is shown in Figure 4-

16. This servo was typically operated with a unity gain frequency of 20 kHz. Higher

bandwidths would only be beneficial if the shot noise level were reduced. A typical

error signal spectrum is shown in Figure 4-17.

The LO servo used a Noliac 2123 ring PZT actuator which had a, fundamental

resonance around 90 kHz. Initially, we operated this loop with a UGF around 10 kHz,

but over time the piezo assembly developed a feature around 20 kHz which limited

the bandwidth to 5 kHz. Higher unity gain frequencies would have been beneficial.

Though, in Advanced LIGO, the unity gain must be kept low enough to keep the

control sidebands resonating in the arm cavities (which have a free spectral range
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Calibrated error signal for OPO Servo showing contributions from shot noise

noise. The servo is completely shot noise limited.

of - 37.5kHz). A typical transfer function is shown in Figure 4-18 and a typical

calibrated error signal is shown in Figure 4-19.

4.2.3 Technical noise from the seed field

When a small seed field is present on the CLF, classical noise on the seed field can

degrade the squeezing at low frequencies. Additionally, classical noise on the pump

field can be transferred to the seed field via the nonlinear interaction in the OPO

cavity5 . This becomes an issue if the contribution to the total variance of the output

field due to classical noise is comparable to or larger than the contribution from

quantum noise. To calculate the impact of classical noise, we will use the model

developed in [51]. Further discussions of this model may be found in several theses [50,

70, 98.

In order to account for classical noise couplings between the seed and punip field

we must expand the forumalism presented in Section 2.4.2 to include the required cross-

coupling terms. One can derive the equations that follow by starting from Eqn. 2.13

"When the seed amplitude is zero, this coupling becomnes second order. For an OPO which is
truly vacuum seeded, classical noise on the pumip field is not an issue
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Figure 4-16: Typical transfer function for the CLF servo. UGF of 20 kHz and 70 degrees

of phase margin. At high frequencies, we see considerable phase loss due to the sound wave

propagation time across the crystal. High bandwidth operation would require an AOM with

a smaller crystal.

and no longer assuming that - and Sb are zero. As shown in Chapter 5 of [70j,

Equation 2.20 becomes:

I
sxf (Q) = Of 6eX< + 0c16X + 0 ,x + eA (4.23)

Where the definitions for SX", are generalizations of those given in Eqn. 2.22:

6AI)

A2
SX= 2

SB1

SB.)l

And the noise transfer functions are defined as
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Figure 4-17:
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Calibrated error signal for CLF Servo showing contributions from shot iloise
line) and SHG Length noise (Orange Trace)

Of = F[Mf(iQ - M)-'M - I]F-1 (4.25)

OcIf = FMf(iA - M) -Mc.fF- 1  (4.26)

=- M)-M- (4.27)

rm IiMf (iQ - M) NA (4.28)

where F, defined previously in Equation 2.22, is the operator for transforming from

the sideband picture to the two-photoIl picture. Here we've generalized Eqn. 2.18 to

iiiclnde additional cross coupling terms between the seed and pump field.

_7tot

M =

0

C ! e 0  
ae,-1 0

-Y "o 0 (*ae1 

0 -ot 0

O-
0
A 0 tot-(du0 79

where we have assumed that we are perfectly co-resonant (A0 = A, = 0) and have

expressed the DC circulating field at the fundamental freqlulency as a = aei^' an(d AL
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Figure 4-18: Openi Loop transfer function for LO servo.

is defined as

, /' 0 0

M = 0 (4.30)
0 0 V 2% 0

\0 0 0 Q

and -\A represents the coupling of detuning fluctuations ((5a,b) to the output fields

and is given by

-Mcio.,ioA

M X 0 (4.31)

Using these expressions we may c dculat the variance of the output field. Before

computing this expression, it is useful to mnake a few simplifying assumptions. First

we will assume that 0[3/2 = 7/2, ai-s required for Advanced LIGO. Second, we are

only looking at sueezing sidcbands In the audio band, so we ay neglect Q. Third,

Ue assuhe that the phase matchIng is perfect such that * = . Also, we ca set all
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Figure 4-19: Calibrated error signal for LO Servo showing contributions from SHG length
noise, shot noise, and CLF loop shot noise.

variances chic to entering vacuum fluctuations equal to unity. Finally, I'll choose to

neglect the detuning noise term, (-. Applying these assumptions to Eqn. 4.23 and

computing the variance yields:

1()t _ 1)2 + 1o'1112 + 1 I 4V7 + 2 11i, J"I'll + 1 3)2 + f ,

+ II 2 vinumpIn + 1( 1)2 + 1 0() 2 (21)

o" 1  =(| 2)|2 + 72 + |. i " + | . 21pum.',i

+| 0 ,2 +| o l2 +12 [ p7rq)," + +2J2 -<2 + 0 2

Where, to first order in c the above coefficients are given by

(4.32)

(4.33)

(1,1) _2 f
f .tot(I + x)

(2,2)

f f
_n 9oCOS 04 } qf7 - 1,31 ) ( -ix)

/ gjo Y9 (1 + x)

(1) 2 y{'y

_1y o(1 + )

2 -yr Y'r

^YI. (I - J) I

0(1

~(2,2)
Hf

) _2ac cos 0A 7g -
"tot."o(1 + x)

2 f (if

(4.34)

tot (4.35)

}4rf IIf
2ae COS 0 (

0- c~f (4.36)t
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g(1,4) _ 2 aesinA 7 2 asinOA 6 I 14) _ _2aesinOa f,.P(f
, t.ott(l + x) 7-yotytot(1 + X) ' cl - 30270(1 + x)

(4.37)

if elf f

(2,3) 2aEsinOA (2,3) 2ae sin 0 A 7Yg 0(2,3) 2 E Sin OA 'Yg 'Yr

f -YtyOt (1 - X) 7)"')*( -g X)' lg(1-)

(4.38)

ME C 2 O 6 9 4 (2,4) 2E COS A ^Y'T 2aE cos O VY 7gc'(2,4) E)_ 6acoO 19COO Y () ~ el
Of - Ytot'Ytot(1 - x) -ytot^gtot(1 - X) ' elf -tot got (1 - X)

(4.39)

and the terms due to detuning fluctuations are given by

2aei^OA(6a - - 6b66) 2'y
( = 0 =) _t (4.40)A I A -yrto(1I+ X2)

We may recover the variances V+ and V_ from Eqns. 2.27 and 2.28 by setting the

seed field amplitude equal to zero in Eqns. 4.32 and 4.33. To avoid degrading the

interferometer spectrum with technical noise, we require that the contribution due to

classical noise be at least a factor of ten below the quantum noise level'. The ratio

of classical noise to quantum noise in each quadrature may be computed as follows:

V1,ciassical _ V1 t - V+ V2,classical _ V2 " - V-<

V+ - V+ ~~.1 V- -2V- <01 (.1

From Eqns. 4.32 and 4.33, we see that the only information we need to determine

everything is the quadrature variances of the input fields normalized to their respective

shot noise levels. As an example, we calculate V2"f'" from a phase noise amplitude

spectral density sO(2) (in radians/rt(Hz)) by dividing by the shot noise amplitude

spectral density in the phase quadrature:

6 1n principle, it is only the noise in the squeezed quadrature that effects the strain sensitivity,
provided that we've included an appropriate filter cavity. In practice, however, we'd like to be able
to characterize the quantum noise in all quadratures for diagnostic purposes prior to injecting into
the interferometer. Also, the requirement for the squeezed quadrature can be relaxed somewhat
when allowing for realistic levels of optical loss between the squeezer and the interferometer readout.
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2

Vf -'a = /Pseed) (4.42)

where Pseed for the case of the experiment was 0.38 fW. With this seed power level,

we can place some constraints on the required noise performance of the pump and

seed field. The pump field must have a relative intensity noise (RIN) of < 4 x

10' I/x/M and a relative phase noise with respect to the local oscillator field of

< 3 x 10- 3 rad/VH at all measurement frequencies within the detection band (10 Hz

- 10 kHz). Likewise the seed field must have a RIN< 0.25 I/v/Hz and a relative phase

noise with respect to the local oscillator field of K 3 x 10- rad/A'z. We see that

these requirements are quite reasonable. As a result we did not have any issues with

technical noise from the seed field with the double AOM setup once we reduced RF

crosstalk between the two AOMs.

4.2.4 Comparison with technical noise from backscattered light

We note that the noise coupling due to path length fluctuations between the readout

and squeezed light source discussed in 3.5 in the context of the backscattered light

field can, in principle, add technical noise to the seed field as well. This is discussed in

Chapter 6 of Sheila Dwyer's thesis [361. However, with only 0.38 fW of seed field inci-

dent on the OPO, this is not expected to be a limiting noise source. By comparison,

the backscatter calculation for a suspended VOPO with no added Faraday Isolator

presented in Figure 3-2 correspond to a seed power level of roughly 1 nW incident on

the input coupler of the VOPO. For this reason, all noise couplings presented in the

previous subsection which are proportional to a, such as down-conversion of classical

noise on the pump field, will be more of an issue for the backscattered field than they

will be for the seed field. We will discuss these noise couplings in detail in Chapter 7.
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Figure 4-20: Highest level of measured squeezing (in-air). This spectrum was taken

prior to optimizing the readout for low backscatter performance.

4.3 Squeezed light source performance

To date, the level of squeezing ineasured with the set-up has been modest. We are

primarily limited by readout losses due to the photodiode quantum efficiency (95%)

and homodyne visibility.

The highest level of squeezing to date was -9 dB observed above 1 kIz o 11 03/ 2015,

as shown in Figure 4-20. At this point we had a homodyne visibility of 97.5%, but

we were still limited by technical noise due to backscatter at lower frequencies. In

the process of tracking down this excess technical noise, the lenses on the squeezing

path were cocked slightly to climinate potential spurious interferometers. Since then,

a homodyne visibility of 95% has been more typical.

The best in-vacuum spectrum to date is shown in Figure 4-21. This spectrum

deteriorates at low frequencies due to excess intensity noise caused by polarization

fluctuations on the light exiting the LO fiber. We were able to reduce this effect by

isolating the fiber from vibrating surfaces.

After venting and fixing the polarization fluctuation issue, we were able to obtain

nearly flat squeezing down to below 1 lz, as shown in Figure 4-22. An improved
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Figure 4-21: Best inl-vacuum spectrum

in-vacuum spectrum is expected in the near future.

4.3.1 Phase noise performance

One major goal for the Advanced LIGO squeezed vacuum source is to achieve a

significant reduction ill the phase noise level intrinsic to the squeezer itself. Using a

rigid OPO cavity design and high bandwidth feedback, we were able to attain a level

of phase noise almost an order of magnitude lower than the previous best audio-band

squeezer [61].

The coherent control technique described in Section 2.7 uses two servos to stabilize

the squeezed quadrature angle. The first servo, the coherent locking field (CLF) loop,

phase locks the CLF to the pump field. Since the phase of the pump field determines

the orientation of the squeezing ellipse, this effectively stabilizes the phase of the CLF

relative to the squeezed field. The second servo, which we will refer to as.the LO loop,

phase locks the LO field to the CLF. The aggregate effect of these two loops is to

stabilize the phase of the LO relative to that of the squeezed field. Therefore one
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Figure 4-22: An in-air spectrum showing nearly flat squeezing down to I Iz

may use the quadrature sum of the two calibrated error signals as an estimate of the

phase noise.

In practice, using the CLF and LO error signals to determine the phase noise

can be difficult. The coherent control technique is susceptible to lock-point errors.

When lock-point errors are present, the coherent control error signals are no longer

a reliable measure of the total phase noise. Both the LIGO and GEO 600 squeezing

experiments suffered fron lock-point errors, and their quadratnre control error signals

vastly underestimated the level of pliase noise as a result I35, 37].

Consequently, we chose to infer the phase noise level using a more direct method.

By measuring the level of squeezing and anti-squeezing at a variety of non-linear gain

values, one can determine the level of phase noise by fitting the data to Equation 2.47

in order to determine r6tot and OAS. The measurement is shown in Figure 4-23. W'

see that the phase noise level is given by RAIS = 1.3 0j mrad.

Due to the extensive efforts to minimize OPO Detuning noise, we believe that

the apparatus is not significantly impacted by lock-point errors. To verify this we

compared the direct measurement of the phase noise with the total predicted by the

quadrature control error signals and found the two to be in agreement.

Calibrated error signals are shown in Figures -17 and 4-19. We see that the CLF

127



40

30

20

10

CO

--
0

(3)

0
z in

n~'.

-8
-8i

10 2
Nonlinear gain

Figure 4-23: Data and fit for the phase noise characterization measurement. The
red traces correspond to the theoretical values for squeezing and anti-squeezing as a
function of non-linear gain for q = 0.829 and 0,. = 1.3 mrad. The sub-figure shows
a close-up of the fit for the squeezing data.

loop has achieved broadband shot noise limited performance. As shown in Figure 4-

19, the shot iioise fluctuations imposed oil the CILF by the CLF servo show up in the

LO loop error signal, though this contribution is well suppressed within the control

bandwidth. The bulk of the RMS for the LO loop is caused by length noise on the

SHG cavity. The SHG length noise contribution to both error signals was estimated by

multiplying the error signal spectrum for the SHG length servo by a transfer function

from the error point oii the SHG servo to the error points on both quadrature control

loops. This estimate is only plotted in regions where the transfer function had good

coherence. The total phase noise due to SHG length noise (1 0.3 mrad) and CLF

shot noise (0.9 0.3 mrad) listed in Table 4.4 represent the quadrature sum of their

contributions to both error signals.

Some additional phase fluctuations in the LO loop are present below 2 kHz, but

they do not significantly alter the estimate of the total phase noise. These fluctuations

have not been rigorously characterized, though we did observe a significant decrease
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Table 4.4: Loss and phase noise budget

Source of Loss Value (%)
OPO Escape Efficiency 2 1

Propagation Losses 1 0.2
95% Homodyne Visibility 10 0.5

Photodiode quantum efficiency 5 t 3
Total Efficiency '= 0.83 0.03

Source of Phase noise Value (mrad)
OPO Detuning Noise 0.35 0.1

OPO Control Sidebands 0.35 0.1
SHG length noise 1 0.3
CLF shot noise 0.9 0.3

Total Phase Noise Oris = 1.4 0.5

in noise at these frequencies when we acoustically isolated the optical fibers.

The remaining detuning noise on the OPO cavity also contributes some phase fluc-

tuations. Since OPO detuning noise gives rise to lock-point errors, this term cannot

be reliably inferred from the quadrature control error signals. Instead, we measured a

calibrated error signal for the OPO length servo and computed the resulting squeez-

ing angle fluctuations using Equation 3.4 as done in [?]. Due to the intrinsically low

cavity length noise and high servo bandwidth, this error signal is completely shot

noise limited. Using this method, we calculated a contribution of 0.35 0.1mrad due

to OPO detuning noise.

Additionally, a small portion of the 86 MHz control sidebands on the pump field

used to lock the OPO cavity are converted into phase fluctuations on the squeezed field

via parametric down-conversion. Based on a measurement of the modulation depth of

these control sidebands, their contribution to the total phase noise is 0.35 0.1mrad.

All major sources of phase noise are listed in Table 4.4. The quoted uncertainties

for the OPO Detuning noise, SHG Length noise, and CLF shot noise contributions

represent the uncertainties in calibrating the relevant error signals in each case. The

total phase noise level listed at the bottom of the table is computed by taking the

quadrature sum of all of the individual noise terms.
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Chapter 5

Theoretical model of a realistic filter

cavity

In this chapter we will introduce a formnalismn for modelling the various technical

defects of quantum noise filter cavities. This chapter is loosely based on a paper

authored by the MIT LIGO group a few years ago [651. Though I was not ani author

on this paper, I lead the experimental effort to validate its predictions using the 2

meter filter cavity prototype which will be discussed in Chapter 6. Therefore, I will

still present this background theory in detail.

6A,

I
6A 2

6Ai -
MAout

Figure 5-1: A quantum noise model of an optical system. This consists of transition

matrices T, representing components of the optical setup, loss terms Li which degrade

the squeezed field and add incoherent vacuum fluctuations and a detector which

computes the variance.
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5.1 Formalism

As depicted in Figure 5-1, we will build a nodel of the quantum noise in the systei

using four basic components: Input fields 6A, representing vacuum fluctuations, 2 x 2

matrix operators T representing various coipoiients of the system, Loss operators Li

which account for tlie attenuation due to losses and the additional vaNtuum fluct uations

xvhich enter the system, and a detector which computes the variance l)ase(i on the

transfer matrices for the various vacuum fluctuation fields.

All operators will be expressed using the two photon formalism. The input vacuum

fluctuation fields are written as a vector of quadrature operators:

(SA,1 (f2)N
SA(Q) = j (5.1)

6SA,, 2 M) )

The component iatrices mnap incoming 2- photon states 5Aji (Q) to outgoing 2- phot on

states 6A((Q). Sometimes these will be most naturally expressed in terims of their

1-photon matrices:

T = FT1 1 <1  (5.2)

where 1 is the 1-photon to 2-photon conversioni matrix defined previously in Equa-

tion 2.22. As shown in Figure 5-2 we will treat our optical loss elements as a two

port system using the "Beamsplitter Model" introduced in Section 2.5.1. For each

6A,

6A

6AUA-+ -+ 6A>t
6 Ain+v'T- 6Aout

Figure 5-2: Modelling optical loss as a two port system. The squeezed field Ai,, (Q)
is attenuated and incoherent vacuum fluctuations (5A(Q).are added in. This is equiv-
alent to the beamsplitter model of optical loss discussed in Chapter 2.
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ri- -
Figure 5-3:

6A

Mout
2 Oh])

A simplified version of Figure 5-1 where the two loss terms have been

combined. Losses may be combined when T 2 is diagonal. When off-diagonal iiatrix

elements are present, T2 will correlate the two quadratures of 6A, and the two

entering vactuum fluctuation fields may 10 longer be combined into a single term.

loss term, an additional vacuum fluctuation field is summed into the system.

We note that, when the matrix T2 in Figure 5-1 is diagonal, then we may gather

the two loss terms L, and L2 into a single loss term L1 with a single vacuum input

field 6A1(Q) as shown in Figure 5-3. If the off-diagonal elements of T2 are non-zero,

then T2 will introduce correlations between the two quadratures of SAn(Q) and this

grouping of loss terms is no longer valid. Assuming that T2 is diagonal, the output

field 6Ao 1 (Q) is given by:

(Amt(Q) = Tj,,Aj,( ) + T1O6A1 (Q)

Tf = /1 -L TT 1

T = /

(5..3)

(5.4)

(5.5)

The detector D then computes the output variance based on the tranifer matrices for

the various vacuum fields entering the system:2

V(cpLo, Q) =1 7(d() (TUTf + [T,TXI*) dtLo (5.6)

where T indicates transpose, * indicates conjugate, and t indicates conjugate trans-

we define L such that I - L = (1 L I)(1 - L2) or, in terms of the notation used in Chapter 2,
1= 111112

2I won't derive this formula rigorously here. A detailed proof can be fonid in Chapter 4 of
Toruoki lsogai's thesis 1581
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POSC. llere, weve defil('d

(LLO = (5.7)

where KLt)O is the measurement quadrature angle.

5.1.1 Formalism for Advanced LIGO

iAj 6Aro

6Ai--o -+O-@ +- T - + D -V5A~Eqz1 K (0 1C -f - Lini 7 t rQ J-

Figure 5-4: A model of Advanced LIGO using the formalism. This model contains a

squeezer (Tsqz), a filter cavity with mode mismatch (tooTp. and T, ), and an interferom-

eter (T<0 ). The loss terms must be separated iito injection and readout losses (Li,. aund

L,.0) because optomnechanical effects in the interferometer introduce an off-diagonal matrix
element in Tijo. The individual transition matrices are derived in the main text.

Using the formalism we've developed, we may build a model of Advanced LIGO

with frequency-dependent squeezed vacuum injection. A schematic of the model is

shown in Figure 5-4. The model consists of five basic components. First, the input

vacuum fluctuations pass through a frequency independent squeezed vacuum source

with transfer matrix T sqz- Next tie squeezed state passes through a filter cavity

represented by Tje, though any portion of the field which is not correctly mode-

natehied will bypass the filter cavity. Finally, the frequency-dependent squeezed state

is injected into the interferometer (Tifm) before being detected at the output port.

We must treat the losses along the injection path (Lin,) and the readout path (L,0)

separately since Tif, has non-zero off-diagonal values which introduce correlations

between the two quadratures of 6A.
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5.2 Components of the model

We will derive matrices for the various components of the model for Advanced LIGO.

5.2.1 Squeezed vacuum source

For the purposes of this model, the squeezed vacuum source may be treated as an

ideal squeezed light source (as presented in Section 2.3) followed by a loss representing

the escape efficiency of the OPO cavity. This loss term will be grouped with the rest

of the injection losses in Li. We compute Tsqz by expressing Equation 2.4 as a

two-photon operator in matrix form:

Tsqz(r, 0) R(OB/2)S(r, O)R(-OB/2) = ROB/2SrRBOB/2

COS O 2 - sinOB/2 er 0 COS OB/ 2  sinOB/2 (.
I' I I , (5.8)

sin OB/2 cos OB12 0 e-r sinOB/ 2 COS OB/2

5.2.2 Filter cavity

The portion of the field incident on the filter cavity which overlaps with the TEMOO

mode of the cavity, denoted by too will experience a frequency-dependent quadrature

rotation. The impact of the filter cavity on the squeezing sidebands depends on its

complex amplitude reflection coefficients:

t? rrte-i'(Q)
rfc(Q) = rin - -i-"n__, (5.9)

ri. 1 - rrte-'o(a)

where ri, is the amplitude reflectivity of the input mirror and r.t is the cavity's round-

trip amplitude reflectivity. For a linear cavity of length Lfc and resonant frequency

Wfc, the round-trip phase <(D) is defined as

b(DQ) = (Q - Aw Lf) c , (5.10)

where Awfc = wf, - wo is the cavity detuning with respect to the carrier frequency.
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For a high-finesse cavity near to resonance, we can make the approximations

- ~1 - i'( ) (5.11)

and rt ~rin~ 1t- tj0

~ t + (tin + los )/2, (5.12)

where t' . accounts for the power lost during one round-trip in the cavity (not in-

cluding input mirror transmission).

Under these approximations, and neglecting higher order terms in t , t? and

<D(Q), 5.9 can be rewritten as

rfc(Q)) = 1 2 1 +i (Q) (5.13)
1+ ig() 1+ (Q)

where

2toss _ c ti085  fFSR t2 (5.14)
t? + t2, 2Lfcfc I'M loss2( o -ssos

- ((Q) Q - AWC (5.15)
t? + t2055  'Yc

and the cavity linewidth (HWHM) is defined as

1-r2 c + +_____ c
7tfc = =r .n ls (5.16)

2 2Lfc 2 2Lfc

We note that 7'fc depends inversely on the cavity length and it is therefore the loss per

unit length toss/Lif which determines the filter cavity performance. The matrix Tfc

can be written in terms of a 1-photon matrix with diagonal matrix elements given by

Equation 5.9 evaluated for the upper and lower quantum noise sidebands:

Tf = F r+ 0 F 1  (5.17)

we0 r*

where r = rfc(iG). At this point, it is convenient express r as a phasor:
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Figure 5-5: Schematic showing the inpact of the detuning on the observed quadrature
rotation. A carrier field has been added for clarity. Here the pink line represents the
sum of the two sidebands as they evolve in time and indicates which quadrature is
being modulated. For an undetuned filter cavity, we only get a differential phase shift
between the two sidebands. This does not actually rotate the modulation quadrature.
When the filter cavity is detuned, we get a. conirnon phase shift which does result in
a quadrature rotation.

(5.18)

and to define the common and differential quantities3 :

0>++a_.
(X= and p P+ )

In 9

In terms of these quantities, we may rewrite Tfc in the following form for additional

insight:

T fc =Ic1"{Rt,( (p, - Ip, , )

lossless

(5.20)

lossy

The first term consists of an overall phase shift and a quadrature rotation oper-

ation. This term represents the action of a lossless filter cavity. Note that it is the

common phase shift between the upper and lower squeezing sideband, dentoted by

ac 1 , which gives rise to the quadrature rotation while the differential phase shift a,

just applies a term which is equivalent to a time evolution of both sidebands. This

explains why the filter cavity must be detuned, since a, = 0 for an undetuned filter

3This is the same ap which appears in Equation 3.20. We derive the closed form given in

Equation 3.20 using Equation 5.13.
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LIIat Q-t -CX

Before Filter Cavity After Lossless cavity After Lossy cavity

Figure 5-6: Schematic showing the impact of coherent dephasing on the anti-
squeezing sidebands. A carrier field has been added for clarity. Here the pink curve
represents the sum of the two sidebands as they evolve in time and indicates which
quadrature is being modulated. In the presence of loss, the sidebands become unbal-
anced. As a result a small portion of the anti-squeezing contaminates the measure-
ment quadrature. Since the pink modulation curve is now elliptical instead of linear
we cannot simply rotate the sidebands to get rid of this contamination.

cavity. The impact of common and differential phase shifts are depicted in Figure 5-5.

The second term in Equation 5.20 represents the impact of optical loss on the ac-

tion of the filter cavity. Note that this term does not correspond to decoherence (i.e.

the replacement of squeezed photons with unsqueezed vacuum), which is accounted

for by the iujection loss term in the model. Instead it is a consequence of the fact

that one of the sidebands is closer to the cavity resonance and therefore experiences a

higher level of loss. As depicted in Figure 5-6, this causes the two sidebands to become

unbalanced (p,, $ 0) and results in a small amount of the anti-squeezed quadrature

contaminating the measurement quadrature. This effect is known as coherent dephas-

'nq and cannot be undone by applying another rotation to the sidebands.

In some sense, coherent depliasing is similar to phase noise in that it limits how

high we can increase the normalized non-linear interaction strength x. Eventually the

increase in anti-squeezing will begin to dominate the squeezed quadrature variance.

Unlike phase noise, however, this technical effect is highly frequency-dependent. We

will discuss the implications of coherent dephasing for Advanced LIGO in Section 5.3.
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5.2.3 Mode mismatch

As shown in Figure 5-4, only the portion of the squeezed field which is properly

mode matched will enter the interferometer. Likewise, the mode matching between

the squeezed field and the local oscillator (interferometer field in the case of DC

readout) will also impact the measured variance. In order to compute the impact of

mode matching, it is useful to expand the squeezed and LO fields in the basis of the

Hermite-Gaussian modes of the filter cavity, denoted by U

00 00

Usqz = aUn, with ao = 1 1 - a,12 (5.21)
71=0 n=1

00 00

Uio = bnU, with bo = 1- EZ b-n2 (5.22)
n=O n=1

where an and bn are complex coefficients and Uo is the filter cavity fundamental mode.

Since the filter cavity is held near the resonance of the fundamental mode, we assume

that all other modes (U, with n > 0) are far from resonance. They are reflected by

the input coupler, but are otherwise unmodified by the cavity. Thus, the squeezed

beam after reflection from the filter cavity is given by

00

Urfc rfc(Q) *Usq = rfc(Q) ao Uo + E aU . (5.23)
n=1

We will express the spatial overlap integral of the reflected field and the LO field as

(Uo Urfc) too rfc(Q) + tmmnt (5.24)

where too = aob* and t., = E 1 anb*. From Equation 5.24 and it's adjoint,

we can derive the two photon transition matrix shown in Figure 5-4 which take us

from the input field to the portion of the output field which overlaps with the local

oscillator 4

4 The the remainder of the reflected field which is not mode matched to the LO is effectively lost
as it cannot be measured. As a result we must account for this the injection loss term.
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tooTfc + Tmrn

where Tmm is defined as:

Tmm = F (mm ) _1 = jtmmj R(arg(tmm)). (5.26)

The addition of this coupling path results in a frequency dependent rotation error

with respect to the rotation expected from a perfectly mode matched filter cavity.

If the mode mismatch is small (less than 10%), this error can be corrected by a

small change in the filter cavity detuning. In general, the phase arg(tnm) is uncon-

strained. As we shall see, this leads to some uncertainty in the level of anti-squeezing

that is inadvertently rotated into the measurement quadrature which in turn creates

uncertainty in the level of measured squeezing at low frequencies.

5.2.4 Interferometer

The transition matrix for the interferometer can be obtained by writing the quantum

noise terms from Equations 1.84 and 1.85 in matrix form

1 0
Tifo = ( ) (5.27)

where we have omitted the uninteresting phase shift term e-2i3. For the purpose

of this calculation, we will assume that the interferometer is lossless and note that

a formalism for including the effects of loss is given in [18]. The parameters for

Advanced LIGO were presented previously in Table 1.1.

5.2.5 Propagation and loss terms

We may now compute the total transition matrices needed to express the measured

variance in terms of the input vacuum fluctuation fields. The transition matrix for

the squeezed field (which originates from 6Ait) is given by
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TiII: l V/ -Lro 1 - Liij ()Tifo (tooTc. + Trmn) Tsqz (5.28)

Here, we have defined Lo as the total losses between the interferometer and the

readout, and a frequency-dependent injection loss term Linj(Q). Prior to specifying

Linj it is useful to define the audio-sideband transmission coefficient from the squeezer

to the interferometer:

Tin () = (toorf(Q) + trm) 7 lpfrop (5.29)

where Iesc and p,0, are the OPO escape efficiency and propagation efficiency along

the injection path respectively. We may then define the two photon injection loss as

an average of that for the upper and lower sidebands:

Linj (Q) 1 - (|ri.nj(+Q)I 2 + ITin(-)|2)/2 (5.30)

Using these expressions we can compute the transfer matrices for the injection

and readout loss fields 6Aijn and 6Aro.

Ting =V/1 - LVLnj (Q)Tifo (5.31)

Tro = LroI (5.32)

5.2.6 Phase noise

As with the losses, phase noise can be broken into two categories: frequency indepen-

dent phase noise which impacts the level of squeezing at all measurement frequencies

and frequency dependent phase noise which disproportionately impacts the squeezing

sidebands that are within the filter cavity linewidth. The only source of frequency-

dependent phase noise treated in [651 comes from detuning noise on the filter cavity.

Calculating a closed-form expression for this term is difficult and it is typically com-

puted numerically. Once computed, the measured variance is given by:
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Figure 5-7: Maximum level of squeezing as a function of loss and phase noise with

S< 5 (maxium of 10 dB of injected anti-squeezing). We see that phase noise has a
limited impact for realistic levels of optical loss.

V'(&o, 2) = V((o, 2) cos2 [Ors( 2)] + V(o5 L + 7r,/2, 2) sin2  ((2)] (5.33)

Where V (0to, 2) is computed using Equation 5.6 and .M(2) is the RMS level of

phase noise experienced at sideband frequency 2.

5.3 The impact of coherent cephasing and frequency-

dependent phase noise

The phase sensitivity (in rad/m) of a Fabry-Perot cavity scales linearly with the

Finesse and the Finesse required for the filter cavity scales inversely with Lp.. As a

result, relatively modest levels of length noise can add significant levels of phase noise

for shorter filter cavities. Available suspension and seismic isolation technology can

suppress the length noise to a level where it becomes inconsequential, though such
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Figure 5-8: Maximum level of squeezing as a function of loss mid phase noise for a

frequency-dependent sciucezedi light source xvith a kilometer-scale filter cavity. rflis

allows for a nonlinear gain p < 30 (Maximum of 19 dB of injected anti-squeezing).

For phase noise levels ;> 10 inrad, we recover the performance shown iin Figure 2-4.

hardware can increase the cost significantly.

As discussed previously, coherent dlephiasing results in an unavoidable addition of

anti-squeezing into the measurement quadrature. Unlike frequency-dependent p~hase

noise, this effect cannot be further niitigated with current technology wvithiont increas-

ing the filter cavity 1length.

In principle, these eflects (Jily degrade the squeezing at frequencies that are of

order 7yc or smaller. However, recent analysis has shown that the sensitivity imiprove-

ment from low frequency squeezing is critical for maximizing the detection range for

complIact binary inspirals |75j. Therefore, it is likely that Advanced LIGO will elct

to reduce the level of injected anti-squeezing by turning down the nonlinear gain in

order to minimize the degradation a~t low frequencies due to coherent dephasing and

frequency-d(eperidelit phase noise 5.

5nmode nuinatch can also have an impact, since the pJOrtiOnl of the squeezed field which bypasses
the filter cavity can lproiect anti-squeezing into the measurement quadrature at low frequencies.
However, the strong diependleIne of filter cavity performance on cavity length iin |75|, suggest that
this (lid not pose a major limitation.
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Unfortunately, this will result in a decrease in the level of high frequency squeezing.

According to the analysis in [751, a nonlinear gain of g = 5 (or roughly 10 dB of

injected anti-squeezing) is optimal for a 16 meter filter cavity with losses of order 8

ppm/m. In analogy with Figure 2-4 we plot the optimal level of measured squeezing

as a function of total loss and phase noise for g < 5 in Figure 5-7. In this scenario,

we would measure roughly a dB less of squeezing with 25% total loss than would be

possible with a more reasonable nonlinear gain. One should also note that having low

frequency independent 6 phase noise performance will avail us little in this scenario

due to the restriction on the nonlinear gain. With a 16 m filter cavity, low phase noise

would only be useful in specialized circumstances when it is advantageous to turn up

the nonlinear gain to optimize the high frequency sensitivity7 .

By comparison, a km-scale filter cavity considered in [751 would perform optimally

with a nonlinear gain of g = 30 (or roughly 19 dB of injected anti-squeezing). As

shown in Figure 5-8 the performance shown in Figure 2-4 is mostly recovered for

achievable levels of total loss and phase noise.

5.4 Expected performance of the Advanced LIGO

16 m filter cavity

Table 5.1 lists the parameters for Advanced LIGO used in [65]. The Filter cavity and

detuning and linewidth were determined by plugging t' into Equations 3.23 and 3.21

and computing the desired parameters. Here we are assuming a slightly lower value

for the frequency independent losses (e 15%) than what we initially anticipate for

Advanced LIGO (See the first column of Table 3.1). This value was chosen to allow

for 6 dB of squeezing using a low nonlinear gain as discussed in Section 5.3. From

Figure 5-7, we see that with more realistic levels of loss (a 25%) one would get

roughly 5 dB of squeezing at high frequencies.

6 The CLF will not enter the filter cavity. Therefore the frequency-dependent phase noise caused
by filter cavity detuning noise will not be suppressed by coherent control.

7or in the event that we are unable to achieve radiation pressure limited performance for whatever
reason
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Table 5.1: Parameters used in in the application of this model to Advanced LIGO.
Reproduced from [651

Parameter
Filter cavity length
Filter cavity half-bandwidth
Filter cavity detuning
Filter cavity input
mirror transmissivity
Filter cavity losses
Escape Efficiency
Propagation Efficiency
Readout losses
Mode-mismatch losses
(squeezer-filter cavity)
Mode-mismatch losses
(squeezer-local oscillator)
Frequency independent phase noise
(RMS)
Filter cavity length noise (RMS)
Injected squeezing

Symbol

Lfc

'7fc

Awfc

t2tt
?esc

71propdesign

Lro

mmrFC

mmiLO

6LfB

(TdB

Value

16 m
27r x 61.4 Hz

2Ir x 48Hz

66.3 ppm

16 ppm
2%
3%
5%

2%

5%

30 mrad

0.3 pm
9.1 dB

Figure 5-9 shows the expected reduction in quantum noise for Advanced LIGO.

We see that the low frequency level of squeezing is primarily degraded by the intra-

cavity loss. Also note that, due to the extremely high cavity finesse (~ 70000), the

level of degradation caused by detuning noise (frequency-dependent phase noise) is

significant despite the modest RMS value of 0.3 pm for the filter cavity length noise.

Though the level of squeezing at low frequencies is modest, a realistic 16 meter filter

cavity still offers considerable performance gains and remains a worthwhile upgrade.

One should note the uncertainty introduced by the mode mismatch. As discussed

in Section 5.2.3, because the phase of tm. is unconstrained, this creates some un-

certainty in the quadrature angle of the field which bypasses the filter cavity due to

mode mismatch. The cyan curves in Figure 5-9 represent the expected degradation

as arg(tmm) is allowed to vary.Consequently, this results in some uncertainty in the

level of squeezing measured at low frequencies. If either the mode-matching between

the squeezed field and the LO or between the squeezed field and the filter cavity are

perfect, tm = 0 and this uncertainty disappears. The sole impact of any remaining
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Figure 5-9: Quantum noise reduction for Advanced LIGO using a 16 i filter cavity

(adapted from Ref. [65]). The predominant source of degradation at. low frequencies

is optical loss inside the filter cavity.

mode-mismatch is to add an additional frequency independent loss.
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Chapter 6

Audio-band frequency-dependent

squeezing experiment

By squeezing the vacuum fluctuations entering an interferometer's readout port, the

sensitivity of the instrument can be significantly improved [22,100-102], leading to

richer astrophysical observations. However, optomechanical interactions dictate that

the vacuum's squeezed quadrature must rotate by 90 degrees around 50 Hz [9,63,65].

In this chapter I describe an experiment where we store spectral components of a

squeezed state for 128 ps in a 2-m-long, high-finesse optical resonator to produce

frequency-dependent squeezed vacuum.

To implement frequency-dependent squeezing in Advanced LIGO [103] a 3 ms

storage time is required; comparable to the longest ever recorded [110]. As opti-

cal losses severely limit the finesse and storage time achievable for a given cavity

length [591, experimental realization of such cavities is extremely challenging, with

the only prior demonstration of quadrature rotation in this way having targeted MHz

frequencies [251. Nevertheless, filter cavities represent the best prospect for develop-

ing an audio-band frequency-dependent squeezed vacuum source in the near future,

with other techniques restricted by thermal noise [891, the level of squeezing produced

at low frequencies [33] or loss-induced decoherence [551.

By injecting light from a squeezed vacuum source into a filter cavity and measuring

the spectrum of noise in the reflected field as a function of quadrature phase, we
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Table 6.1: Parameters of our two meter filter cavity. The range in the values indicated
with a * will be discussed in Section 6.1.3

Parameter Value

Cavity length 1.938 m
Free Spectral Range 77.33 MHz
Input Mirror Transmission (1064 nm) 192.2 1.3 ppm
End Mirror Transmission (1064 nm) 1.55 t 0.14 ppm
*Intra-cavity loss (1064 nm) 4.5-16.5 ppm
*Finesse (1064nm) 29900-31700
*Linewidth (1064 nm) 2.44-2.56 kHz
Input Mirror Transmission (532 nm) = 1%
End Mirror Transmission (532 nm) a 3%
Finesse (532 nm) ~ 150
Linewidth (532 nm) 500 kHz

demonstrate 90' quadrature rotation of a squeezed vacuum state at 1.2 kHz. This

is the first demonstration of the desired 90' rotation required for advanced LIGO.

This first demonstration of frequency-dependent squeezing in the audio-band uses

technology and methods that are scalable to the required rotation frequency, heralding

application of the technique in all future gravitational-wave detectors [75,83].

6.1 Experimental overview

In the following subsections we will present the experimental apparatus in detail.

6.1.1 2 meter filter cavity

The only previous demonstration of frequency-dependent squeezed light generation

1251 was done at frequencies of order 15 MHz, where the requirements for the filter

cavity are relatively lax. To achieve the desired frequency-dependent quadrature

rotation of our squeezing ellipse at audio-band frequencies, a long storage time optical

resonator is required. In order to keep the filter cavity length at a practical scale for

a table-top experiment, we chose a ~ 2m cavity length with a finesse of ~ 30000,

resulting in the desired linewidth of ~ 2.5kHz. The filter cavity mirrors are dichroic

and also form a low finesse (~ 150) cavity at 532nm. A complete list of the filter
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cavity parameters is given in Table 6.1.

6.1.2 Filter cavity control and diagnostics

The layout of our filter cavity table is shown in Figure 6-1. The output of a 500 mW,

1064 nm Nd:YAG solid state laser (filter cavity laser) was split into two portions. The

first was frequency doubled using a single pass SHG and used to lock the laser to the

filter cavity with a bandwidth of 30 kHz with a Pound-Drever-Hall servo in reflection

from the end mirror of the filter cavity. The lower finesse 532 nm cavity is used to

avoid the added difficulty in acquiring and maintaining lock with the 1064 nm cavity

directly. As we will discuss in Section 6.1.3, a robust length servo is required to keep

the level of frequency-dependent phase noise added by detuning noise at a reasonable

level.

The remainder of the was double-passed through an AOM (200 MHz Crystal Tech-

nologies AOMO 3200-1113) which shifts the field frequency by the required detuning

Awfc (see Equation 3.23) plus an integer number multiple of the filter cavity free

spectral range. A fraction of this frequency shifted light is then fiber coupled over to

our squeezed light source (see Section 6.1.4) and is used to phase lock the pump laser

to the filter cavity laser1 . The result of this phase lock is that the frequency offset

of the pump laser, and therefore the squeezed vacuum, from resonance in the filter

cavity was stabilised and could be controlled by varying the AOM's drive frequency

in order to produce the desired 90' quadrature rotation.

The remainder of this frequency shifted field is split into two diagnostic paths

which we shall refer to as the cavity beam and the diagnostic beam. In order to set

the detuning, we injected the cavity beam through the end mirror and measured the

power in transmission (using PDrt) and changed the detuning AOM drive frequency

accordingly. We also made a mode measurement of the cavity beam in transmission

through the filter cavity and used to optimize the mode matching of the squeezed

'This light is first passed through an AOM which shifts its frequency up by 80 MHz, the pump
laser is then phase locked with a -80 MHz offset resulting in no relative frequency shift. This frequency
offsetting is required to avoid using a DC phase lock which suffer from undesirable intensity noise
couplings.
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To PLL 2 F1
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Main Laser 2 To LO PZT

f 29. 5 MHz
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Figure 6-1: Filter cavity table schematic. The output of a 700 mW 1064 n NPRO
is split between two paths. The first path contains a, single-pass SHG. The genlerated
532 nrn field is used to lock the laser to the filter cavity 532 nm resonance. The
remaining light is double passed through an AOM which frequency shifts the field by
an integer nuinber of FSR plus Awfc which is tuned to 1.2 kHz as required to achieve

a 90 degree squeezed quadrature rotation. Some of this light is fiber coupled to the
squeezer table and is used to phase lock the pump laser to the filter cavity laser in
fix the squeezed field detuniing at Awf. The phase lock field is first shifted up in
frequency by 80 MHz and the phase lock beat note is demodulated at -80 MHz to
avoid running the phase lock loop at DC where intensity noise can couple into the

measurement. The remainder of the frequency shifted light is split into two diagnostic
paths referred to as the "cavity beam" and "diagnosic beam". One must toggle the
position of several flipper mirrors and beam blocks in order to use these paths. Their
function is described in the main text. The squeezed field generated by our frequency

independent squeezed vacuum source is injected into one end of the filter cavity and

characterized with a balanced homnodyne readout.
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field into the filter cavity. With this technique, we were able to quickly achieve 99%

mode matching. Finally one may also use the cavity beam to measure the relative

overlap between the cavity field and the local oscillator. As discussed in Section 5.2.3,

mode mismatch can significantly degrade the performance of a frequency-dependent

squeezed vacuum source, particularly at measurement frequencies < yfc.

The diagnostic beam was primarily used to characterize the loss and length noise

performance of the cavity. By adjusting three flipper mounts (Fl, F2, and F3) one

can inject the diagnostic beam into the front of the cavity and measure the incident

field, the field in transmission, and the field in reflection with PDi, PD,, and PDd

respectively as required for our loss measurement techniques [59]. The diagnostic

beam was also used on occasion to lock the laser to the 1064 nm cavity directly using

a reflection Pound-Drever-Hall servo. The same PDH setup was also used as an out-

of-loop sensor of the detuning noise performance of the filter cavity when the laser

was locked to the 532 nm cavity. The calibrated detuning noise spectrum shown in

Figure 6-3 was measured using this out-of-loop sensor.

6.1.3 Filter cavity characterization measurements

As discussed in Chapter 5, intra-cavity loss and detuning noise can significantly de-

grade the performance of quantum filter cavities. The impact of both of these tech-

nical effects is more acute for shorter filter cavities which require a very high finesse

to reach the desired linewidth. A shorter filter cavity will have a larger loss level

per meter resulting in a larger degradation in squeezing [421. A cavity with a higher

finesse is also a more potent detuning noise to phase noise transducer, necessitating a

much better suppression of detuning noise. For this reason, we undertook an exten-

sive effort to minimize the level of optical loss in our filter cavity. We also designed

a suitable control scheme to suppress detuning noise.

A detailed study of optical loss from our filter cavity mirrors was carried out both

at MIT [591 and at Caltech [78,111]. Figure 6-2 shows the results the MIT study of

cavity loss as a function of spot size and spot position 2 . The spot size was varied by

2Additional details about these loss measurements can be found in Tomoki Isogai's thesis 1581
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Figure 6-2: A sunnary of the loss measurements made with our 2 neter filter cavity
(adapted from Ref [59]). Here the plotted loss value represents the sum of the intra-
cavity loss and end mirror transmission ( 1.5 ppm). The losses were measured as a
function of beam spot size and spot position on the optic.

adjusting the length our nearly concentric cavity. No significant dependence on beam

spot size was observed, but the loss varied significantly for different spot positions on

the optics. By carefully selecting a low loss position on the optics, intra-cavity loss

levels as low as ~~ 2.5 ppm per optic were achieved. One should note that the range

in the values for the intra-cavity loss, finesse, and linewidth in Table 6.1 account for

the various data points in Figure 6-2. The loss values obtained here suggest that we

can easily meet our target of < 1 ppm/n for the Advanced LIGO filter cavity (16 in

Confocal cavity).

A calibrated displacement spectrum for the filter cavity length servo is shown in

Figure 6-3. The bulk of the RMS comes from unsuppressed frequency noise above a

few kIIz. This is above the cavity pole (~ 1.2 kiIz) so its impact on the phase of the

reflected squeezed field is significantly reduced.

Figure 6-4 shows the level of frequency-dependent phase noise as a function of
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Figure 6-3: Calibrated displacement spectrum of Filter cavity length servo error

signal. The filter cavity length servo was typically operated with a bandwidth of

30kHz
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Figure 6-4: frequency-dependent phase noise due to Filter Cavity detuning noise.

Based on a length noise measureinent from 8-24-14 shown in Figure 6-3. 60 Hz

harmonic line noise was not subtracted from the displacement noise spectrum, as had

been done with previous detuning inoise estimates.
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Figure 6-5: Schematic of the squeezed vacuum source used in this experiment. This
instrumnent was used for the II squeezing experiment [1021 and is described in detail
in several theses [26,36,98]. It is functionally identical to the instrument presented in
Chapter 4, though there several differcuces in implementation. In this case, the CLF
is generated using a second laser phase locked to the pump laser, the SHG cavity is
external to the puip laser source, and the OPO cavity is operated in-air. The pump
laser is phase locked to the filter cavity laser in order to stabilize the squeezed field
detuning from the filter cavity resonance.

squeezing sideband frequency. For sideband frequencies < , detuning noise adds

approximately 60 mrad of frequency-dependent phase noise, with the contribution

falling off rapidly at higher frequencies. The impact of this detuning noise oi our

squeezing sidebands is significant, but not completely debilitating, as will be discussed

in Section 6.2.1.

6.1.4 Squeezed vacuum source

The squeezed vacuum source, depicted in Figure 6-5, was the same instrument which

was used during the LIGO Squeezing experiment in 2011 [1021. It was shipped back

to MIT after the conclusion of the I1- squeezing test and was recominissioned for

squeezed vacuum injection into the 2 meter filter cavity. A detailed description of

this squeezed vacuum source can be found in several theses [26, 36, 98] and relevant

characterization measurements can be found in [37,43]. Unlike the squeezed vacuum

source presented in Chapter 4, all components are operated in-air. The OPO used in

this experiment is based oi a, designi developed by the McClelland Group at ANU.
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The control scheme for this squeezed vacuum source is largely the same as that

presented in Chapter 4 for the in-vacuum squeezer with a few modifications. This

squeezed light source used a second laser phase locked to the pump laser with a fre-

quency offset to generate the CLF. This additional high bandwidth (400 kHz) servo

made this squeezed vacuum source somewhat more cumbersome to work with. Addi-

tionally, an external Second Harmonic Generator (SHG) cavity was used rather than

a Diabolo laser. A theoretical overview of second harmonic generation was presented

in Section 4.1.1. An additional phase lock between the pump and filter cavity lasers

(denoted PLL in Figure 6-5) was used to stabilize the detuning of the squeezed field

relative to the filter cavity, as discussed in the previous section. This second phase

lock used a more modest bandwidth of a 30 kHz.

During the LIGO squeezing experiment, the pump laser was phase locked to the

interferometer laser instead to ensure that the injected squeezing was at the correct

frequency. This servo had high bandwidth (a 250 kHz) to suppress the relative phase

noise between the pump and interferometer lasers as much as possible. In this exper-

iment, the goal of the PLL is to suppress frequency-dependent phase noise caused by

the relative detuning noise between the squeezed field and filter cavity. Since the filter

cavity laser servo also had modest bandwidth, a high bandwidth phase lock would

only succeed in suppressing the relative frequency noise between the two lasers at

higher frequencies. Therefore an increase in phase lock bandwidth without a similar

overhaul for the filter cavity servo would have been of limited value. Consequently,

we decided to forego the additional bandwidth for the sake of simplicity.

In addition to the various servos required to measure squeezing spectra, we also

implemented a simple servo for amplifying and stabilizing the intensity of the diag-

nostic seed field. This was extremely helpful for characterizing the alignment of the

squeezed field to the Filter Cavity, since a relatively bright seed field is required to

get a decent signal in transmission through the filter cavity. The set-up is depicted in

Figure 6-6. The seed field injected through the rear of the OPO cavity will experience

a phase dependent amplification due to the non-linear interaction:
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where PcY and 6*cbd are the incident seed field power and phase respectively and

P111 is the transmitted seed field power. We see that this gives us an error signal for

phase locking the seed to the pump field, which in turn stabilizes the transmitted sced

power. Using a thin pellicle mirror we picked off a small amount of the transmitted

seed power and fed back this error signal to the CLF path PZT to lock the seed phase

to the ptlmp field. This servo was kept locked while aligning to the filter cavity and

when optimizing the visibility at the homodyne readout.

6.2 Production of frequency-dependent squeezing

We achieve the appropriate quadrature rotation by reflecting a standard frequency-

independent squeezed vacuum state off the Filter cavity [5162,63i651. As with other

resonances, that of the filter cavity is dispersive. Spectral components of the squeezed

vacuum that lie within the linewidth of the cavity experience a change in their phase

upon reflection; those outside the linewidth do not. By operating the filter cavity in a

detuned configuration, differential phase can be imparted upon the upper and lower

squeezed vacuum sidebands, leading to frequency dependent quadrature rotation.

The combined experimental setup is depicted in Fig. 6-7. The apparatus consists

of the broadband squeezed vacuum source described in Section 6.1.4, a detuned filter

OPO 4H PD

To FC>4> iOPQ

Pellicle on
Mach Zender Flip Mount

-ISS PD

Offset

Figure 6-6: Set-up of the seed stabilization servo.
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Fi re 6-7: Audio-badii frcq1lncdtpedeut squeezed vacium source. Frequency-
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(perated in a travciNg -w ve confoiuration. The OPO is pImped with light provided

by a Second Harilolic Generator (SIIG). The generated squeezed state is subse-

quentlyh iun(jected into a dichroi (106 j )32 inn) filter cavity along path (A) where it

Undergoes equencl(dQ( mit quadrature rotation. A Faraday isolaitor redirects the

returning squeezed field along path (B) towards a homodyne rieadouit system iwhere

frequency-dependent squeezing is m iasured. The control laser is phase locked to the

puitip field with a detuinng of 29.5 Mhz and is injected through the rear of the OPO

cavity. This field co-propagates with the squeezed field to the homnodyne readout and

is used to lock the local oscillator phase using the colierent control technique. The

detuninig of the filter cavity is set using all acolsto-optic mii1odulator (AOM).
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Table 6.2: Parameters of the frequency-dependent squeezed vacuum source. Entries
marked by an asterisk were determined most accurately through fitting to recorded
data. In all cases fitting produced values in keeping with independent measurements
and their uncertainties.

Parameter

Filter cavity length
Filter cavity storage time
Filter cavity decoherence time
OPO nonlinear gain*
OPO escape efficiency
Propagation loss*
Homodyne visibility
Photodiode quantum efficiency
Filter cavity round-trip loss*
Freq. indep. phase noise (RMS)*
Filter cavity length noise (RMS)*
Filter cavity-squeezed vacuum
mode coupling

Value

1.938 408(6) m
127.5(25) ps

1.8(4) ms
12.7(4)

95.9(10)%
11.9(9)%

96.6(10)%
93(1)%

7.0(16) ppm
31(7) mrad

(7.8 0.2) x 10-13 m

97(2)%

cavity described in Section 6.1.1 which produces the desired frequency-dependent

rotation of the squeezed quadrature, ancillary systems which set the detuning of

the filter cavity as described in Section 6.1.2, and a balanced homodyne detection

system for measuring the squeezed state. Key parameters of the system are listed in

Table. 6.2.

The squeezed vacuum source is built around a traveling-wave OPO cavity [28,99]

resonant for both the 532 nm pump light and the 1064 nm squeezed vacuum field it

generates. The OPO outputs 11.8(5) dB of squeezing via parametric down-conversion

in a non-linear periodically-poled KTP crystal. After leaving the OPO, the squeezed

field is reflected off the filter cavity, inducing rotation of the squeezed quadrature for

spectral components that lie within the cavity linewidth.

The filter cavity is a symmetric, near-concentric, 2 m long Fabry-Perot cavity. It

has a storage time of 128 ps and a finesse of -30000 for 1064 nm light. The inferred

cavity round-trip loss, excluding input coupler transmissivity, is Lrt = 7 ppm [591,
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corresponding to a decoherence time, defined by

T(ecoherence -cln(1 - Lrt), (6.2)

of 1.8 ms. The cavity also features a low-finesse (~150) 532 nm resonance which is

used to stabilize the detuning of the squeezed field relative to the filter cavity.

Finally, balanced homodyne detection [47,991 is used to measure the squeezed

state after reflection from the filter cavity. The output of the homodyne detector is

used to fix the quadrature of the squeezed state relative to the local oscillator field

using the coherent control technique [241.

Measured quantum noise spectra are presented in Fig. 6-8. The data are normal-

ized with respect to the value detected with unsqueezed vacuum fluctuations such

that the reported values describe the deviation from shot noise due to the addition

of squeezing.

Rotation of the squeezed quadrature occurs near 1 kHz. Squeezing levels of 5.4(3) dB

and 2.6(1) dB are observed at high and low frequency, respectively. Weaker squeezing

at low frequencies is due to the spectral selectivity and internal losses of the filter

cavity, which result in some decoherence of the squeezed state. To achieve the desired

quadrature rotation, the central frequency of the squeezed vacuum field is held close

to filter cavity resonance; low-frequency squeezing sidebands thus interact with the

filter cavity whereas high-frequency sidebands are reflected and incur very little loss.

6.2.1 Realistic model of the filter cavity

A quantum noise model of the form presented in Chapter 5 that includes realistic

frequency-dependent decoherence and degradation mechanisms was used to evaluate

the results [65]. The model, depicted in Figure 6-9, is similar to the model for Ad-

vanced LIGO presented in Section 5.4 and depicted in Figure 5-4 except that the

interferometer has been removed.

While all aspects of the system were meticulously characterized, certain parame-

ters were most accurately quantified through fitting this model to the measured data
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Figure 6-8: Demonstration of. frequency-dependent squeezing. Measured noise rela-
tive to that due to t he naturally occurring vacuum state (shot noise) as a function

of sideband frequency and readouit quadlraturc ?. The difference bctweeni the experi-
mental filter cavity detuning (offset from resonance) and( the dlesiredi value of 1248 Hz
is dleioted by Ay. Dashed curves represent thme output of the niodlel clescrilbed in [651
using the paramncters given in the legenid and Table. 6.2. The deviation of the recorded
dlata from predictionL below ~-.300H1z is dlue to unnmodeled environmental disturbances
iather than a fundamental limitation of time technique. Data ini this band were ex-
cluded from the analyses. The solid black curve provides an estimate of the overall

inprovemnent achievable if this frequency-dependent squeezed vacuum source were

applied to tihe appropriate interferoumeter. Ellipses illustrate the miOdeled squeezing
magnitude and angle (Wigner function) at tihe frequency at which they are located.
Tme umeasuredi noise is given by the projection of the ellipse onto the approp~riately
coloured readout vector.

(see Table 6.2) With te exception of filter cavity detuin n

ture angle, whlieh are different for each of the five nmeasuremeuts reported, a single

value for each system parameter was determined using all available data sets. Inm all

cases, fitted values were consistit with direct measurements, givT(n their umncertain-

ties. Fuirthlermore, thle (lose agreement between time measured (dat a andl the quantumm
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6A,

Figure 6-9: A diagram for the noise model of the 2 meter filter cavity. Except for the

oinssion of the interferometer (TwFo), this model is similar to the model for Advanced

LIGO discussed in Section 5.4 and depicted in Figure 5-4

noise model. presented in Fig. 6-8, indicates that all significant sources of squeezed

state decohierence and degradation are well modeled.

Optical loss, mode mismatch, and squeezed quadrature fluctuations (or phase

noise) cause decoherence and a reduction in measurable squeezing [37, 65]. For in-

stance, an ideal squeezed vacuum source with the operating parameters should pro-

duce 15.6 dB of squeezing, yet, as expected when the deterioration due to the above

listed effects is taken into account, the level we measured was below 6 dB.

Each source of loss leads to decohierence of the entangled photons which make

lip a, squeezed vacuum state. Losses outside the filter cavity affect all frequencies

equally and arise due to imperfect optics (propagation loss, OPO escape efficiency),

non-unity photodiode quantum efficiency, and imperfect mode overlap between signal

and local oscillator beams at the hoinodyne detector (visibility). One may combine all

of these factors in to a single detection loss, which was 29 % in the system. Detection

loss can be reduced, though at significant cost, through use of improved polarization

optics 1961, superior photodetectors and active mode matching [76].

The treatment of filter cavity losses is more complicated due to their frequency

dependence (see Chapter 5). As an indication, the total loss of the cavity was ap-

proximately 16 o on resonance. Advances in this area are limited by the combination

of currently available cavity optics and the necessity of using long cavities, and thus

large nun-scale beams, to achieve the required storage times [59].
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Figure 6-10: The model prediction for the amplitude quadrature. Given the large
contributions from imode mismatch and frequency-dependent phase noise, it appears

that we were using too high of a non-linear gain to achieve optimal low frequency

performance.

The mode coupling between the squeezed field and the filter cavity must also be

considered. As descussed in Chapter 5, this effect is more subtle than a simple loss

since that portion of the squeezed vacuum not matched to the filter cavity is not

rotated in the desired manner and yet still arrives at the homodyne detector. This

Ldephasing" effect corrupts the squeezed quadrature with noise from its orthogonal

counterpart in a frequency-dependent manner 165].

Cavity birefringence [7, 121 was investigated as a possible source of frequency-

dependent loss. However, studies verified that the elliptical birefringence in the sys-

temn, which unlike linear birefringence cannot easily be countered, was negligible. This

effect should be revisited in the context of any future systems.

Mitigating the above-mentioned technical noise effects, rather than concentrating

on generating stronger squeezing at the source, is currently the most profitable route

toward improved performance.

Figures 6-10 and 6-11 give a more detailed accounting of the impact of loss and

technical noise on the amplitude (<= 0 in figure 6-8) and phase quadrature (0 = 90)
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Figure 6-11: The model prediction for the phase quadrature. The squeezing level

at high frequencies is priiimarily limited by propagation losses and mode mismatch at

the homodyne readout.

respectively. Note that, in these figures, the 29% detection loss is broken up into two

terms: Injection /Readout losses and mode mismatch. We see that the level of high

frequency squeezing is completely dominated by detection losses. the low frequency

squeezing, on the other hand, appears to be mostly limited by readout/injectioi losses,

mode mismatch, and frequency-dependent phase noise. As discussed in Section 5.3,

botli frequency-dependent phase noise and iode ismatch result in the measurement

quadrature being contaminated with a projection from the antisqueezed quadrature.

Therefore, Figure 6-10 suggests that we were using too high of a nonlinear gain to

achieve optinal perforniance at low frequencies.

6.2.2 Detuning drift

When applying this technique for quantum noise reduction in Advanced LIGO, main-

taining the correct filter cavity detuning is critical for achieving the optimal sensitivity

mnprovenient. One major limitation of the 2 meter prototype was that the detun-

ing was not stable as a function of time. As shown in Figure 6-12, the filter cavity
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Figure 6-12: Drift in the filter cavity detuning as a function of time. Variations as
large as 300 Hz are comimion.

detuning can drift by several hundred hertz over a relatively short tine interval.

This was observed in the spectra presented in Figure 6-8. In Figure 6-13 we've

altered the curve fitting code to hold the detuning fixed at the optimal value rather

than allowing it to vary to optimize the overlap with the model prediction. Though

most of the curves still look OK, we see that one of the quadratures differs significantly

from the model. This is due to a drift in the detuning between measurements.

This issue was never thoroughly investigated, though there are two likely causes

which are both rooted in the fact that we stabilize the detuning using the cavity

response at the second harmonic wavelength. During typical operation, the 532 nm

and 1064 nim cavities were rarely aligned to be perfectly co-linear. This makes it

possible for there to be some alignment-to-length coupling which could cause the

1064 nut resonance to drift with respect to the 532 nn resonance. Also, because of

the enormous gap between the 1064 nm finesse (30000) and the 532 nm finesse (150)

a small offset in the green servo lock point can have a. significant impact on the 1064

nm detuning. For this reason, we plan to increase the 532 urn finesse to ~ 2000 for

the Advanced LIGO filter cavity.

6.2.3 Scaling for gravitational wave detectors

While this demonstration of frequency-dependent squeezing has brought the squeezed

quadrature rotation frequency 4 orders of magnitude closer to that required by gravitational-

wave detectors, it is still a factor of -20 away from the 50 Iz target of Advanced

LIGO. It is foreseen, however, that the initial implementation of frequency depen-
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Figure 6-13: Fit for data from Figure 6-8. Here, we do not allow the fit code to

account for detuning drift by allowing the detuning for each spectrum to vary as a

free parameter. The poor agreement between the fit and spectrum for &p;: 157

indicates that the detuning had drifted from the optinnal value.

dent squeezing in Advanced LIGO will involve a filter cavity 16 m in length, or a

factor of 8 longer than the cavity used in this demonstration [421. Furthermore, de-

tailed measurements of losses in long-storage time cavities I59, and calculations of

the impact of these losses on the performance of frequency-dependent squeezing [65],

indicate that a 16 m cavity with finesse roughly 3 times that of the onme used in the

present work will be sufficient for Advanced LIGO. Such a filter cavity would have

a storage time of 2.5 is, and 7-ccolierence ~ 0.7 is, which is sufficient to maintain a

modest level of squeezing below the rotation frequency [42,651.

Based on tie results presented here, previous experimental work [35,59,102 and

extensive theoretical studies [42,65,821, the authors and other members of the LIGO
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Laboratory have begun the process of designing and building a full-scale prototype

frequency-dependent squeezed light source for Advanced LIGO.

6.3 Conclusions

The principal goal of this endeavor was to demonstrate frequency-dependent quadra-

ture rotation in a band relevant to gravitational-wave detectors, informing the design

of all future squeezed light sources in the field. A frequency-independent squeezed

vacuum source is only able to reduce noise in the band in which its (fixed) low-noise

quadrature is well-aligned to the interferometer signal field. In this case, the ob-

served noise reduction would be approximated by a single one of the curves shown

in Fig. 6-8. For example, squeezing the quadrature phase, as previously demon-

strated in LIGO and GE0600, would reduce noise at high frequency and increase

noise at low frequency, as described by the blue, 0 = 900, curve. The equivalent

frequency-dependent source offers equal performance at high frequency but a relative

improvement of nearly a factor of 10 in strain amplitude at low frequency.

Applied to a gravitational-wave detector whose optomechanical response conforms

with the filter cavity rotation, and assuming the same ~30 % total losses, the overall

noise reduction available from this frequency-dependent squeezed vacuum source is

given by the solid black curve in Fig. 6-8. This trace represents the lower envelope of

the recorded data and the infinite family of curves at intermediate quadratures.

All present ideas for extending the reach of ground-based gravitational-wave ob-

servation rely on audio-band frequency-dependent squeezing [3, 39, 861. We have

demonstrated quadrature rotation of squeezed vacuum at audio frequencies, bringing

frequency-dependent squeezing 4 orders of magnitude closer to the required frequency

regime. Moreover, the measurement uses a relatively short filter cavity and thus leaves

a clear path toward scaling to longer storage times.

Extrapolating the results to the case of Advanced LIGO, assuming parameters

within reach of current technology, we find that the reduction of quantum noise with

frequency-dependent squeezing increases the volume of the detectable universe by
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about a factor of two [75j. Larger gains, up to nearly a factor of 1Q in volume,

are achievable when frequency-dependent squeezing is combined with other improve-

ments [75].
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Chapter 7

Implications for Advanced LIGO

The analysis presented in Chapter 3 outlining the design requirements for the Ad-

vanced LIGO squeezed light source was based on our understanding at the time of

the technical requirements and experimental challenges of implementing frequency-

dependent squeezed light injection with Advanced LIGO [42,82]. In subsequent years,

our community has gained a great deal of knowledge on frequency-dependent squeez-

ing [65,83], in-vacuum squeezer design and operation [84,112,1131, low phase noise

squeezed light source design 184], and the impact of squeezing on the astrophysical

reach of gravitational wave detectors [39,69,751. The results from the first Advanced

LIGO observation run [2, 291 suggest that binary black hole systems are far more

prevalent than previously expected. Also, commissioning work to date suggests that

reaching the desired operating power will be a significant challenge. Now that the

addition of squeezing to Advanced LIGO appears to be on the horizon, it is worth

re-visiting our original proposal in light of these more recent developments.

In this chapter, we will reflect on the past several years of research and discuss the

implications for the design and performance of the Advanced LIGO squeezed light

source. We will also discuss some potential changes for the control scheme and optical

design to incorporate lessons learned from the two meter filter cavity prototype and

the development of our in-vacuum squeezed light source. Finally, we will highlight

some barriers to implementing squeezing in Advanced LIGO that were not addressed

in Chapter 3 and discuss potential remedies as well as lingering questions which
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Figure 7-1: Sensitivity of the LIGO Hanford Observatory during the first observation

run of Advanced LIGO. The black trace shows the total noise level predicted using

the GWINC simulation tool. Note that there is a substantial amount of additional

technical noise below 100 Hz. Given the current injection power (20 W) and technical

noise, we are not close to being radiation pressure noise limited. This suggests that we

would still benefit from injecting frequency-independctent squeezed vacuum. The red

trace shows the quantum noise level assuming 10 dB of injected squeezing, 10 mrad

of phase noise, and 25% total loss.

require further study.

7.1 Prospects for improving the sensitivity of Ad-

vanced LIGO using squeezed light

In light of recent analysis of benefit from squeezed vacuum injection 169, 751, the

impact of filter cavity technical noise [651, and the results presented in Chapters 4

and 6 we may now make projections for the sensitivity improvement we expect with

squeezing for Advanced LIGO and various future upgrades.
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7.1.1 Frequency-independent squeezing as an early upgrade

We begin by considering the current state of Advanced LIGO. Though Advanced

LIGO did meet its target sensitivity for its first observing run, it did not attain the

design sensitivity presented in Figure 1-2. In fact, it is unlikely that we will reach

this sensitivity level before installing a squeezed vacuum source in at least one of

the two observatories during the commissioning period between the second and third

observing runs.

Significant technical issues need to be addressed before Advanced LIGO can meet

its design sensitivity. Much of the excess technical noise between 20 Hz and 100 Hz

is not well understood and may take significant time and effort to overcome. Also,

operating at full sensitivity will require increasing the injected power from 20 W to

150 W. Operating the interferometer at such high power can cause several technical

issues such as thermal lensing and the excitation of parametric instabilities [?]. -

It is also likely that the in-vacuum squeezed light source will be ready for instal-

lation before the filter cavity. Given these realities it is worth considering installing

a frequency independent squeezer as soon as possible. As shown in Figure 7-1, this

would allow us to increase our sensitivity above 100 Hz without causing significant

degradation at lower frequencies due to the increase in radiation pressure noise.

Its also worth noting that, in the limit of zero loss, the impact of frequency inde-

pendent squeezing on our quantum noise level is completely equivalent to increasing

the laser power. In this sense, frequency independent squeezing provides us with a

viable alternative to turning up the laser power in the event that operating at full

power proves to be impractical.

7.1.2 The impact of technical noise from a realistic filter cavity

As discussed in Section 5.3, technical imperfections of the filter cavity will allow a por-

tion of our anti-squeezing to contaminate the measurement quadrature and degrade

the low frequency sensitivity of the interferometer. Recent analysis of the impact of

squeezed light injection on the astrophyscial reach of Advanced LIGO suggest that
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Figure 7-2: The detection range for binary neutron star inspiral events as a functioni

of the level of injected squeezing (adapted from Reference [75]). Due to technical

imperfections of the filter cavity, very high levels of injected squeezing can reduce

the improvement in sensitivity. These effects are less of a limitation for longer filter

cavitics.

operating with the optimal low frequency sensitivity is critical for the detection and

analysis of gravitational waves from compact binary inspirals [69, 751. To date, we

have only detected gravitational waves from binary black hole systems which merge

at frequencies in the lower end to the Advanced LIGO sensitivity band [2,291

As a result, we will most likely choose to operate the squeezer with a relatively low

level of injected squeezing when the interferomneter is taking data. Figure 7-2 shows

that, with a. 16 m filter cavity, 10 dB of injected squeezing is optimal for detecting

gravitational waves from binary neutron star (BNS) systems.

In Chapter 3, we calculated that 20-25% total optical loss allows one to achieve

> 6 dB of squeezing enhancement provided that we limit our total phase noise to

< 10 inrad. This number assumes that we are free to increase the level of injected

squeezing in order to maximize the level of measured squeezing at frequencies where

we are shot noise limited.
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Figire 7-3: LExpected quantum noise level in Advanced LIGO. Three cases are shown.

The blue dashed trace represents the expected quantum noise performance of Ad-
vanced LIGO at full design sensitivity. The orange curve shows the quantum noise
performance of Advanced LIGO with an ideal filter cavity and 15% optical loss. The

black curve shows the quantum noise performance with the proposed Advanced LIGO
filter cavity described in Section 5.4. With a realistic filter cavity, the squeezer must
be operated with a lower nonlinear gain. This optimizes the performance at low

measurement frequencies but reduces the level of squeezing at frequencies where the

interferometer is shot noise limited.

From Figure 5-7, we see that when limited to 10 dB of injected squeezing (nonlinear

gain of g< 5) limiting our optical loss to 25% will only allow us to reduce our shot

noise level by 5 (lB. Attaining a 6 dB sensitivity improvement will require reducing

the total optical loss to 15% as shown in Figure 7-3.

Also figure 5-7 shows that, with only 10 dB of injected squeezing, the impact of

phase noise is negligible with 25% total loss. It also shows that our long term goal

of a 10 dB improvement in sensitivity would require reducing our total optical loss to

less than 2%. To date, not even table-top squeezing experiments have achieved such

a low level of loss.

In order to take full advantage of the reduction in optical loss and phase noise we

expect for Advanced LIGO, we would need to circumvent the limitations imposed on

us by the filter cavity. Given the level of loss in conventional optical coatings, our

only viable strategy at the moment its to make the filter cavity substantially longer.
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" Double the test mirror mass: This would reduce radiation pressure noise

by a factor of two. A larger surface area would also accommodate a larger beam

spot size.

" Longer suspension fibers: Suspension thermal noise scales as 1/L where L

is the length of the suspension fiber.

" frequency-dependent squeezing: Add a squeezer and a filter cavity to

achieve a broadband reduction in quantum noise.

A plot of the expected improvement in sensitivity is shown in Figure 7-4. If

implemented in full, these upgrades would double the detection range of Advanced

LIGO for binary neutron star and binary black hole inspirals [75].

7.1.4 Beyond Advanced LIGO

As of now, plans for third generation gravitational wave detectors are still tentative.

The most established proposals call for adding cryogenics to reduce thermal noise [3J,

increasing the interferometer arm length to reduce the impact of displacement noise

terms (which scale as 1/L where L is the arm length) 1391, or both [86].

One common element to all future designs is the injection of frequency-dependent

squeezing to achieve a broadband reduction in quantum noise. Many designs call

for 10 dB of squeezing. In light of the discussion in Section 7.1.2, this will most

likely necessitate a kilometer-scale filter cavity to reduce the impact of filter cavity

technical imperfections. As discussed in Chapter 3, this will also require that the total

frequency independent loss be limited to < 10%. Using a low phase noise squeezed

vacuum source like the one presented in Chapter 4 will be necessary to relax the loss

requirements as much as possible.

Despite these daunting requirements, it is clear that squeezed vacuum injection is

a technique which will be vital to the field of gravitational wave astronomy for the

foreseeable future.
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Figure 7-5: A Solidworks model of our new metal based VOPO design. Most. of the
components are screwed together which will allow for rapid assembly. alignment, and

(if necessary) replacenent of all major comiponenlts.

7.2 Proposed changes for Advanced LIGO squeezer

We now discuss soie chaig(es to the Advanced LIGO sq(uleezer design proposed in

Clhapter 3. These will be ba-sed on lessons learned from the two prototype experiments

conducted at MIT over the last several years which were discussed previously iII

Cliipter 1 and Chaptcr 6.

7.2.1 Modification of the VOPO Design

The iln-air OPO design used during the HI squeezing experiment suffered from a

very high level of ienigth noise which added more than 20 nrad of additional phase

lois( [371. In Chapter 3 we proposed using a ionoliti design fr the Advanced

LIGO OPO, similar to the design used for the Advxanced LIGO Output Mode Cleaner

cavity. Such a design would be UIIV compatible and have a negligible phase noise

contributioii from OPO cavity length noise

'e were aware at the time that, this design was overkill in terms of the cavity
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Figure 7-6: A Solidworks model of thec suspended platformn for our VOPO cavity.
This platformn will also house the fiber couplers and inijcction optics for the pumlp anld
CLF fields a-nd anl additional Farnaday isolator used for injecting the squeezed field
into the filter cavityN.

length ns retul-irements, but wo. figurcd that it made sense to just copy, anl existing

Cav.ity conlstru-lctloll method. Unfortinat(Ily, the monolithic design Proved to boe qui1te

difficult to assemlblo'. O1ur cavity layout resulted in the higher order modc spacig

and cavity alignmlent being ("xtremly,I senlsiti-ve to thc positionl and orenlta)ti oll of the(

two curved irror0s.

As a rcsuilt, ,wc decided to switch back to a metal bascod design for casier, a's-

sclmbly 174.. Bascd onl the ini-ai phase noise and OPO Ilingth ino-is(, measurcmnlts

presentled in Chapter 4,wc beliwvc thiat we haive roughl'y a factor of 10 of hecadroom for

additional kmlgthi nlose. Once the VOPO is suspended Ill vaCuumI- (sec the suspension

in Figure 7-6), we cxpect to mnect the length noise requiremynt casily.

W~e are also planniling on doubling the filesc of our cavit'y for 532mnn In order to

decreasoe the amIlounit of* pump power that, needs to bc, fber-couplcd into vlacuum11 to

17

I



operate the VOPO. Besides a slight increase in our susceptibility to added phase noise

from VOPO length noise (see Equation 3.4), we don't see any significant downsides

to this design change.

7.2.2 Mitigation of filter cavity detuning drift

In order to obtain the optimal sensitivity improvement from frequency-dependent

squeezing, it is necessary that the filter cavity detuning be held near its optimal value

given in Table 5.1. As shown in Figure 6-12, our 2 m prototype filter cavity suffered

from a significant level of drift in the filter cavity detuning. We suspect that this was

due to the large gap in finesse between the 1064 nm cavity resonance (a 30000) and

the 532 nm resonance (o 150) used for our cavity length servo. Small offsets in the

length servo result in a larger shift in the 1064 nm detuning relative to the narrow

1064 nm resonance. Detuning fluctuations as large as +300 Hz were observed. We

plan to address this by increasing the 532 nm cavity finesse to e 2000. The detuning

drift will scale as:

i6 m = 2mX 150A 2m (7-1)
16 m 2000

where Am and A2mn denote the detuning drift in Hz for our 16 m and 2 m filter

cavity respectively. Provided that this is the dominant source of detuning drift, this

rescaling should reduce the drift down to +2.8 Hz.

7.2.3 Simplified control scheme

One of the most significant limitations of the 2 m filter cavity setup was the complexity

of the control scheme. Producing frequency-dependent squeezing with that setup

required three lasers and eight servos '. As a result it was difficult to run that

apparatus with the high duty cycle required for use with Advanced LIGO. In this

section I'll propose a simplified control scheme which should lead to a considerable

'Employing the same control scheme for Advanced LIGO would require a 9th servo to phase lock
the filter cavity laser to the PSL
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improvement in ease of use. A schematic of my proposed design is shown in Figure 7-7.

No auxiliary lasers: One can achieve a significant reduction in complexity by

using only one laser source to operate the Advanced LIGO squeezer. As discussed in

Section 4.1.2, one can replace the auxiliary laser used to generate the CLF with our

2 m Filter cavity setup with two AOMs without adding a significant level technical

noise due to seed field contamination. We may lock the CLF servo (22 quadrature

control loop) by feeding back to a VCO driving one of the AOMs as was done with

our in-vacuum squeezer presented in Chapter 4.

One may also eliminate the need for a separate filter cavity laser and SHG by

obtaining the 532 nm field required for locking the filter cavity by picking off a small

fraction of the pump field. This field is then double-passed through an AOM and

used to lock the filter cavity length to the pump laser frequency. The detuning of the

squeezed field relative to the filter cavity can be controlled by varying the frequency

of the RF source driving this AOM. If desired, additional bandwidth for the filter

cavity length servo can be obtained by also feeding back to the drive frequency of the

detuning AOM at higher frequencies. However, one must carefully AC couple this

feedback path as any DC feedback would result in an offset from the desired filter

cavity detuning.

ISS and seed servo: DC Intensity stabilization of the pump field can greatly

reduce drift in the level of squeezing produced by an OPO [43,1081. For this reason

a Mach-Zehnder interferometer was used with the H1 squeezer [43] and the GEO 600

Squeezer [1081 to stabilize the level of pump power. For the VOPO, we require an

actuator which does not couple to the alignment to avoid misaligning our optical fiber.

Here, I suggest using an AOM, whose drive power may be varied to adjust the level

of pump power being shunted into the first order beam. As a possible alternative, we

are working on a new control scheme for the SHG cavity where we lock side-of-fringe

to stabilize the level of generated pump power.

The seed servo loop shown in Figure 6-6 used for generating a bright diagnostic

field for aligning our 2 m filter cavity required the use of a pick-off beam. This setup

is not ideal for an in-vacuum squeezer, as it would require an in-vacuum motorized
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flipper mount or waveplate. Such components require a vent of HAM 6 in order to

install a replacement if they break. As an alternative, one may stabilize the nonlinear

gain of the seed field using either a dither servo in reflection off the OPO cavity or

by phase locking the seed field to the CLF field, as shown in Figure 7-7. Unlike the

servo used for the 2 m filter cavity experiment, neither of these error signals directly

depend on the level of transmitted seed power. The transmitted seed power will still

drift if the incident seed power changes even after one stabilizes the non-linear gain.

OPO, SHG, FSS, and SQZ servos: As of now, I propose keeping the remaining

servo loops more or less the same as they were for the H1 squeezing experiment. The

only major change I propose is obtaining the SQZ loop error signal (1Q quadrature

control error signal) in transmission through the Output Mode Cleaner (OMC). As

discussed in Chapter 3, this will greatly reduce the lock point errors generated by

alignment jitter: the principle source of phase noise in the H1 Squeezing experiment.

One remaining question is whether we want to "invert" the control scheme for

the OPO loop by feeding back to the pump laser frequency path. With this control

topology, the SQZ loop error signal would be fed back to the piezo on the OPO

cavity. This would allow us to substantially increase the bandwidth of the OPO loop

but would most likely limit the bandwidth of the SQZ loop to a few kHz 2. The idea

here is to use the OPO as a reference cavity as its length noise should be modest once

it is moved into vacuum.

Though we need to make a full noise budget to know for sure, I suspect that this

control scheme inversion is likely to do more harm than good. Even with low length

noise, the VOPO is still a poor candidate for a reference cavity. Due to its short

length and low finesse, the PDH error signal is typically buried in shot noise. For the

VOPO prototype discussed in Chapter 4, the shot noise level was around 1OHz/VfHz

and our free-running error signal spectrum was completely shot noise limited above a

few kHz3 . The modulation depth of the PDH sidebands in that experiment was kept

modest (~ 0.01) to minimize the phase noise contribution from the control sidebands.

2The SQZ bandwidth will still be limited to a 10 kHz due to the LIGO arm cavity FSR (37.5 kHz)
with my proposed control scheme.

31n principle, this can be a significant source of filter cavity detuning noise 181|
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I believe that the additional filtering of RF phase noise provided by the OMC should

allow us to increase the modulation depth substantially. Even if we optimize the

control sideband modulation depth (which will significantly increase the amount of

pump power we need to fiber couple into vacuum), the shot noise level will still be

above 0.1Hz/v Hiz.

The SQZ loop error signal, by comparison, is an outstanding reference for phase

noise suppression provided that lock-point errors in our quadrature control loops are

not a significant issue. This suggests that we may be better off using the frequency

path for the SQZ loop in order to keep its bandwidth as high as possible.

7.3 An unresolved issue: technical noise from backscat-

tered light

As discussed in Chapter 3, one potential pitfall of implementing squeezed light in-

jection in Advanced LIGO is the degradation of the interferometer's low frequency

sensitivity due to technical noise from the light backscattered by the squeezer [27,821.

Since we anticipate that Advanced LIGO will be quantum noise limited down to

10 Hz, we require that this noise be well below the quantum noise level of the inter-

ferometer. Our current design assumes that the only source of technical noise on the

backscattered field is due to path length fluctuations along the squeezing injection

path. Therefore, one can mitigate the noise by moving the OPO and all injection

optics into vacuum and seismically isolating them.

Subsequent analysis has revealed that there are two additional sources of technical

noise that can contribute significantly for the level of backscattered power assumed in

Figure 3-2: Intensity and frequency noise on the pump field which is down-converted

onto the backscattered field via the nonlinear interaction in the OPO, and length

noise on the filter cavity which can impose both phase and intensity noise on the

portion of the backscattered field which resonates in the filter cavity. We discuss each

in turn in the next two subsections, and then conclude by discussing the implications
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Figure 7-8: A spectrin of the relative intensity noise (RIN) on the pump field for the
squeezer presented in Chapter 4. This level is elevated due to polarization fluctuations added
by the optical fibers that are converted into intensity noise by the polarizer after the fiber.

of these technical noise sources for our squeezer design.

7.3.1 Down-conversion of noise on the pump field

The down-conversion of pump intensity and phase noise discussed previously in Sec-

tion 4.2.3 will add technical noise to any portion of the backscattered field which seeds

the OPO cavity. This level of noise can be significant if the backscattered power level

is large enough. For the red curve in Figure 3-2, we assumed that there was no addi-

tional Faraday installed between the OPO and interferometer and that we only get 23

dB of isolation from the Output Faraday isolator. With these assumptions, the level

of backscattered light seeding the OPO is equivalent to roughly 5 uW of seed power

incident on the OPO input coupler'. This would require that the noise on our pump

field be limited to a RIN of K 1.5 x 10-d and a phase noise of < 3 x 10-t7 rad/ /liz.

The setup for Advanced LIGO will include an additional Faraday isolator for the

filter cavity, and we now expect roughly 30 dB of isolation from the output Fara-

day isolator. Assuming 60 dB of attenuation from the Faraday isolators, this will

relax our requirements for the pump field somewhat: RIN K 1 x 10- 5 , phase noise

4This leads to a circulating seed power that is roughly 7 orders of magnitude larger than what

we get from the 0.38 fW of seed containnation on our CLF field when generated using the double

AOM setup described in Chapter 4.
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depends on the phase of the backscattered field (see Equation 3.9). The dashed line corre-

sponds to the anticipated mean phase of the backscattered field (See Sections 1.2.4 and 2.5.3

for discussion of interferometer field phase convention).

< 2 x 10-- iad/ liz.

Given this level of backscattered power, this phase noise requirement is still quite

stringent: It corresponds to a relative frequency noise between the backscattered and

pump fields of < 2 x 10-4 Hz//I1z at 10 iz. A full noise budget of the Advanced LIGO

squeezer is required to determine what level of pJhiase noise suppression is realistic.

The RIN requirement is less intimidating. However, the intensity noise level on the

pump field for the in-vacuum squeezer described in Chapter 4 was actually quite high

due to polarization fluctuations imposed on our pump field by our optical fibers. A

measured RIN spectrum is shown in Figure 7-8.

As we can see in Figure 7-9, these values represent worse-case estimates assunming
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that the phase of the backscattered light is completely unconstrained. During the

Initial LIGO squeezing experiment, the phase of the backscattered field was reason-

ably well aligned with the squeezed quadrature angle (90 deg in Figure 7-9) 1271. If

this is indeed the case for Advanced LIGO, this will relax our requirements on the

pump field RIN considerably.

7.3.2 Technical noise from filter cavity length fluctuations

Due to the high finesse of the filter cavity (_ 75000), modest length fluctuations will

impose a significant amount of technical noise on the backscattered field. Since the

filter cavity is detuned, this will add noise in both the amplitude and phase quadra-

ture. Transfer functions from the cavity length noise to both quadratures are shown

in Figure 7-10. From these transfer functions, we may compute our requirements for

the filter cavity length noise. Again we will assume that the phase of the backscat-

tered field is unconstrained implying that our technical noise could come from either

quadrature. We now write the requirements in terms of backscattered field RIN and

phase noise and assume that we must always satisfy both requirements simultaneously.

In the phase quadrature, this may be computed in analogy with Equation 3.10:

RIN d $se _PD_ __1s2_
scRN _ A (f)8Lfc(f) TP < . (7.2)

RINqn dLje Ahc - 10

where 6Lfc(f) is the filter cavity length fluctuations in m/v/Hz, -(f) is the transfer

function from filter cavity length noise to backscattered field phase noise plotted in

Figure 7-10, and all other variables are defined as in Equation 3.10. Likewise, we may

compute the requirement in the amplitude quadrature as

RINc dRIN, A7JPDPsc 10s/20(f) = C(f)Lfc(f) < . (7.3)
RINqn dLje 2hc - 10

where dRINs(f) is the transfer function from cavity length noise to backscattereddLf,

field RIN plotted in Figure 7-10. Assuming 10 dB of broadband squeezing (s=-10)

and a level of backscatter isolation identical to that assumed in Figure 3-2 (73 dB),
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Figure 7-10: Transfer functions fromn filter cavity length noise to technical noise on the

backscattered field assuming the cavity parameters given in Table 5.1. The top panel

shows the transfer function from length noise to backscatter field relative intensity
noise (RIN). The bottom panel shiows the transfer function from length noise to

backscattered field phase noise.

we would require that the filter cavity length noise be limited to < 5 x 10-1mi/vHz

at 10 Hmz.

Clearly, the single stage tip-tilt suspensions [9 7] we'd hoped to use for our filter

cavity will not be suitable without significantly attenuating the level of backscattered

power which would add additional optical loss. The only suspended optics used in

LIGO that can achieve anything close to this level of length noise performance at

10 Hz are the test mass suspensions mounted to a, BSC-ISI. Using such optics for our

filter cavity is impractical in terms of both cost and complexity.

.A better strategy would [bc to choose an intermediate suspension design with

reasonably good performance at 10 Hlz, such as the Advanced LIGO HAM Small
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Figure 7-11: Length noise requirement for the filter cavity assuming the cavity parameters

given in Table 5.1 and 135 dB of backscatter attenuation. In this case, the free-running

length noise of a filter cavity constructed using two HAM Sinall Triple Suspension (HSTS)

would meet our requirements. We note that a. significant suppression of the HSTS length

noise above 10 Hz would require that the filter cavity be locked to a well-stabilized laser

source (frequency noise < 1 x 10-2 Hz/vHz at 10 Hz). A dashed line indicating a frequency

noise level of 0.1 Hz/ vHz expressed in terms of cavity displacement noise is plotted for

reference.

Triple Suspension (HSTS) [901, and bridge the remaining gap by adding additional

backscatter attenuation. Figure 7- 11 shows how we may achieve suitable performance

with a triple suspension if we attain a total isolation from backscatter of - 135 dB. In

principle, one could suppress the length noise of the filter cavity above 10 Hz by locking

its length to a stable laser source to relax our backscatter attenuation requirements.

However, this would require that our reference field have a frequency noise level well

below 1 x 10- Hz/1-Iz at 10 Hz which may not be possible with the control scheme

depicted in Figure 7-7. In particular, the control scheme as currently conceived does

not suppress phase noise added to the 532 m field due to path length fluctuations as

it propagates from the SHG output to the filter cavity. We cain estimate the level of

degradation at 10 Hz along this path using accelerometer data from the HI squeezer

table (see Figure 7-1 in Reference [361):

5It appears that the HsT1s actuators do have sufficient bandwidth 164i
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Figure 7-12: A modified version of the control scheme depicted in Figure 7-7 designed
to maximize suppression of filter cavity length fluctuations. For simplicity, only the servo
loops which require modification are shown. Significant suppression of the filter cavity length
noise requires that it be stabilized to a field with frequency noise < 1 x 10- 2 Hz//'Hz. The
frequency noise of the 532nim field incident on the filter cavity ni ay be stabilized by phase
locking it to a low noise reference field from the interferonmeter that is single passed through
an SHG crystal. This servo would replace the plhase lock between the pump and PSL fields
shown in Figure 7-7. Modifying the phase lock servo as shown here would deprive us of the
required frequency path actuator for the SQZ loop. An additional actuator may be obtained
by passing the pump field through a pair of AOMs and feeding back to a voltage-controlled
oscillator (VCO) driving one of the modulators. It may be desirable to place the AOM
pair after the pick-off for the filter cavity field to avoid imposing the control signal for the
SQZ loop on the filter cavity field. In principle, this control signal can add noise to the
filter cavity field since the SQZ servo is compensating for phase fluctuations added after the
pick-off (e.g. phase noise from the pump fiber and OPO cavity length noise). Here, the filter
cavity detuning is determined by the drive frequencies of two VCOs labelled VCO 1 and
VCO 2. The frequency of VCO 1 is set to 2n x FSR + 2Awf, where im is an integer, FSR
denotes the cavity free spectral range and Awfc is the desired squeezed field detuning. The
filter cavity is then locked on resonance to the frequency shifted 532 min field. VCO 2, which
is used to demodulate the error signal for the phase lock, is itself phase locked to VCO 1. Its
drive frequency is given lv 2n, x FSR+ 2Awfc.- +Qc(t) where 6f,.(t) is the control signal from
the filter cavity length servo that is applied to VCO 2. Provided that this control signal is
properly AC coupled, the detuning of the squeezed field will be given by Awpc.
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27r 2w 0-6W9 = -Sx(f) x f ~ 3 x 1010 m/ Hz x 10 Hz ~ 27r x 102 Hz/vIIz (7.4)
Ag 532nm

This suggests that we may have difficulty suppressing the length noise of the filter

cavity with the current control scheme, though a full noise budget will be required

before any final decisions are made.6

One could modify the control scheme to minimize the frequency noise of the

532 nm field used to stabilize the filter cavity length by deriving the error signal for

the phase lock servo right before the filter cavity. Ideally, one would use a low noise

reference field from the interferometer itself (which has a frequency noise level of order

10- 7 Hz/vIHz at 10 Hz) rather than a field which is fiber coupled from the PSL. This

phase lock PD may need to be placed in vacuum to avoid degradation due to path

length fluctuations between the phase lock pick-off and the filter cavity. Figure 7-12

depicts these modifications in detail.

Provided that the frequency noise on the filter cavity field has been well sup-

pressed, it should be possible to reduce the backscatter attenuation requirement to

90-100 dB. Figure 7-13 shows the expected length noise performance of the filter

cavity after suppressing cavity length fluctuations with a modest 100 Hz bandwidth

servo. With this length noise performance, a backscatter attenuation of 100 dB is

now sufficient.

7.3.3 Reduction of the backscattered field

So far, we have implicitly assumed a relatively simple model for the attenuation

of backscattered light. We assumed that all light is attenuated by 30 dB by each

Faraday isolator regardless of polarization content. In general, this will not be true,

particularly for the Faraday used to inject the squeezed field into the filter cavity.

Also, we've assumed that the backscattered field is perfectly mode matched and

6Picking off the 532nm field for stabilizing the filter cavity length after the pump field is fiber

coupled into vacuum may be an option, provided that the frequency noise of the pump field at this
point is sufficiently low. This might require an in-vacuum AOM to control the filter cavity detuning.
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Figure 7-13: Filter cavity length noise requirement with 100 dB of backscatter atten-

nation (figure courtesy of John Miller). The filter cavity should mect this requirement
above 10 lz when it is stabilized to a low noise reference field with a modest 100 iz
bandwidth. Further relaxation of the backscatter attenuation requirement may be
possible by optimizing the length servo.

polarization matched into both the filter cavity and the OPO. In practice, the filter

cavity will be birefringent and only one eigen-polarization will resonate. Also, only one

polarization component of the backscattered field will actually be directed towards

the OPO cavity. The other polarization is sent back to the interferometer. This

polarization does not get attenuated by the intrinsic backscatter isolation provided

by the traveling wave geometry of our OPO cavity (which is quantified by the cavity

reflection coefficient Ropo defined in Equation 3.9). Clearly, we need to make a

more realistic model of this system in order to determine what changes are ieeded to

achieve the required attenuation of the backscattered field.

It is also worth noting that a significant reduction in the required backscatter

attenuation could be achieved by implementing balanced homnodyne readout with

Advanced LIGO, as this would allow LIGO to operate on a dark fringe with signif-

icantly less power at the AS Port. This idea has been gaining soime traction within

the LIGO community [471.
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Figure 7-14: Left Panel: Idealized inodel of backscatter attenuation assuming 30 dB
of attenuation per Faraday isolator, no polarization dependent effects, and that all of our
backscatter field benefits fron the intrinsic isolation of our travelling wave OPO cavity.
Right Panel: A more realistic model of backscatter attenuation which assumes that the
attenuation will be polarization dependent, that the filter cavity is birefringent, and that
one polarization reflecting off of the filter cavity is sent directly back to the interferometer
without reflecting off of the OPO.

7.4 Summary

The principle goal of this thesis was to develop a design for the Advanced LIGO

squeezed vacuum source and to demonstrate viability of the various design elements

through proof-of-principle tabletop experiments.

In Chapter 3 I proposed a design which addressed two of the technical limitations

observed during the Enhanced LIGO squeezing experiment by moving the OPO cavity

into vacuum: squeezed quadrature fluctuations and technical noise from path length

fluctuations along the squeezing injection path. The proposed design also called for

adding a quantun filter cavity to allow for simultaneous suppression of both radiation

pressure noise and shot noise.

The reimmainder of the thesis covered two proof-of-princple experiments during
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which most of the key techniques and technologies required for the Advanced LIGO

squeezer were developed. In Chapter 4 an in-vacuum squeezed light source with ultra-

low phase noise was presented and in Chapter 6 an experimental demonstration of the

generation of frequency-dependent squeezed vacuum in the audio band was described

in detail.

Though I proposed a few minor changes to the optical design and control scheme

in this chapter, the design presented in Chapter 3 still appears to meet our needs.

The most significant issue with our current design is the technical noise added to

the backscattered field by filter cavity length fluctuations. However, this limitation

is not fundamental and can be addressed by using an improved suspension design,

suppressing cavity length fluctuations by locking it to a quiet laser source, reducing

the required cavity finesse by increasing the cavity length, or by attenuating the

backscattered field.

In light of all of these developments, it appears that the addition of squeezed

vacuum injection is a viable early upgrade for Advanced LIGO.
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Appendix A

Quadrature Control and Phase Noise

In this Appendix I will build on some of the previous work from Sheila Dwyer's thesis.

She computed closed-form expressions for several key sources of phase noise which

were very important for understanding the phase noise present during the initial LIGO

squeezing experiment [37].

Here I will present a generalized summary of Sheila's phase noise calculations.

I will also derive the response of the coherent control scheme to various sources of

technical noise which, to my knowledge, has not been computed in detail previously.

Finally I will present an updated calculation of the impact of alignment fluctuations

on our phase noise.

A.1 Squeezed Quadrature fluctuations

In Section2.4.3, we computed the quantum noise variance of the squeezed vacuum

field exiting our OPO assuming that the OPO cavity is co-resonant and we have

perfect phase matching. Now we compute the quadrature variance of our squeezed

field in full generality. In order to do this, we must recompute our quadrature variance

using the general form of our OPO matrix M given in Equation 2.18 rather than the

simplified version given in Equation 2.23 which we used to compute our expressions

for the quadrature variance given in Equation 2.26. From Equation 2.21, we may

then compute the quadrature variance as follows:
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VG~) =(2y/(iwI - ,.4OFMF4)-l - I) o (27y{(iQI - 7 *FMF-l )~ -I)* Vf(Q)

+ 4 77YfLF(iwl _ 7totPMF 1)1 0 [(iql _ -otFMF-1)~1]*VCLF(Q)

+ 4-y7' (iwl - -yotFMF-)-l o [(iQI - 7 **tMr4 -]*Vt(Q)

(A.1)

where o denotes the element-wise matrix product and * denotes complex conjugate

and all relevant matrices were defined previously in Sections 2.4.2 and 2.4.3. As

before, we may set all variances on the left hand side of Equation A. 1 equal to 1 since

they represent un-squeezed vacuum fluctuations entering the OPO. Our measured

variance is then given by the following inner product

V = (cos2 9 sin 2 Ow) Vf (A.2)

In general the orientation of the squeezing ellipse may differ from OB/ 2 when

the cavity length, crystal position, or crystal temperature are offset from their ideal

values. We must, therefore, generalize our definition of the squeezing angle given in

Equation 2.42 by adding an offset term 6
0sq5

Osqz = OB/2 - OLO + 60SQZ(L, T, y) (A.3)

Assuming that our offsets from the ideal operating point are small, our quadrature

variance will be first order insensitive to fluctuations in length, temperature, and

pump field phase. As discussed in Ref. [37], one may approximate the second order

change in the quadrature variance as a first order shift in the squeezing angle 6 ,qz.

We may compute the response of our squeezing angle to a fluctuation in some

variable Y about its mean value Y by considering the impact of a static offset in

Y (Y -+ Y + AY) on our quadrature variance evaluated in a quadrature where the

variance depends linearly on the squeezing angle (9,qz = 7/4).
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dOsqz __ Oz=r/4,Y=Y (AA)

d0,z Isz=r/4,Y=Y

Several closed-form expressions for the response of the squeezing angle to fluc-

tuations in temperature, length, and pump phase can be found in Ref. [37] and in

Chapter 5 of [36].

A.2 Technical Noise Coupling in Coherent Control

Note to the reader: This section details a calculation which may be useful for mak-

ing a noise model of the Advanced LIGO Squeezer. This was basically the last thing

I did before graduating and I'm not 100% confident that everything here is correct.

I didn't get a chance to plug in numbers and check things rigorously. Therefore, it

represents incomplete work. The description here is fairly terse. I'd recommend read-

ing Chapter 5 in Kirk McKenzie's thesis first [70]. It discusses a similar but much

simpler calculation in great detail. This calculation uses the same formalism.

In order to look at noise couplings for coherent control, we need to modify the

formalism used in Section 4.2.3 and 2.4.2 to include both our upper and lower coherent

control fields along with their noise sidebands. The Heisenberg-Langevin Equations

of motion [31,491 for this three-field system are given by'

a - (lot + i+CLF -~ iz.) a8 + ealb + \ 2 CLFA8,

& = -- (-ot iQCLF - iAr) ai + Eatb

b = - (7 * - iYg) b - asai + 2-g4Bi, (A.5)

where we've omitted input fields with no coherent amplitude (ie vacuum fluctuations)

since we are only concerned with classical noise at the moment. These equations of

motion are fully general, allowing for non-zero detunings due to a change in cavity

IHere, we are working in a rotating frame where our fields are defined as follows a,(t) = a,,oe
and ai(t) = ai,oe-iwt
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length or crystal temperature and phase mismatch. As usual, we Fourier transform

these equations and write all fields in terms of DC and fluctuating components

a, -+4 + 6a9, a e- di + 6ai, b I+ 6b (A.6)

Likewise I will also choose to express our detunings Ag and A, and our nonlinear

interaction strength E in terms of DC and fluctuating components

Ag9-+Ag + 6 A, A4Ar+ 6Ar, 'E + 3+ E (A.7)

These expressions, in turn, may be expressed in terms of changes in the cavity length

and crystal temperature:

L-+L+6L, AT-+AT+T (A.8)

where we have defined L as the cavity length on resonance and AT = T - To as

the temperature offset from the phase matching temperature To. As usual, we will

assume that our OPO servo drives Ag -+0. Also, we will ignore the fluctuations in

the nonlinear interaction strength (Je = 0) since our temperature fluctuations 6AT

will be small compared to FWHM of our phase matching distribution. The terms in

Equations A.7 can then be written as

A= 0 (A.9)

AOr(AT, Ay) WO
ar ' + -6L -(A.10)

T L

= oeiLck(T)/ 2 sinc(LcAk(T)/2) (A.11)

2woLco (dn(w 9 ) 2o
JA9 = '' L + n(cjg jaKT P ) T + L 6 L ( A.12)

L dT TLWfaTJL

A = OL,( +n(W)aKTP 6T + W-L (A.13)
L dT L

6E = 0 (A.14)
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Figure A-1: Naming convention for our fields. Field vector names are shown in bold

text while the individual signal, idler, and pump field amplitudes and phases are

shown in ordinary text.

where A#,(T, y) represents our deviation from co-resonance and is given by Equa-

tion 4.17, T is our cavity round trip time, and Ak(T) represents our phase mismatch

and is given by Equation 4.13.

We will break our calculation into two parts. First in Section A.2.1 we will compute

the DC field amplitudes and phases as well as their corresponding quadrature control

error signals. Then, in Section A.2.2 we'll compute the impact of fluctuations on the

Pump field, Control field, and cavity length on our quadrature control error signals.

A.2.1 DC Fields

In Section 2.7, we dealt with a simplified picture of coherent control in which we ne-

glected the detuning of the coherent control sidebands, phase misnatch, and deviation

from co-resonance. This was done for pedagogical reasons. Now we will quickly re-

derive these results in full generality. In order to determine the DC field amplitudes,

we gather the non-fluctuating terms in equation A.5 after making the substitutions

described in Equation A.6. We will neglect the iaiji term in the equation for I, as-

suming that the circulating pump field is uindepleated. We can then solve for the

pump field immediately

b = (A. 15)

We then plug b into our system of equations for a, i which we now write in matrix
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form

a = 2CLF (iQCLFI - 7rot -1 &CLFin (A.16)

where we have defined

as Ae ie" _ -+ ia, -A
I ACLFin = , M = ot t _ (A.17)

a* 0 o't -1 t r

We can then compute the fields in reflection and transmission using our Input-Output

relations

As,eior)C As24eLos-)
C L F,out AjrC L F g _r CLFin, f,out ~~ 2Tr a

(A.18)

where we have introduced the appropriate variables to represent the amplitude and

phase of our output fields. Using our output fields, we may compute our quadrature

control error signal in reflection:

E2Q = 2As,rAi,r sin (0s,r - i,r - 020 ) (A.19)

We see that the 2 QCLF loop stabilizes the relative phase between the upper and lower

sideband. In general, the nonlinear interaction will enforce a strict phase relationship

between the signal and idler control sideband phases which will depend on pump

phase via the relation ir = -B ~ 0,,r + C, where ( is an offset value which depends on

the sideband detuning, phase mismatch, and the level of deviation from co-resonance 2 .

Therefore this servo will also serve to stabilize the signal sideband phase relative to

the pump phase.The error signal in transmission

2 The relation given in Section 2.7, j,, = OB - , only holds when the detuning of the control
sidebands is negligible. In Sheila Dwyer's Thesis 1361 and a related technical note 1381, this relation
was incorrectly (I think) assumed to hold for arbitrary control sideband detuning.

198



OB/2

(9LO = 0I2
Ideal Case

4 //0/2+6/2

(PLO = B/2

General Case

Figure A-2: These two plots show the relative orientation of the local oscillator field

(red arrow), squeezing ellipse (Blue ellipse), and our coherent control sidebands. Here,

we are measuring the squeezed quadrature by choosing <19 such that #OL = B/2

when our 1 CLF servo is locked. Because the two sidebands are unbalanced, their

sum over time traces out the plotted pink ellipse. Since the 2
QCLF servo is locked,

this ellipse will have a fixed orientation relative to that of the squeezing ellipse. In the

ideal case where we're phase matched, co-resonant, and the sidebands have negligible

detuning, the semi-major axis of our modulation sideband ellipse lines up with the

squeezed quadrature. In general this is not always the case.

E10 = 2ALO 4 .t CO 0 +-Om

+ Aj cos (- O0 - W1Q ] (A.20)

When the 2
WcLF servo is locked, the following relation will hold

cKSt + -,- _

2
(A.21)

2 2

For the ideal case when our cavity is phase-matched, co-resonant, and the detuning of

the CLF sidebands is negligible, ( 0. In order to measure the squeezed quadrature,

wei must set 912 in Equation A.20 such that OLO lines up with the orientation of the

squeezing ellipse3

61Lo = OB/2 + 6-0sQz (A.22)

:I will make no attempt to derive general expressions for ( and 6 0 sQz in closed-form. These are

place-holders whose exact expression must be derived for the system parameters of interest.
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When we are co-resonant and phase matched, the orientation of the squeezing ellipse

is completely determined by the phase of the pump field and 60SQZ = 0. If the

cavity length or temperature shift, this will no longer be the case, as discussed in

Section A. 1. We can solve for the correct demodulation phase for measuring squeezing

by substituting Equations A.21 and A.22 into Equation A.20, setting Equation A.20

equal to zero, and solving for the desired demodulation phase

tan(V)mQ) = + A cot -SOSQZ (A.23)

For the ideal case m= r/2 and the semi-major axis of our error signal ellipse

is aligned with the squeezed quadrature as shown in Figure A-2. Our error signal

simplifies to the form given in Equation 2.61 which we rewrite in terms of our new

notation

Em = 2ALO(As,t + Ai,t) sin(OB/2 - OLO) (A.24)

To conclude this section, we will write out the above relations for our typical

operating conditions: co-resonant with perfect phase matching but non-negligible

control sideband detuning. In this case 60SQZ = 0 Our circulating field is given by

d* 2 22 -(OB -4--A)to/1 - x2 _ 2i4YA2 2Q F (e

(A.25)

where we've defined

v = arctan (CLF), arCtan 2LF (A.26)
\ } got [1- x2_ rtot

We see that, in this case, = v. our quadrature control error signals are given by 4

4For typical values of 7,yLF, the second term in the 2Q error signal is several orders of magnitude
smaller than the first term.

200



4x CLF
E2QCLF 8r [COs(OB- 2s -- Q -2

}tot - x2 _ ) + 2CF 2

2,LF Fj QL)2

1Cs(OB -~ 2, s~ 24 _ -- - 02Q)]

X2 - 2-]2 2QF)2

A.27)

and

EACLF =LF~jo [X COS(OB ~-s - [ -~ lo - )IQ)

t 1 - (QC2) _ F 1

+ + (CLF 2 COS(V + + s -~ + 1o + 01)] (A.28)

A.2.2 The impact of technical noise

Now that we've computed our DC fields and lock points, we will examine the impact

of technical noise on our quadrature control error signals. We will compute noise

couplings to first-order only, dropping non-linear terms like 6a*6b. We may then

compute the intra-cavity AC fields for the pump and two control field sidebands by

writing the fluctuating terms in our Equations of motion (A.5) in matrix form in

analogy with Equation A.16

Sa(w) = (iMQ - M)-- [MCLF6ACLFin(W) + Mf6Af,if(w) + AL + AT] (A.29)

where we are using w to denote our audio sideband frequency. Above, we have

generalized our definition of M
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-7(0 + iA, 0

0 -,1o - i Ar

0

2

0

0

0

2

as well as our definitions for our field vectors

6as (QCLF + W)

Ja*(QCLF - W)

Sai(-QCLF + W)

Jal(-CLF - W)

6b(w )

3b*( -w )

6 As(lCLF + W)

6A*(QCLF -

0

0

0

0

and we have defined

0

0 /27 0

o 0 v/2-r

0 0 0

0

0

0

0

0

0

and
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(A.30)

6a(w) =

I o

, 6Af,in =

0

0

0

SB. n(w)

(A.31)

1' V 0 0

o o

0

0

0 00

V2-F

0

0

(A.32)
0

0

V)

0

V2yF

0

\

JAcaf,in =

IY7-,i 0



t +
0

0

0

0

0

Q+w

0

0

0

0

0

0

0

0
0

0

0

0

-Q+w

0

0

0

0

0

0

0

0

0

0

0

0

wA

\ i'

/

Q

0

0

0

0

0

0

0Q

0

0

0

0

0

0

0

0

0

0

0

Q

0

0

0 0'

0 0

0 0

0 0

0 0

0(0
(A-33)

where we've pointed out that the audio sideband frequency w may be neglected since

S<< tot , pt"', QCLF. However, a fully frequency dependent calculation may be done

if desired using the formalism presented in this section. We also have additional terms

which account for our length and temperature fluctuations:

6AL =

1' id, 6L

is*SL*
i L

iL
-iwo SL*

L

-*2wp WLL 'I

1' swoL~0 [dn w) + r1WO)aKTPJT

idsLtot dn(wo) + n(wo)aKTP JT

i 0 Lctot dn(wo) + n(wo)aKTP ST

id WoLctot dn(wo) + n(WO)CfKTp TtL LdTI

ib2daoL_,tot dn(w0 ) + n(2wO)oKTP ST

A 2woLc,tot dn(2wo) + n(2wo)KTP
L dT +n o)a(TP A.34)

(A.34)

We then compute the output fluctuations using the input-output relations defined in

Equation 2.12. We will also express these fields in the quadrature picture using our

1-photon to 2-photon transition matrix:
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1 0 0 0 0
i -i 0 0 0 0

0 = 0(A.35)
0 0 i -i 0 0

0 0 0 0 1 1

0 0 0 0 i -i

We now compute the output field quadrature fluctuations in terms of the fluctu-

ations on the input fields and the appropriate transfer functions

6 XCLF,out ~~ [CLFCLF] 6 XCLFin + E[f,CLF] 6 Xf,in + ([A,CLF] (AL + AT)

6Xf,out= 8 [CLFII6 XCLFin + e[f,f]6Xf,in + E[A,fl(AL + AT) (A.36)

where 6X = FA represent our quadrature fluctuations and our transfer function

matrices are given by

E[CLF,CLF] = IF [MCLF(iMQ - M) 1 MCLF - 1] F 1  (A.37)

E[f,CLF] = FMCLF(iMP - M)-1 MfF-l (A.38)

E[A,CLF] = PMCLF(iMQ - M) (A.39)

9 [CLF,f] = IMf (iMQ - M)-IMCLFF-I (A.40)

[f,f1 = F [Mi(iMn - M)~ Mf - I] 17-1 (A.41)

8 [Af= FMf (iMQ - M)- 1  (A.42)

When computing our noise couplings, it will be convenient to express our fluctuations

in terms of intensity noise in units of W/v11i and phase noise in units of radians/ vHI-

for our amplitude quadrature and phase quadrature respectively. We introduce the

following vector notation for our fluctuations on the signal, idler and pump fields

expressed in these units:
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6N =

(SPs

spi

60P
(A.43)

SGB

Using this notation, we can rewrite our fluctuation in terms of the desired quan-

tities by making the following substitutions 5:

QCLF,outJNCLF,ut = 6 XCLFOut, Qf,outJNf,aut = 6Xfyat,

QCLF,inbNCLFin = 6 XCLFin, Qf,in6Nf,r = 6Xfjn (A.44)

where we have defined the matrices:

QCLF,out 1

t' 1,- 0 0 0 0 0
0 0 0

0 0 1 0

0 0 0 P

o 0 0 0

0 0
0 0

0

1-L
0 0 0

0 0 0 0 0

0

0
PB, t

(A.45)

5These expressions are analogous to Equation A12 from the DnD paper 1651 rewritten in terms of

the desired units. I drop a factor of v 2 since I'm using a different normalization for my quadrature

operators (differ by a factor of v-2 from equation A9 in the DnD paper).
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1
Qf,,t =

(

K

QCLFin =

1

0

0

0

0

0

\0

0 0 0

PPi~t0 0 0

0 0 0 P-,t

0 0 0 0

0 0 0 0

0 T.
0
0

0

0
0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0 0 0

Equation A.36 can then be rewriten as:

JNCLF,out = W[CLFCLF]6 NCLFin + W[f,CLF]6Nf,in + W[A,CLF(AL + AT)

6Nf,out = W[CLFf]6 NCLFin + W[f,fj6Nf,in + W[A,f] (AL + AT) (A.49)

where we have defined the following transfer function matrices
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(A.48)

0

0

0

0

0

PBr,:n



W[CLF,CLF]

W[f,CLF

W[A,CLF]

W[CLFf]

W[ATff]

QC Fr [MCLF(IMQ - M)1 MCLF - 1] r 1 QCLFin

QIFaJtMCLF(lMQ - M
-LF~u -L~iGf FQf,in

CLF,(YutFMCLF(iMQ - M)-1

Qout fM(iMo - M)-IMCLFFJ QCLFin

= Q f [Mf (iM- - - I] P Q,. 

= Q1 FMj(iM0 -

Now that we've computed our output fields, we need to determine how our output

fluctuations couple to our two error signals. We begin with our 2
QCLF error signal,

E2 Q, given in Equation A.19. We must re-express this error signal in Watts by making

the following substitutions

B -+ PV, A-, 1 s,/ , Ai,r -+ /Pr (A.56)

Now, we compute a vector of partial derivatives which show how our error signal

phase noise spectrum depends on our output field fluctuations:

A20 =

OPs,r

&60292

86q5r
9642maop20

OPB,t

aOB29

2AS,r Ai,r

M~in

aEiu
aEinr
09rsp
-9PBn

\as,, q

0

1

0

-1

0

0

(A.57)

where we've defined our error signal phase as 020 = 0,,r - i,r. Finally, we may

compute the total fluctuations sensed by our error signal, 602Q, by multiplying these

partial derivatives by the output field fluctuations. This is obtained by computing

the following inner product
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Jp20 = ( A 2Q)t 6 NCLFout

= (A2R)' [W[CLFCLF]6NCLF,in + W[f,CLF6 Nf,%I- + W[A,CLF}(AL + AT)]

(A.58)

We can compute our expected amplitude spectral density by calculating the quantity

S2Q = V(|#20I2) (A.59)

We will now perform a similar analysis for the 1Q loop. In order to define our error

signal phase #1Q it is useful to rewrite Equation A.20 in terms of a single sinusoid [11

E10 = 2ALo f(As,t + Ai,t) 2 cos2 /',Q (A5J - Ai.t) 2 sin2 V)bQ cos [st + i t - OLO

+ tan-1 (A'qt 'Ai~t tan Q)] (A.60)
As,t + Ait

where our demodulation phase i1 is chosen according to Equation A.23. Our error

signal phase now depends on our sideband amplitudes as well as their phase

1 = 0' ' - LO + tan (' t-Ai tan (A.61)
2 ( ASe + Ai,

Therefore, in general, intensity noise on the signal and idler sidebands will couple

parasitically to our 1Q error signal. However, in the ideal case (co-resonant, no

sideband detuning, phase matched) when EiQ is described by Equation A.24, this

error signal is first order insensitive to intensity noise. Again, before taking partial

derivatives it is useful to rewrite Equation A.20 in terms of Watts by making the

following substitutions.

B, - PBr, A-,t + /Ps , , -+ P, ALO -+ PLO (A.62)

The coupling of our fluctuations to the error signal phase are then given by:
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oPs,t

OPB,r

\pr S, r

releant artil drivaivesare

(aE) ao1M/

;Cos
S-cos

FPLO

(OE 1 Q aOq$j
&F ,t OE1

1

.9Eif 001p
-OPi,t M~io

1
2

0

0
/

(A.63)

given by

1

2ALO /(As,t + -- At)2 cos 2 
1 -I+ (Ast - Ait)2 sii2 'In

(A.64)

(2

(2
- 60SQZ +,01Q)

- 60SQZ -01Q)

(A.65)

(A.66)

where we have evaluated all partial derivatives at the lock point. We may then write

our total fluctuations on 01Q as

6#19= (AiQ)t6NOtj - 60LO (A.67)

where we've added the additional phase fluctuations on the LO field, Jq#LO, which

couple directly to our error signal phase.

A.3 Calculation of squeezed quadrature lock point

errors due to misalignment

Note to the reader: This section is a calculation from one of my papers [82]. It does

not account the rotation of the error signal ellipse in the presence of non-negligible

control sideband detuning as depicted in Figure A-2. Unfortunately, I didn't have
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time to update this calculation. I expect the exact numbers to change, but qualitatively

everything should still hold. We should still find that we get a dramatic reduction in

lock point errors by measuring the error signal in transmission through the Output

mode cleaner. This section builds on a previous calculation in section 5.4 of Sheila

Dwyer's thesis /361.

As described in Chapter 3, the coherent control scheme used in all squeezed vac-

uum sources deployed at gravitational wave detectors to date is used to stabilize two

phases. An error signal derived in reflection from the OPO is used to stabilize the

phase difference between the two control sidebands ) = 0+ _ 0-. Setting 0+ equal to

zero for simplicity, the phase of the second control sideband generated in the OPO,

#-, is equal to the phase of the pump field OB. At the interferometer output, a second

error signal is derived to stabilize the phase between the control and interferometer

fields # = 0+ _ 0fo. Stabilizing these two phases locks the relative phase between

the squeezed field and the interferometer beam, or squeezing angle:

6 sqz = OB/2 - O'o= 0-04/2 (A.68)

In general, the interferometer and control fields at the detector output can both

be misaligned and contain some higher order mode content. For the remainder of

this analysis, I will expand both fields in terms of the TEMij eigenmodes of the

interferometer OMC cavity. In the presence of higer order modes, the error signal

used to lock #, after demodulation at the control frequency Q and low pass filtering,

can be expressed as [371:

Ierr oc aio a+ cos(-# + 9 dm) + afoa-o cos(o - 4 + Odm)

+Z a at cos # + # f - #+ 0dm + a- cos{# - + - # $ + 0dm

(A.69)

Above, a f", a, and a- represent the norm of the electric field amplitude for the
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TEMij component of the interferometer and control fields respectively and 0 dm is the

demodulation phase. Here, 'f", #, and are the phase shifts between the TEMOO

and TEMij modes for the interferometer and control fields. When we derive the error

signal from the fields incident on the OMC, we can make a few simplifications to

eq. A.69.

Ierr 0c cos(- + Od..) + a cos(q - 4 + 0m)

+ p pifo elf [cos(-# + -ij + 0dm) + a cos( - qfOij + Odm)] (A.70)

In this case the phases #3 and # are equal and we will express both as #5el as

was done in section 4.2. The factors p f , and #ij, are identical to those in section

3 as well:

ifo +
po p1.7 =lf i-i # = - f (A.71)Pj a ifo Pi a'+a00  a 00

In A.69, we have pulled out a common factor of a o a+ from all terms. We have

also used the fact that the ratio of the amplitudes of the two control sidebands is the

same in all spacial modes to make the following substitution:

a+ a -
a -00= (A.72)

Note that the expression on the first line of equations A.69 and A.70 is the error

signal in the absence of higher order mode content. We tune Odr so that the first line

is zero when # and 4' correspond to the desired squeezing angle. For interferometers

using DC readout, [461 we desire amplitude squeezing at the output and set 0 dm =

,0/2 - 7r/2 so that the error signal is zero when # = 7r/2 + Od, and 0 ,qz = 0. Now

we include a small misalignment such that aij < a0 0 for all fields. When we lock and

'err = 0, then 0 ~ 7r/2 + Odm + A0 where A0 is a small angle. Plugging these phases

into equation A.70, we obtain:
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Ier'r OC - a) sin(A#) + S p sin(z# -#i (A.73)

We can then solve for the lock point error AO by setting I = 0 and using the

small angle approximation to first order. This gives us equation 3.5, which we have

restated below for clarity:

7# =93 p13 elf "vd siniif (A.74)
1+ E p p dfP cosO # ~

Since it is the presence of higher order modes which leads to lock point errors, it

is desirable to derive the error signal in transmission through the OMC in order to

filter out higher order mode content. We proceed to calculate the lock point errors in

this case by returning to A.69 and including the effect of the cavity on all phases and

field amplitudes. Note that many of the assumptions made in deriving equation A.70

are no longer valid once the fields pass through the OMC. The field amplitudes are

modified as follows:

ai =tr T(O) ajfj a' = T(Aw(i, j)) aif'
00, 00 ij, ir i

aj,,. = T( 0) at = T(Q + Aw(i, j)) a. (A.75)

a0,tr = T(-Q) a-0 a.j.tr = T(- + Aw(i, j)) ai

Here, T(w) is the cavity amplitude transmission for a field with detuning W and

Aw(i, j) is the frequency shift of the cavity resonance for the TEMij mode. In order

to simplify our expressions for the phases, we will treat the case where the OMC

cavity is linear and note that generalizing to the case of a travelling wave cavity is

straightforward. Assuming that the control side-bands are well outside of the cavity

linewidth, the phase shifts in transmission are:
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#1fo ifo 0+ +- 0 /2 -7-,. = 0- + /2
tr tr tr(A.76)

V)t,=-W7 #tr7=P-/ 2  6 qz,,r ,, 6qz

We also assume that the first several higher order modes are well outside of the

cavity linewidth and lie above the cavity resonance:

0 - fr/2 =# - 7r/2 7,tr = - ir/2 (A.77)

Plugging equations A.75 and A.76 into equation A.69 and simplifying yields:

err OC cos(-0tr + Odin) + a cos(.tr - tr + Odi) + T(Aw(i, j)) ifo elf
'er C - L.d T(Q) 'iP'

X [COs(-Otr + #i + Od)T(Q + Aw(i,j)) + a coS(0tr - '/tr - Oij + Odm)T(-Q + Aw(i,j))]

(A.78)

We proceed as before and set 0 dr =itr/2 - ir/2 and tr ~ 7r/2+ 0 dr + A#. Again

we set I = 0 and make the small angle approximation to first order and solve for A0

to obtain:

AO Z ( Aijp'f{p o lsin(f )

(A.79)
_T(Aw(i, j))A= ( - a)T(Q) [T(Q + Aw(i,j)) - aT(-Q + Aw(i,j))]

Table A.1 shows the values of Aj for the first 10 sets of higher order modes

using the parameters for the advanced LIGO OMC. We see that the reduction in the

coupling of alignment jitter to quadrature fluctuations typically exceeds two orders

of magnitude.

For a higher order modes with large values of i and j Aw(i, j) will eventually be

comparable to the OMC cavity free spectral range. If all fields are still well outside
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mode order 1 2 3 4 5
Aij 0.0012 0.00071 0.0011 0.0086 0.0080

mode order 6 7 8 9 10
Aij 0.00086 0.00075 0.0020 0.11 0.0014d

Table A.1: Coupling coefficients Aij calculated using the parameters for the advanced
LIGO OMC. This cavity has a finesse of 390, higher order mode spacing of 58 MHz,
and a free spectral range of 264.8 MHz. The detuning of the control sidebands, Q, is

15 MHz. A mode order of n corresponds to any mode TEMij with i + j = n.

of the cavity linewidth but the two control side-bands lie on opposite sides of a cavity

resonance, one of the two <ji's in equation A.78 will pick up a factor of 7r resulting in

the corresponding term in Aij picking up a minus sign. If one of the fields becomes

close to the cavity resonance, the approximations in equations A.76 and A.77 may

break down. However, it typically is possible to design the OMC and pick Q such

that this will not happen until the mode order is quite large. It is then a reasonable

approximation to terminate the sum in equation A.79 before this becomes a problem

and the result derived above remains valid.
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Appendix B

Symbol definitions

215

Latin Symbols Description Expression
a(t), a(Q) Annihilation operator for fundamental cavity field

(Except in Chapter 1)
d + 6a(t) DC plus fluctuating field a(t)
a+ (a-) Annihilation operator for upper (lower) sideband a(Q) (a(-Q))

a1 (Q) Amplitude quadrature operator a++a-

a+-t
a 2 (Q) Phase quadrature operator "2

Af,in (Bf,in) Annihilation operator for field incident on OPO
input mirror at fundamental (pump) frequency

Af,aut (Bf,out) Annihilation operator for field reflected from OPO
input mirror at fundamental (pump) frequency

ACLF,i-n (BCLF,in) Annihilation operator for field incident on OPO
CLF mirror at fundamental (pump) frequency

ACLF,out (BCLFout) Annihilation operator for field reflected from OPO
CLF mirror at fundamental (pump) frequency

Airt (Bi,in) Annihilation operator for field arising from OPO
intra-cavity losses at fundamental (pump) frequency

b(t), b(Q) Annihilation operator for pump intra-cavity field
(Except in Chapter 1)

c Speed of light
D(a) Displacement operator

e electron charge
E(t) Electric field

G Parametric amplification (de-amplification)

g Nonlinear gain (1-x)
2

H Hamiltonian operator
hqn (4) quantum noise strain spectral density



hSQL(Q)

kr (kg)

Le
LC,tOt
M
M
P

Pthresh

Pcire
Psc
Ri

Ropo
S(r)

Ti
T
T

TO
V1

V2

V_

V+
V(Oqz)

Vmeas

x

X1

X2

The standard quantum limit

Photocurrent
Identity matrix

Wavenumber for the fundamental (pump) field
Interaction Length of PPKTP crystal

Total Length of PPKTP crystal
Mirror mass

Matrix operator for OPO
Laser power

Incident pump power at threshold
Power circulating in interferometer arms

Backscattered power
Mirror i power reflectivity
OPO reflection coefficient

Squeezing operator (r =squeezing factor)
Mirror i power transmission

Temperature
transmission matrix

Phase matching temperature
Amplitude quadrature variance

Phase quadrature variance
Squeezed quadrature variance

Anti-squeezed quadrature variance
Variance at quadrature angle 0sqz

Measured quadrature variance
V_ cos2 (OB/2 - OLO + Sin 2 (OB/2 - OLO)

Normalized nonlinear interaction strength

Alternate form of amplitude quadrature operator

Alternate form of phase quadrature operator
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Greek Symbols Description T Expression
a

&KTP

ap( A
F

7rg (1 - V/i)/T

coherent state eigenvalue
thermal expansion coefficient for KTP

quadrature rotation at frequency Q
one-photon to two-photon matrix

Loss rate for fundamental (r)
or pump (g) field at coupler j

total cavity field decay rate for fundamental (r)
or pump (g) field.

Filter cavity half bandwidth
cavity detuning at fundamental frequency

cavity detuning at pump frequency
phase mismatch parameter
cavity dispersion mismatch

Filter cavity detuning
fluctuating component of field a

nonlinear coupling parameter

OPO Escape efficiency
Photodiode quantum efficiency

Propagation efficiency
Radiation pressure coupling coefficient

Squeezing angle
RMS Level of phase noise

pump field phase
PPKTP crystal wedge angle

Poling period of PPKTP crystal
wavelength of fundamental (r) and

pump (g) fields
OPO cavity round trip time

Fundamental carrier frequency on resonance
Frequency of fundamental field

Frequency of pump field
Sideband frequency, measurement frequency

CLF detuning
SQL frequency
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